South Coast

Air Quality Management District
21865 Copley Drive, Diamond Bar, CA 91765-4178

(909) 396-2000 - www.agqmd.gov

February 18, 2009

Mr., Gerardo Rios — via email (ROAirPermits_sc@epa.gov)
USEPA Region IX, Mail Stop AIR-3

75 Hawthome

San Francisco, CA 94105

Subject: Preliminary Determination of Compliance (PDOC) for Canyon Power Plant (CPP) Proposed
200 Megawatt Power Plant Project (Facility ID No. 153992), to be located at 3071 E.
Miraloma Ave., Anaheim, CA 92806 (07-AFC-9)

Dear Mr. Rios:

The South Coast Air Quality Management District (AQMD) has received and reviewed permit applications
for the subject gas turbine power plant project. The City of Anaheim is proposing to install and operate a
200 megawatt (MW) natural gas fired power plant located at 3071 E. Miraloma Avenue, Anaheim, CA
92806. This power plant will operate annually on an intermittent basis during periods of high electricity
demand.

Based on the emission potential, this project is subject to the public notice requirements of AQMD Rules
212 (Standards for Approving Permits) and 3006 (Title V), and has applied for an Initial Title V Permit.
Therefore, this project is subject to a 45-day EPA review and a 30-day public notice period under AQMD
Rules 212 and 3006.

At this time AQMD has completed its evaluation of the permit applications submitted by the City of
Anaheim and prepared a PDOC, indicating that the equipment will meet all applicable air quality
requirements of our Rules and Regulations.

Enclosed please find a copy of the PDOC Analysis, the draft Title V Facility Permit to Construct for
the CPP project, and the public notice for the subject project issued in accordance with AQMD Rules
212 and 3006. The public notice provides for a 30-day comment period, and is also being published in
.a2 newspaper of general circulation in the vicinity of the nearest affected area and is additionally being
forwarded to other interested parties. Upon completion of the public comment and EPA review
periods, AQMD will evaluate the comments received during the comment period prier to issuance of
any Final Determination of Compliance (FDOC).

Please note that the City of Anaheim will be required to offset all emission increases subject to offsets
pursuant to AQMD Rules 1303(b){2) and 2005 (b)(2) and to comply with the emission standards and other
requirements discussed in the attached PDOC AnaIysnS and all the requirements in any potential future
FDOC to be issued by AQMD, \



Mr. Rios | - ' February 18, 2009

“If you wish to provide comments or have any questions.regarding this project, please contact Ms. Vicky Lee
at (909) 396-2284 or vleel@aqmd.gov, or Mr. John Yee at (909) 396-2531 or Jyee{@aqmd.gov.

Sincerely,

Mlosk 8. o

Michael D. Mills, P.E.

Senior Manager

General Commercial & Energy Team
Engineering & Compliance

Enclosures: Public Notice

Proposed Title V Permit .
Preliminary Engincenng Amnalysis .
cc: Mr. Stcve Scnortmo City of Anahetm

CERTIFIED MAIL/RETURN RECEIPT REQUEST}:D

[Please see attached e-mail for proof of delivery & receipt]



South Coast
Air Quality Management District

21865 Copley Drive, Diamond Bar, CA 91765-4178
(909) 396-2000 - www.aqmd.gov

NOTICE OF INTENT TO ISSUE PERMIT
PURSUANT TO AQMD RULES 212 AND 3006

This notice is to inform you that the South Coast Air Quality Management District (AQMD) has received and
reviewed permit applications for the proposed Canyon Power Plant (CPP) project and intends to issue a Title V
Facility Permit at the end of the 30-day public and 45-day U.S. Environmental Protection Agency review and
comment period and after all pertinent comments have been considered and all other requirements have been
comphied with.

The AQMD is the air pollution control agency for the four county-region including Orange County and parts of Los
Angeles, Riverside and San Bernardino counties. Anyone wishing to install or modify equipment that could control
or be a source of air pollution within this region must first -obtain a permit from the AQMD. Under certain
circumstances, before a permit 1s granted, a public notice, such as this, is prepared by the AQMD and distributed.

The AQMD has evaluated the permit applications listed below for the following facility and made a preliminary
determination that the project meets or will meet all applicable AQMD rules and regulations for the issuance of a
Proposed Title V Permit based upon the evaluation described below:;

FACILITY: Canyon Power Plant
3071 East Miraloma Avenue
Anaheim, CA 92806
Facility ID No: 153992

CONTACT: Mr. Steve Sciortino, Project Manager
City of Anaheim Public Utilities Dept.
201 S. Anaheim Blvd., Suite 802
Anaheim, CA 92805

AQMD APPLICATION NUMBERS

;1 Application Number . - -+ 2lp idfi Equipment Deseription. - 2t i
476651 Combustion Engine, Gas Turbine No. 1
476656 Combustion Engine, Gas Turbine No. 2
476659 Combustion Engine, Gas Turbine No. 3
476661 Combustion Engine, Gas Turbine No. 4
476654 : Air Pollution Control Equipmenit, SCR/CQ Catalyst for Turbine No. |
476657 Air Pollution Control Equipment, SCR/CQ Catalyst for Turbine No. 2
476660 Air Pollution Control Equipment, SCR/CO Catalyst for Turbine No. 3
4766063 ) Air Pollution Control Equipment, SCR/CO Catalyst for Turbine No. 4
476665 Agqueous Ammonia Storage Tank
476666 Black Start Emergency Engine
481185 il Water Scparator
476650 ' Initial Title V Application

DISTRIBUTION DATE: February 25, 2009




PROJECT DESCRIPTION

The project consists of construction and operatlon of a new power plant w1th the capability of generating a total of
200 megawatts (MW) of electrical power consisting of four (4) new, simple cycle GE LM6000PC Sprint gas
turbines with associated air pollution control systems, one (1) 10,000 gallon capacity aqueous ammonia storage
tank, one (1) 1141 brake horsepower diesel fueled emergency black start engine, and one (1) oil water separator.

Stnce the above equipment has the potential to emit pollutants in excess of the émission levels spec1ﬁed in AQMD
Rule 212(g), a public notice is required.

PROJECTED EMISSIONS . .
After the imitial commissioning period, the total maximum monthly emissions from the operation of each of the

proposed turbines and the total project emissions in conjunction with the use of air pol]utlon control systems is not
expected to exceed the following:

Pollutant- Maximum Monthly Emissions, Per Total Maximum Momhly Emissions
Gas Turbine (pounds per month) ) {pounds per month)

Nitrogen Oxides (NOx) _ ' 580 2521

Carbon Monozxide (CO) : 476 - 2013

Volatile Organic Compounds (VOC) 129 ' 517

Particulate Matter (diameter less than [( . 299 1197 -

microns) (PM ;) :

Sulfur Dioxide (SOx) 2 34 _ 136.

Ammonia . 382 , 1528

Asa result of the burmng of natural gas in the gas turbmes emissions from the proposed prO_] ect also contains some
pollutants that are considered toxic under AQMD Rule 1401-New Source Review of Toxic Air Contaminants.
Therefore, a health risk assessment was performed for this project. The health risk assessment uses some health
protective assumptions in estimating actual risk to an individual person. The evaluation shows that the Maximum
Individual Cancer Risk (MICR) increase from the project is less than one-in-one-million. Also, acite and chronic
hazard indices (HIA and HIC, respectively), which measure non-cancer health impacts, are less than the threshold
of one. These levels of estimated risk are below the threshold limits of AQMD Rule 1401 (d) estabhshed for new or
modified sources. The health risk assessment (HRA) results are shown in the table below: .

Gas Turbine No. 1 . S.2E-09 2.94E-11 4.0E-03 7.02E-05 0.0001 3.40E-06
Gas Turbine No. 2 ‘ 5.3E-09 291E-11 4.0E-03 6.44E-05 0.0001 3.37E-06
Gas Turbine No. 3 ‘ 53E-09 | . 282E-1l 4.0E-03 5.94E-05 0.0001 3.26E-00
Gas TurbineNo. 4 5.3E-09 2.79E-11 | 4.0E-03 5.52E-05 0.0001 | 3.22E-06
Black Start Emergency ' ' o

Engine 9.1E-08 8.3E-08 0 ] 0.0001 2.63E-04
Cooling Tower (Exempt -

from Permitting) - 6.5E-09 1.1E-08 1.0E-04 3.76E-04 . 0.0013 8.66L5-03
Total Project : 1.6E-07 9.318E-08 {° 1.61E-02 57604 | 0.0014 0.00854

THE FOLLOWING REQUIREMENTS MUST BE COMPLIED WITH PRIOR TO THE ISSUANCE OF
FINAL TITLE V PERMIT

In order for AQMD to issue a Final Title V permit to this project, the apphcant must comply w1th addltlonal
requirements of AQMD Rules and Regulatlons including but not limited to the followmg ~

Rule 1303(b){2)

The City of Anaheim must provide emission offsets for VOC, PM;,, and SOx emissions. Emlssmn offsets w1ll be
in the form of emission reduction credits (ERCs).

DISTRIBUTION DATE: -February 25, 2009




Rule 2005(b)(2)

The City of Anaheim must provide emission offsets for NOx Emission offsets for NOx w111 be in the form of

- RECLAIM Trading Credits (RTCs). :

- The proposed permit and other information are available for public review at the AQMD’s headquarters in Diamond .
Bar, and at the Anaheim Main Public Library, 500 W. Broadway, Anaheim, CA 92805. Additional information
‘including the facility owner's compliance history submitted to the AQMD pursuant to Section 42336, or otherwise -
known to the AQMD, based on credible information, is available at the AQMD for public review by contacting Ms. -
Vicky Lee (vleel(@aqmd.gov), Engineering and Compliance, South Coast Air Quality Management District, 21865
Copley Drive, Diamond Bar, CA 91765-4182, (909) 396-2284. A copy of the draft Permit to Construct can also be
viewed at hitp:.//www.aqmd.gov/webappl/PublicNotices/Search.aspx. Anyone wishing to comment on the air
quality elements of this permit must submit comments in writing to the AQMD at the above address, attention Mr.
Michael D. Mills. Comments must be received within 30 days of the distribution/publication date of this
notice, as shown below. If you are concerned primarily about zoning decisions and the process by which the
facility has been sited in this location, please contact your local city or county planning department or the California

- Energy. Commission at (916) 654-4640. For your general information, Anyone experiencing air quality problems

such as dust or odor can telephone in a-complaint to the AQMD 24 hours a day by callmg 1-800-CUT- SMOG (1-

800-288- 7664)

This facility is a new Federal Title V and Title IV (Acid Rain) facility. Pursuant to AQMD Title V Permits

Rule 3006 — Public Participation, any person may request a proposed permit hearing on an application for
an Initial Title V, a Permit Renewal or significant permit revision by filing with the Executive Officer a

. complete Hearing Request Form (Form 500G) for a proposed hearing within 15 days of the date of

publication of this notice, as shown below. This form is available on the AQMD website at
http://www.aqmd.gov/permit/Formspdf/TitleV/AQMDForm500-G.pdf, or alternatively, the form can be
made available upon request by contacting Ms. Vicky Lee at the e-mail and telephone number listed above,

On or before the date the request is filed, the person requesting a proposed permit hearing must also send by
first class a copy of the request to the facility address and contact person listed above.

DISTRIBUTION DATE: February 25, 2009

]
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Facility 1.D.#: 153992
Revision #: DRAFT
Date:  Pebruary 19, 2009

FACILITY PERMIT TO OPERATE

CANYON POWER PLANT
3071 E MIRALOMA AVE
ANAHEIM, CA 92806

NOTICE

IN ACCORDANCE WITH RULE 206, THIS PERMIT TO OPERATE OR A COPY THEREOF MUST BE KEPT AT
THE LOCATION FOR WHICH IT IS ISSUED.

THIS PERMIT DOLES NOT AUTHORIZE THE EMISSION OF AIR CONTAMINANTS IN EXCESS OFF THOSE
ALLOWED BY DIVISION 26 OF THE HEALTH AND SAFETY CODE OF THE STATE OF CALIFORNIA OR THE
RULES OF THE SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT. THIS PERMIT SHALL NOT BE
CONSTRUED AS PERMISSION TO VIOLATE EXISTING LAWS, ORDINANCES, REGULATIONS OR STATUTELS
OI' ANY OTHER FEDERAL, STATE OR LOCAL GOVERNMENTAL AGENCIES. '

Barry R. Watlerstein, D. Env.
EXECUTIVE OFFICER

By
Mohsen Nazemi, P.E.
Deputy Executive Officer

Engineering & Compliance
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Section A Page 1
Facility LD #: 153992
Revision #: DRAF1
Date:  February 19, 2009

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION A: FACILITY INFORMATION

LEGAL OWNER &/OR OPERATOR: CANYON POWER PLANT
LEGAL OPERATOR (if different than owner):

EQUIPMENT LOCATION: _ 3071 E MIRALOMA AVE ~
ANAHEIM, CA 92806-1809 .

MAILING ADDRESS: | 201 S ANAHEIM BLVD SUITE 802
ANAHEIM, CA 92805-3821 -

RESPONSIBLE OFFICIAL: | STEVE SCIORTINO
| TITLE: | . INTEGRATED RESOUI.QCES MANAGER
TELEPHONE NUMBER: (714 765-5137 o
' CONTACT PERSON:  SUZANNE WILSON
TITLE: ‘ | \ EﬁVIRONMENTAL SERVICE SPECIALIST
TEI;EPHQNE NUMBER: (714) 7654112~

T

TITLE V PERMIT ISSUED:

L b
*
L W
Y™ 2

TITLE V PERMIT EXPIRATION DATE: 5 -
TITLE V o RECLAIM
YES ‘ NOx: YES
S50x: NO
CYCLE: 2
ZONE:  COASTAL







FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION C: P;ACILITY PLOT PLAN

(TO BE DEVELOPED)

Section € Page 1
Facility [.D.#: - 153992
Revision #: DRAF
Date:  February 19, 2009
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Section D Page: 1

Facility 1.D.: 153992

Revision #: DRAFT

. - Date:  February 19, 2009

\

FACILITY PERMIT TO OPERATE
. CANYON POWER PLANT

~ SECTION D: FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shatl comply with the terms and conditions set forth below: '

"

Equipment . D Connected RECLAIM - Emissions * “Conditions
‘ . ‘ No. To Source Type/ * And Requirements
Monitoring Unit :

RULE 219 EXEMPT EQUIPMENT, | E30 ' VOC: (9)[RULE 1113,11-8- | K67.5
COATING EQUIPMENT, PORTABLE, ‘ 1996;RULE 1113,743-2007, RULE
ARCHITECTURAL COATINGS 1171,11-7-2003;RULE 1171,2 4 —
2008§
. . .
-RULE 219 EXEMPT EQUIPMENT, E32
EXEMPT HAND WIPING OPERATIONS
-
\ :
*  (D(1AM1B)Denotes RECLAIM emission factor ’ (2)(2ZA)2B) Denotes RECLAIM emission rate
3) Denotes RECLAIM concentration limit 4) BPenotes BACT cmission limit
{5)(5A)5B)Denotes command and control emission limit (6) Denotes air toxic control rule [imit .
N ‘Denotes NSR applicability limit (8){(8AX8B)Denotes 40 CFR limit(e.g. NSPS, NESHAPS etc.)

() See App B for Emission Limits (10) See Section J for NESHAP/MACT requircments

**  Refer to Section F and G.of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.



FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION D: DEVICE ID INDEX

The following sub-section provides an index
- to the devices that make up the facility
description sorted by device ID.

Section I Page: 2
Facility [.D>.: 153992

© Revision #: DRAFT
Date: February 19, 2009



Section' D Page: 3
Facility I.D 153992
Revision #: DRAFT
Date:  February 19, 2009

FACILITY PERMIT TO OPERATE S
CANYON POWER PLANT

SECTION D: DEVICE ID INDEX

Device Index For Section D

Dévice ID - Section D Page No. Process System
E30 - : 1 3 0
E32 : 1 : 3 0



Section D Page: 4

Facitity 1.D.: 153992
Revision #: DRATFT
Date: Februsry 19, 2009

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION D: FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

FACILITY CONDITIONS

9.1

Fl4.1

F24.1

Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregating more than three minutes
in any one hour which is:

_ (@)  As dark or darker in shade as that designated No.l on the Ringelmann Chart, as published by the United

States Bureau of Mines; or

(by Of such opacity as to obscure an observer's view to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

" The operator shall not use diesel fuel containing sulfur compounds in excess of 15 ppm by weight as supplied by

the supplier.

i

Material safety data sheets for the diesel fuel shall be kept current and made available to District personnel
UPON TEGUEsL,

[RULE 431.2, 5-4-1990; RULE 43!.2, 9-15-2000]

Accidental release prevention requirements of Section 112{(r)(7):

a).  The operator shall comply with the accidental release prevention requirements pursuant to 40 CFR Part 68
and shall submit to the Executive Officer, as a part of an annual compliznce certification, a statement that certifies
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
management plan (RMP).

b).  The operator shall submit any additional relevant information requested by the Executive Officer or

designated agency.

. [40CFR 68 - Accidental Release Prevention, 5-24-1996]

DEVICE CONDITIONS

K. Record Keeping/Reporting



Section D Page: 5

Facility [.D.: 153992
. - Revision #: DRAFT
; . Date: February 19, 2009

FACILITY PERMIT TO OPERATE
. CANYON POWER PLANT

SECTION D: FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS *
The operator shall comply with the terms and conditions set forth below:

K67.5 The 'operator shall keep records, in a manner approved by the District, for the following parameter(s) or item(s):

For architectural applications where no thinners, reducers, or other VOC containing materials are added,
maintain semi-annual records for all coating consisting of (a) coating type, (b) VOC content as supplied in
grams per liter {g/1) of materials for low-solids coatings, (c) VOC content as supplied in g/l of coating, less
_water and exempt solvent, for other coatings. '

For architectural applications where thinners, reducers, or other VOC containing materials are added,
maintain daily records for each coating consisting of (a) coating type, (b) VOC content as applied in grams
per Titer (g/1} of materials used for low-solids coatings, () VOC content as applied in g/l of coating, less
water and exempt solvent, for other coatings.

[RULE 3004(a)(4)-Periodic Monitoring, 12;12.-1997]

[Devices subject to this condition : E30]






Section B Page 1
Facility 1.D.#: 153992 -
Revision #: DRAFT
Date: February 19,2009 -

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION E! ADMINISTRATIVE CONDITIONS

The opefating conditions in this section shall apply to all permitted equipment
at this facility unless superseded by condition(s) listed elsewhere in this permit.

!

L.. The permit shall remain effective unless this permit is suspended, revoked,
modified, reissued, denied, or it is expired for nonpayment of permit
processing or annual operating fees. [201, 203, 209, 301]

a. The permit must be renewed annually by paying annual operating fees, and
the permit shall expire if annual operating fees are not paid pursuant to
requirements of Rule 301(d). [301(d)]

b. The Permit to Construct listed in Section H shall expire one year from the
Permit to Construct issuance date, unless a Permit to Construct extension
has been granted by the Executive Officer or unless the equipment has been
constructed and the operator has notified the Executive Officer prior to
the operation of the equipment, in which case the Permit o Construct
serves as a temporary Permit to Operate. [202, 205]

C. The Title V permit shall expire as specified under Section K of the Title
V permit. The permit expiration date of the Title V facility permit does
not supercede the requirements of Rule 205. [205, 3004]

2. - The operator shall maintain all equipment in such a manner that ensures
proper operation of the equipment. [204]

3. This permit does not authorize the emissions of air contaminants in excess
of those allowed by Division 26 of the Health and Safety Code of the State
of California or the Rules and Regulations of the AQMD. This permit cannot
be considered as permission to violate existing laws, ordinances,
regulations or statutes of other governmental agencies. [204]

4, The operator shall not use equipment identified in this facility permit as
being connected to air pollution control equipment unless they are so vented
to the identified air pollution control equipment which is in full use and
which has been included in this permit. [204]

5. * The operator shall not use any equipment having air pollution control
device(s) incorporated within the equipment unless the air pollution control
device is in full operation.[204]

6. The operator shall maintain records to demonstrate compliance with rules or
permit conditions that limit equipment operating parameters, or the type or
quantity of material processed. These records shall be made available to
AQMD personnel upon request and be maintained for at least: [204]



Section B

Page 2

Facility 1D #: 153992

Revision #: -

DRAET

Date: February 19, 2009

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

. SECTION E: ADMINISTRATIVE CONDITIONS

a. - Three years for a facility not subject to Title V; or
b. Five years for a facility subject to Title V..

The operator shall maintain and operate all equipment to ensure compliance

with all emission limits as specified in this facility permit. Compliance

. with emission limits shall be determined according to the following
specifications, unless otherwise, specitied by AQMD rules or permit

conditions: [204] ‘

a. For internal combustion engines and gas turbines, measured concentrations
shall be corrected to 15 percent stack-gas oxygen content on a dry basis
and be averaged over a period of 15 consecutive minutes; {1110.2, 1134,
204]
. For other combustion devices, measured concentrations shall be corrected
" to 3 percent stack-gas oxygen content on a dry basis and be averaged over
a period -of 15 consecutive minutes; [1146, 1146.1, 204]

C. For a large NOx source, compliance with a RECLAIM concentration Iimit
shall be measured over a continuous 60 minutes for that source; [2012]

d. For non-combustion sources, compliance with -emission limits shall be
determined and averaged over a period of 60 minutes. [204]

e. For the purpose of determining compliance with Rule 407, carbon monoxide

(CO) shall be measured on a dry basis and be averaged over 15 consecutive -

minutes, and sulfur compound which would exist as liquid or gas at
standard conditions shall be calculated as sulfur dioxide (802) and be
averaged over 15 consecutive minutes; [407]

f, For the purpose of determining comphance with Rule 409, combustion
contaminant emission measurements shall be corrected to 12 percent carbon
dioxide (CO2) at standard conditions and averaged over 15 consecutive
minutes. [409]

g. For the purpose of determining compliance with Rule 475, combustion
contaminant emission measurements shall be corrected to 3 percent of
oxygen (02) at standard conditions and averaged over 15 consecutive
minutes or any other averaging time specified by the Executwe Officer.
(4751

~ All equipment operating under the RECLAIM program shall comply concurrently
with all provisions ot AQMD Rules and Regulation, except those listed in

Table 1 of Rule 2001 for NOx RECLAIM sources and Table 2 of Rule 2001 for
SOx RECLAIM sources. Those provisions listed in Tables 1 or 2 shall not
~apply to NOx or SOx emissions after the date the facility has demonstrated
compliance with all monitoring and reporting requirements of Rules 2011 or
2012, as applicable. Provisions of the listed AQMD rules in Tables 1 or 2

which have initial implementation dates in 1994 shall not apply to a RECLAIM
NOx or SOx source, respectwely [2001]
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Section B Page 3
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Revision #: DRAFT
Date: February 19, 2609

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION E: ADMINISTRATIVE CONDITIONS

The operatof shall, when a source test is required by AQMD, provide a source

test protocol to AQMD no later than 60 days before the proposed test date.
The test shall not commence until the protocol is approved by AQMD. The test
protocol shall contain the following information: [204, 304]

a.
b.

C.
d.

-Brief description of the equipment tested. -

Brief process description, including maximum and normal operating
temperatures, pressures, through-put, etc. -
Operating conditions under which the test will be performed.

- Method of measuring operating parameters, such as fuel rate and process |

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e,g.-elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream). :
Brief descriptton of sampling and analytical methods used to measure each
pollutant, temperature, {low rates, and moisture.

Description of calibration and quality assurance procedures

Détermination that the testing laboratory qualifies as an "independent

testing laboratory” under Rule 304 (no conflict of interest).

The operator shall submit a report no later than 60 days after conducting a

“source test, unless otherwise required by AQMD Rules or equipment-specific

conditions. The report shall contain the following information: [204]

RO ow

The results of the source test.

Brief description of the equipment tested. !

Operating conditions under which the test will be performed.

Method of measuring operating parameters, such as fuel rate and process
weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (¢,g. elbows, tees, fans,
dampers) from the sampling locations (upstream and’ downstream)
Field and-laboratory data forms, strip charts and analyses.
Calculations for volumetric flow rates, emission rates, control
efficiency, and overall control effl(nency

The operator shall, when a source test is required, provide and maintain

facilities for sampling and testing. These facilities shall comply with the

requirements of AQMD Source Test Method 1.1 and 1.2. [217]

Il
1

¥
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Revision #: DRAFT
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FACILITY PERMIT TO.OPERATE
‘CANYON POWER PLANT

SECTION E: ADMINISTRATIVE CONDITIONS

Whenever required to submit a written report, notification or other

submittal to the Executive Officer, AQMD, or the District, the operator

shall mail or deliver the material to: Deputy Executive Officer,

Engineering and Compliance, AQMD, 218635 E. Copley Drive, Diamond Bar, CA
01765-4182. [204] : ' | .
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION F: RECLAIM MONITORING AND SOURCE TESTING REQUIREMENTS

The Facility shall comply with all applicable monitoring and source testing requirements in
Regulation XX, These requirements may include but are not limited to the following:

1. NOx Monitoring Conditions
A. The Operator of a NOx Major Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major NOx source to continuously measure the concentration of NOx
emissions and all other applicable variables specitied in Rule 2012, Table
2012-1 and Rule 2012, Appendix A, Table 2-A to determine the NOx emissions -
rate from each source. The time- sharing of CEMS among NOx sources may be
allowed by the Executive Officer in accordance with the requ1rements for

© time sharing specified in Appendix A. [2012]

2. Install, maintain, and operate a totalizing fuel meter approved by the
Executive Officer for each major source. {2012]

3. If the facility 1s operating existing CEMS and fuel meters, continue 1o
follow recording and reporting procedures required by AQMD Rules and
- Regulations in etfect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2012. [2012]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2012, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2012]

a compliance with the annual Allocation;
b. . excess emissions;
c. . the amount of penalties; and
d fees.
5. Follow missing data procedures as specified in Rule 2012 Appendix A

whenever vahd data 15 not available or collected to determine mass
emissions for all purposes, mcludmg, but not limited to, determining:

[2012]

a. comphance with the annual Allocation;
b. £XCess emissions;

C. the amount of penalties; and

d. fees.
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FACILITY PERMIT TOrl OPERATE -
CANYON POWER PLANT

SECTION F: RECLAIM MONITORING AND SOURCE TESTING REQUIREMENTS

B. The Operatdf"of a NOx Large Source, as defined in Rule 2012, shall, as applicable:

Not Applicable

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall, as applicable:

1.

Install, maintain, and operate a totalizing fuel meter or any device
approved by the Executive Officer to measure quarterly fuel iisage or other
applicable variables specified in Rule 2012, Table 2012-1, and Rule 2012,
Appendix A, Table 4-A. The sharing of totallzmg fuel meters may be
allowed by the Executive Officer if the fuel meter serves Process units
which have the same emission factor or emission rate. The sharing of
totalizing meter shall not be allowed for process units which are requlred
to comply with an annual heat input Iumt [2012]

II. NOx Source Testing and Tune-up Conditions

1.

The operator shall conduct all required NOx source testing in compliance
with an - AQMD-approved source test protocol. [2012]

The operator shall, as applicable, conduct source tests for every large
NOx source no later than June 30, 1997 and every 3 years thereatter. The
source test shall include the determination of NOx concentration and a
relative accuracy audit of the exhaust stack flow determination (e.g.
in-stack flow monitor or fuel flow monitor based F-factor calculation).

~ Such source test results shall be submitted per the schedule described by

APEP. In lieu of submitting the first source test report, the facility
permit holder may submit the results of a source test not more than 3

“years old which meets the requirements when conducted, [2012]

All NOx large sources and NOx process units shall be tuned-up in .
accordance with the schedule specified in Rule 2012, Appendix A, Chapter
5, Table 5-B. [2012]

%
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SECTION G: RECORDKEEPING AND REPORTING REQUIREMENTS FOR

RECLAIM SOURCES

The Facility shall comply with all applicable reporting and recordkeeping requirements in
Regulation XX. These requirements may include but are not limited to the following:

1. Recordkeeping Requirements for all RECLAIM Sources

1.

The operator shall maintain all monitoring data required to be measured
or reported pursuant to Rule 2011 and Rule 2012, whichever is
applicable. All records shall be made available to AQMD staff upon
request and be maintained for at least:

a. Three years after each APEP report is submitted to AQMD for a
: facility not subject to Title V, unless a different time period is
: required in Rule 2011 or Rule 2012 [2011 & 2012]; or

b. * Five years after each APEP report is submitted to AQMD for a
facility subject to Title V. [3004(a)(4)(E)]

C. Notwithstanding the above, all data gathered or computed for
intervals of less than 15 minutes shall only be malntamed a minimum
of 48 hours. [2011 & 2012]

The operator shall store on site and make available to the Executive
Officer upon request: records used to determine emissions, maintenance
records, sources test reports, relative accuracy test audit reports,
relative accuracy audit reports and fuel meter calibration records.

- [2011 & 2012]

II. Repoyting Requirements for all RECLAIM Sources

1.

The operator ‘shall submit a quarterly certification of emissions
inchuding the facility's total NOx or SOx emissions, whichever is
applicable, for the quarter within 30 days after the end of the first
three quarters and 60 days after the end of the fourth quarter of a-
compliance year. [2011 & 2012]

NOx Reporting Requirements

A. The Operator of a N Ox Major Source, as defined in Rule 2012, shall, as applicable:

L.

No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later, '
mstall, maintain, and operate a reporting device o electromcally

report everyday to the AQMD central station for each major NOx source,
the total daily mass emissions of NOX and daily status codes. Such data



Section G Page 2
Facility 1.D.#: 153992
Revision #: DRAFT
Date:  Pebruary 19, 2009

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION G: RECORDKEEPING AND REPORTING REQUIREMENTS FOR
RECLAIM SOURCES

shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be

granted 24 hours extension to submit the report. [2012]

2. (faICUlate NOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2012 if the Facility Permit holder fails
to meet the deadllne for submitting the daily report. [2012]

3. Subnnt an electronic report within 15 days following the'end of each
month totaling NOX emissions from all major NOx sources during the
month. [2012]

4. For those facilities with existing CEMS and fuel meters zlls of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2012]

B. The Operator of a NOx Large Source, as defined in Rule 2012, shall:
Not Applicable |

C. Tl_fe Operator of a NOx Process Unit, as defined in Rule 2012, shall:

1. Electronically report the calculated quarterly NOx emissions for each

NOx process unit. The Operator shall comply with this requirement within
12 months of the date of entry to the RECLLAIM Program. [2012]



FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

Section H Page: 1
Facility LD.: 153992
Revision #: DRAFT
Date: - February 19, 2009

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall .Comply with the terms and conditions set forth below:

Equipment

Connected
To

RECLAIM
Source Type/
Monitoring Unit

Emissions *
And Requirements

Conditions

GAS TURBINE, NO. 1, NATURAL GAS,
GENERAL ELECTRIC, MODEL
1L.M&00GPC SPRINT, SIMPLE CYCLE,
479 MMBTU/HR AT 46 DEG F, WITH
INLET CHILLING, WITH WATER
INJECTION WITH

A/N:

Dl

C3

NOX: MAJOR
SOURCE**

CO: 2000 PPMV NATURAL
GAS (5) [RULE 407,4-2-1982] ;
CO: 4 PPMV NATURAL GAS
{4) [RULE I703(a)2) ~PSD—
BACT, 107988

NOX: 11.65 LBS/MMSCF

NATURAL GAS (1A) [RULE
2012,5-6-2005] ; NOX: 2.5
PPMV NATURAL GAS (4)

- [RULE 1703(a)(2) —PSDBACT.10~

74988

RULE 2005,5-6-2005} ; NOX:
25 PPMV NATURAL GAS (8)
[40CFR 60 Subpart KKKK,7-6-
2006] ; NOX: 98.16
LBS/MMSCE NATURAL GAS
{1} [RULE 2012,5-6-2005]

PM10: 0.01 GRAINS/SCF
NATURAL GAS (5A) [RULE
475,10-8-1976;RULE 475.8-74978)
; PM10: 11 LBS/HR
NATURAL GAS (58) [RULE
475,10-8-1974

RULE 475 8-74978] - PM10:
0.1 GRAINS/SCF NATURAL
GAS (5) fRULE 409,8-7-1981] ;
S02: {9) [40CFR 72 - Acid Rain
Provisions,11-24-1997]

A63.1, A63.2,
A99.1, A99.2,
AB9.3, A99 .4,
A99.5, A195.1,
A195.2, A195.3,
A327.1, Bol.1,
DI12.1,

D29.1, D29.2,
D29.3, D82.1,
D§2.2, B193.1,
H23.1, 1296.1,
K40.1, K67.1

* (D(EAYIB)Denotes RECLAIM emission factor
(3) Denotes RECLAIM concentration limit
(5)(5A)(5B) Denotes command and control emission limit
N Denotes NSR applicability timit
(9) See App B for Emission Limits

** Refer to Scction F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.

@
(6

' (2){2A](2]3)Denotcs RECLATM emission rate

Denotes BACT emission limit
_ Denotes air toxic control rule limit

(BX8A)BB) Denotes 40 CER limit(e.g. NSPS, NESHAPS, etc.)
See Section J for NESHAP/MACT requirements

(10
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operatér shall comply with the terms and conditions set forth below:

Equipment

- Connected

To

RECLAIM _ Emissions * Conditions
Source Type/ And Requirements ,
Monitoring Unit : ’ :

S0X: 0.06 LBS/MMBTU
.NATURAL GAS (8) [40CFR 60
Subpart KKKK,7-6-2006] ; YOC:
2 PPMV NATURAL GAS (4)
{RULE 1303{a}{(1}-BACT, 5-10-

FT; DIAMETER: k1 FT 8 IN
A/N:

1996
RULE 1303(a)(1)-BACT,126—
2002]

- GENERATOR, 50.95 MW
CO OXIDA’I‘ION CATALYST, NO. 1, C3 D1 C4
BASE, 110 CUBIC FEET OF TOTAL
CATALYST VOLUME
ASN: .
SELECTIVE CATALYTIC REDUCTION, C4 C3 586 NH3: 5 PPMY NATURAL A1954,D12.2,
NO. 1, CORMETECH CMHT-21, 1012 : GAS {4) [RULE 1303(a)(1)- D12.3, D124,
CU.FT.; WIDTH: 2 FT 6 IN; HEIGHT: BACT,5-10-1996;RULE E179.1, E179.2,
25 FT 9 IN; LENGTH: 18 FT WITH 1303(a){1) BACT, 12-6-2002) E193.1
A/N:

AMMONIA INJECTION
STACK, TURRBINE NQ. 1, HEIGHT 86 S6 C4

C(3) Denotes RECLAIM concentration limit
(5H5A)(5B) Denotes command and control emission limit
{7} Denotes NSR applicability [imit
% . See App B for Emission Limits

(1}(1A)(1BJ.Denmcs RECLAIM emission factor

(2)(2A){2B) Denotes RECLAIM emission rate

4) Denotes BACT emission limit

{6) 'Dcnotes air toxic control rule limit -

(8)(8A)(8B) Denotes 40 CFR limit{c.g. NSPS, NESHAPS, etc,)
(10) See Section J for NESHAP/MACT requirements

#* Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

Equipment 1D Connected RECLAIM Emissions * Conditions
: No. " To Source Type/ And Reguirements :

Monitoring Unit
GAS TURBINE, NO. 2, NATURAL GAS, | D7 Co NOX: MAJOR © CO: 2000 PPMV NATURAL A63.1, A63.2,
GENERAL ELECTRIC, MODEL SOURCE** GAS (5) [RULE 407,4-2-1982] ; A99.1, A99.2,
LMS000PC SPRINT; SIMPLE CYCLE, CO: 4 PPMV NATURAL GAS | A99.3, A99.4,

479 MMBTU/HR AT 46 DEG F, WITH

INLET CHILLING, WITH WATER
INJECTION WITH
AN

(4) {RULE 1763(a)(2) —PSD—
BACT,10-7-1988]

WNOX: 11.65 LBS/MMSCF
NATURAL GAS {1A) [RULE
2012,5-6-2005] ; NOX: 2.5
PPMV NATURAL GAS (4)
[RULE 1703(a}(2) —PSD-BACT.10—
74988

RULE 2005,5-6-2003] ; NOX:
25 PPMY NATURAL GAS (8)
[40CFR 60 Subpart KKKK,7-6-
2006] ; NOX: 98.16
LBS/MMSCF NATURAL GAS
(1) [RULE 2012,5-6-2003]

PM10: 0.01 GRAINS/SCF
NATURAL GAS (5A} [RULE
475,10-8-1976;RULE 475 874975]
: PM10: 11 LBS/HR
NATURAL GAS (5B} [RULE
475,10-8-1976

RULE 475,8-7-1978] ; PM10:
0.1 GRAINS/SCF NATURAL
GAS (5) [RULE 409,8-7-1981] ;
S0O2: (9) {40CFR 72 - Acid Rain
Provisions, 11-24-1997]

AS9.5, A105.1,
Al95.2, Ai95.3,
A327.1, Bol g,
D121,

D29.1, D29.2,

© D29.3,D82.1,

D82.2, E193.1,
H23.1, 12961,
K40.1, K67.1

*

(1)(1A)(1B)Denotes RECLAIM emission factor

[6)] Denotes RECLAIM concentration limit
(5){(5A)5B)Denotes command and control emission limit
6 Denotes NSR applicability limit

©) Sce App B for Emission Limits

(2)(2A)}2B) Denntes RECLAIM emission rate
4) Denotes BACT emission limit

{6) Denotes air toxie control rule limit

(8)(8A)(BB) Denotes 40 CER limit(e.g. NSPS, NESHAPS, etc.}
[0 See Section J for NESHAP/MACT requirements

** Refer 10 Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device,
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The operator shall comply with the terms and conditions set forth below:

Equipment ‘ 1D Connected
No. To

RECLAIM | Emissions * ' Conditions
Source Type/ ~ And Requirements '
Monitoring Unit :

SOX: 0.06 LBS/MMBTU
NATURAL GAS (8) [40CFR 60
Subpart KKKK,7-6-2006] ; VOC:
2 PPMV NATURAL GAS (4)
[RULE 1303(a}{1}-BACT,5-10-

A/N:
AMMONIA INJIECTION

1996
RULE 1303(a)1}-BACT.I2 6~
2002]
GENERATOR, 50.95 MW
CO OXIDATION CATALYST, NO. 2, C9 ’ D7 Cl10
BASFE, 110 CURIC FEET OF TOTAL
CATALYST VOLUME
AN _
SELECTIVE CATALYTIC RBDUC’I'EON, Ci0 9 512 NH3: 5 PPMV NATURAL ' ‘ Al95.4, D12.2,
NO_ 2, CORMETECH CMHT-21, 1012 . GAS (4) [RULE 1303(a)}(1)- D12.3, D12.4,
CU.FT.; WIDTH: 2 FT 6 IN; HEIGHT: BACT,5-10-1996;RULE El79.1, E179.2,
25 FT 9 IN; LENGTH: 18 FT WITH ' 1303(a)(1)-BACT,12-6-2002) _ E193.1 '

STACK, TURBINE NO. 2, HEIGHT: 86 512 c10
FT; DIAMETER: 11 FF & IN
AIN:

*  (I¥1AX1B)Denotes RECLAIM emission factor

()] Denotes RECLAIM concentration limit
(5)(5A)(5B)Denutcs command and control emission [imit
{7} Denotes NSR applicability limit

(&) See App B for Emission Limits

{2)2A)2B) Denotes RECLAIM emission rate

4) Denotes BACT emission limit

) Denates air toxic control rule limit
(8){8A)8B)Denotes 40 CFR limit(e.g. NSPS, NESHAPS etc.)
{1m See Section I for NESHAP/MACT requirements

#*  Refer to Section F and G of this perniit to determing the monitoring, recordkeeping and reperting requirements for this device.
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'SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

- Equipment

Connected

To

RECLAIM
Source Type/
Monitoring Unit

Emissions *
And Requirements

Copditiohs

GAS TURBINE, NO. 3, NATURAL GAS,

GENERAL BELECTRIC, MODEL

LMa0MMPC SPRINT, SIMPLE CYCLE,
479 MMBTU/HR AT 46 DEG F, WITH

INLET CHILLING, WITH WATER
INJECTIGN WITH
AN

D13

C15

‘NOX: MAJOR
SOURCE**

CO: 2000 PPMV NATURAL
GAS (5) [RULE 407,4-2-1982] ;
CO: 4 PPMV NATURAL GAS
(4) RULE 1703(a){2) —PSD—
BACT,10-7-1958]

NOX: 11.65 LBS/MMSCF
NATURAL GAS (1A) [RULE
2012,5-6-2005] ; NOX: 2.5
PPMV NATURAL GAS (4)
[RULE 1703(a)(2} —PSD-BACT,10~
74988

RULE 2005,5-6-2005] ; NOX:
25 PPMV NATURAL GAS (8)
[40CFR 60 Subpart KKKK,7-6-
2006] ; NOX: 98.16
LES/MMSCF NATURAL GAS
(1) [RULE 2012,5-6-2005}

PM10: 0.01 GRAINS/SCE
NATURAL GAS {5A) [RULE
475,10-8-1976; RULE 475 §-7-1978)|
: PM10: 11 LBS/HR
NATURAL GAS f5B) [RULE
475,10-8-1976

RULE 475 87-4978] ; PM10:
0.1 GRAINS/SCE NATURAL
GAS (5) [RULE 409,3-7-1981] ;
SO2: (9) [40CFR 72 - Acid Rain
Provisions,11-24-1997]

A63.1, A63.2,
A9G.1, AS9.2,
A99.3, A99.4,
A99.5, AI95.1,
Al195.2, A195.3,
A327.1, B6l.1,
D121,

029.1, D29:2,
D29.3, D821,
D82.2, B193.1,
H23.1, 1296.1,
K40.1. K67.1

*

(1)(1A)(1B) Denntes RECLAIM emission factor

(3) Denotes RECLAIM concentration limit
(5)(5A)(SB) Denotes command and control emission limit
(7). Denotes NSR applicability limit

9y See Ap'p B for Emission Limits

(2)(2A)(2B) Denotes RECLAIM emission rate

{4) Denotes BACT emission limit

{6) Denotes air toxic control rule limit
{(8)Y(BA)BB)Denotes 40 CER limit(e.g. NSPS, NESHAPS etc.)
(10) See Section } for NESHAP/MACT reﬁuirements

**  Refer to Section F and .G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.
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The operator shall comply with the terms and conditions set forth below:

FT; DIAMETER: 11 FT 8 IN
AN

Equipment 1D Connected RECLAIM Emissions * Conditions
No., To. Source Type/ And Requirements
! Monitoring Unit
50X: 0.06 LBS/MMBTU
NATURAL GAS (8) [40CFR 60
Subpart KKKK,7-6-2006] ; VOC:
2 PPMV NATURAL GAS (4)
[RULE 1303(a)(1)-BACT, 5-10-
1996
- RULE 1303(a)(1)-BACT 126 —
2002)
GENERATOR, 50.95 MW
CO OXIDATION CATALYST, NO. 3, C1s D13 Cl6
BASF, 110 CUBIC FEET OF TOTAL
CATALYST VOLUME
AN ‘
SELECTIVE CATALYTIC REDUCTION, | Cl6 C15 818 NH3: 5 PPMV NATURAL Al95.4, D122,
NO. 3, CORMETECH CMHT-21, 1012 GAS (4) [RULE 1303 (2}{(1)- D12.3, D12.4,
CU.ET.; WIDTH: 2 FT 6 [N; HEIGHT: . BACT,5-10-1996;R/LE E179.1, EL79.2,
25 FT 9 IN; LENGTH: 18 FT WITH 1303¢a) (1} BACT, 126-2002] E193.1
AN ‘ ’
AMMONIA INJECTION
STACK, TURBINE NO. 3, HEIGHT: 86 S18 C16

o (D(1A)(1B) Den[)ies RECLAIM emission factor .

3 - Denotes RECLAIM concentration limit
(5H3AX5 BjDenotes command and control emission limit
(7 Denotes NSR applicability limit

9 Sec App B for Emission Limits

(2){2A)(2B)Denotes RECLAIM emission rate
(4} - Denotes BACT emission limit
(6} Denotes air toxic contrel mile limit

(8)(8A)(8B) Denotes 40 CFR limit(e.g. NSPS, NESHAPS, etc.)
(10) See Section J for NESHAP/MACT requirements

#*  Refer to Section F and G of this permit to determine the mositoring, recordkecping and reporting requirements for this device.
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The operator shall comply with the terms and conditions set forth below:

INLET CHILLING, WITH WATER
INJECTION WITH )
A/N:

BACT, 10-7-4988]

.

NOX: 11.65 LBS/MMSCF
NATURAL GAS (1A) [RULE
2012,5-6-2005] ; NOX: 2.5
PPMV NATURAL GAS (4}
[ROULE 1703(2)(2) —PSD£AC.T,10¥
74988

RULE 2005,5-6-2005} ; NOX:
25 PPMV NATURAL GAS (8)
[40CTFR 60 Subpart KKKK,7-6-
2006] ; NOX: 98.16
LBS/MMSCFE NATURAL GAS
(1) [RULE 2012,5-6-2105) -

PM10: 0.01 GRAINS/SCF
NATURAL GAS (5A) [RULE
475,10-8-1976;RULE 475 8-7-4978)
- PM10: 11 LBS/HR
NATURAL GAS {5B) [RULE
475,10-8-1976

RIULE 475, 8-7-4978] ; PM10:
0.1 GRAINS/SCF NATURAL
GAS (5) [RULE 409,8-7:19811 ;
S0O2:  (9) [40CFR 72 - Acid Rain
Provisions, 11-24-1997)

Equipment ID Connected RECLAIM Emissions * Conditions
No. To ‘Source Type/ And Requirements )
Monitoring Unit
GAS TURBINE, NO. 4, NATURAL GAS, | DI9 c21 NOX: MAJOR €O: 2000 PPMV NATURAL A63.1, A63 2,
GENERAL ELECTRIC, MODEL SOURCE** -GAS (5} [RULE 407,4-2-1982] A99.1, A99.2,
LM6C00PC SPRINT, SIMPLE CYCLE, CO: 4 PPMV NATURAL GAS | - A99.3, AY9.4,
479 MMBTU/HR AT 46 DEG F, WITH (4) [RULE 1703(a)(2) ~PSD— AD9.5, A195.1,

Al95.2, A195.3,
A327.1, B6l.1,
Di1z2.1,

D29.17 D29.2,
D29.3, D821,

- D82.2,E193.1,

H23.1, 1296.1,
K40.1, K67.1 .

*  (D{1A)(1B)Denotes RECLAIM emission factor

(3) Denotes RECL.AIM concentration limit
(5)(5A)(5B)Denotes command and control emission limit
) Denotes NSR applicability Hmit

[€)) See App B for Emission Limits

{2)(2A)(2B) Denotes RECLAIM emission rate

4 Denotes BACT emission limit E

(6) Denotes air toxic control rute limit .
(8)(8A)(8B)Denotes 40 CFR limit(e.g. NSPS, NESHAPS etc.)
1m See Section J for NESHAP/MACT requirements

*#  Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected
No. To

RECLAIM Emissions * Conditions
Source Type/ And Requirements
Monitoring Unit

S0X: 0.06 LBS/MMBTU
NATURAL GAS (8) [40CFR 60
Subpart KKKK,7-6-2006] ; YOC:
2 PPMV NATURAL GAS (4)
[RULE 1383(a){1)-BACT,5-10-

1996
RULE 1303(a)(D)-BACT, 126~
2002
GENERATOR, 50.95 MW
CO OXIDATION CATALYST, NO. 4, cz21 D19 C22
BASF, 110 CUBIC FEET OF TOTAL
CATALYST VOLUME
A/N:
SELECTIVE CATALYTIC REDUCTION, €22 C21 524 NH3: 5 PEMV NATURAL Alg5.d, I312.2,
NO. 4, CORMETECH CMHT-21, 1012 GAS (4) [RULE 1303({2)(1)- D12.3, D124,
CU.FT.; WIDTH: 2 FT 6 IN; HEIGHT: BACT,5-10-1996;RULE Ei79.1, E179.2,
25 FT 9 IN; LENGTH: 18 FT WITH 1303 N -BACT, 126-2002] £193.1
A/N: }
AMMONIA INJECTION
STACK, TURBINE NO. 4, HEIGHT: 86 * S24 Cc22
FT; DIAMETER: 11 FT 8 IN
AN

* (1AM 1BYDenotes RECLAIM emission factor
(3) " Denotes RECLAIM concentration limit
(5)(5A)5B)Denotes command and control emission limit
(N Denotes NSR applicability limit
% - See App B for Emission Limits

{2)2A)(2B)Denotes RECLAIM cmission rate

) Denates BACT emission limit

(&) Denotes air toxic control rule [imit
{8){(8A)(8B)Denates 40 CFR limit(e.g. NSPS, NESHAPS etc.)
(10) - See Section J for NESHAP/MACT requirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device,
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FACILITY PERMIT TO OPERATE - -
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment

1D
No.

-Connected
To

RECLAIM . | Emissions * Conditions
Source Type/ And Requirements ‘
Monitoring Unit | ~ ?

INTERNAL COMBUSTION ENGINE,
EMERGENCY POWER, DIESEL FUEL,
CATERPILLAR, MODEL C-27, WITH"
AFTERCOOLER, TURBOCHARGER,
1141 BHP WITH
AN

D23

FILTER, DIESEL PARTICULATES,
CLEANAIR SYSTEMS PERMIT,
MODEL FDDA225, WITH HIBACK
DATA LOGGING AND ALARM
SYSTEM

NOX: PROCESS CO: 2.6 GRAM/BHP-HR ‘Cl.1,D12.5,
UNIT** DIESEL (4) [RULE 1703(a)(2) — "E193.1, B193.2,
- PSD BACT, 1074988] ; NOX: E193.3, 1296,2,
225.48 LBS/1000 GAL K67.2, K67.3
DIESEL (1) [RULE 2012,5-6- :
0085]  °

NOX + ROG: 4.5
GRAM/BHP-HR DIESEL (4)
[RULE 1303(a)(1)-BACT,5-1¢0-
1996;RULE 1303(a){H-BACT.12-6—
2002:RULE 1703(a)(2) —-PSD ="

© BACT, 1072988 RULE 2005,5-6~
2005] '

PM10: 0.15 GRAM/BHP-HR
DIESEL (4) [RULE 1303{a){1)-
BACT,5-10-1996; RULE
1303(a)()-BACT,12 62002}
SOX: (.005 GRAM/BHP-HR
DIESEL (4) [RULE 1303(a)(1}-
BACT,5-10-1996 .

RULE 1303(a)(1) -BACT, 126~
120021 . )

*  {(D)(1A)1B)Denotes RECLAIM emission factor

-(3)

(3$)(5A)(5B)Denotes command and c\nntrol emission limit

(7}
(9

Denotes RECLAIM concentration limit

Denotes NSR applicability limit
See App B for Emission Limits

.

(2)(2AX2B) Denotes RECLAIM emission rate

“4) Denotes BACT emission limit

6) Denotes air toxic control rule limit
(B}(B8A)(8B)Denotes 40 CFR. limit(e.g. NSPS, NESHAPS, etc.)
(10 See Section J for NESHAP/MACT requirements

#* Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for. this device.
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CANYON POWER PLANT
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth belohw:

Equipment ID | Connectéd RECLAIM Emissions * Conditions
No, To Sonrce Type/ And Regquirements
‘ Monitoring Unit

GENERATOR, 750 KW

STORAGE TANK, FIXED ROOF, 19
PERCENT AQUEOUS AMMONIA,
10000 GALS: DIAMETER: 7 FT;
LENGTH: 42 FT

AfN:

D28

C157.1, E144.1,
E193.1, K67.4

OIL WATER SEPARATOR,
UNDERGROUND, EMULSIFIED OIL

3 FT 6 IN; LENGTH: 7 FT 9 IN
AN ’

AND WATER, 550 GALS; DIAMETER:

D29

E193.1

*  (1¥1AX1B)Denotes RECLAIM emission factor

(3) Denotes RECLAIM concentration Hmit
(5)(5A)(5B) Denotes command and controf emission limit
N ‘Denotes NSR applicability limit

(9} , See App B for Emission Limits

{2)(2A)(2B) Denotes RECLAIM emission rate

[

“(4) Denotes BACT emission limit
(6) Denoies air toxic control rule 1imit
(8)(8A)(8B)Denotes 40 CFR limit(e.g. NSPS, NESHAPS. etc.)
- (10) See Scction F for NESHAP/MACT requirements

**  Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.
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SECTiON H: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility
description sorted by device ID.
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

FACILITY CONDITIONS

8.1 Lxcept for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregating more than three minutes
in any one hour which is: .

(a)  As dark or darker in shade as that designated No.l on the Ringelmann Charf, as published by the United
States Bureau of Mines; or

(b)  Of such opacity as to obscure an observer's view to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

~

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not use diesel fuel containing sulfur compounds in excess of 15 ppm by weight as supplied by
the supplier.

Material safety data sheets for the diesel fuel shall be kept current and made available to District personnel
upon request. : : ' :

[RULE 431.2, 5-4-1990; RULE 431.2, 9-15-2000]

F24.1 Accidental release prevention requirements of Section 112(r)(7):

a).  The operator shall comply with the accidental release prevention requirements pursuant to 40 CEFR Part 68
and shall submit to the Executive Officer, as a part of an annual compliance certification, a statement that certifies
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
management plan (RMP).

b).  The operator shall submit any additional relevant information requested by the Executive Officer or
designated agency.

[40CFR 68 - Accidental Release Prevention, 5-24-1996]

DEVICE CONDITIONS

o

A. Emission Limits
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

A63:1 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONS LIMIT

VOC Less than or equal to 129 LBS IN ANY CALENDAR MONTH
PM10 | Less than or equal to 299 LBS IN ANY CALENDAR MONTH
SOX Less than or equal to 34 LBS IN ANY CALENDAR MONTH

For the purposes of this condition, the above emission limits shall be based on the emissions from a single
turbine. '

The turbine shall not commence with normal operation until the commissioning process has been completed. '
Normal operation commences when the turbine is able to supply electrical energy fo the power grid as
required under contract with the relevant entities. The District shall be notified in writing once the

comumissioning process for each turbine is completed.

Normal operation may commence in the same calendar month as the completion of the commissioning process
provided the turbine is in compliance with the above emission limits.

The operator shall calculate the monthly emissions for VOC, PM10, and SOx using the equation below.
Monthly Emissions, Ib/month = (Monthly fuel usage in mmsct/month) * (Emission factors listed below)

For commissioning, the emission factors shall be as follows: VOC, 3.76 Ib/mmcf; PM10, 6.03 Ib/mmcf; and
S0x, 0.68 Ib/mmef,

For normal operation, the emission factors shall be as follows: VOC, 2.39 Ib/mmcf; PM10, 6.03 Ib/mmcf;
and SOx, 0.68 Ih/mmcf.

For a month during which both commissioning and normal operation take place, the monthly emissions shall
be the total of the commissioning enussions and the normal operation emissions.

- The operator shall maintain records in a manner approved by the District to demonstrate compliance with this
condition and the records shall be made available to District personnel upon request. ~

[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(h)(2)-Offset, 12-6-2002]

[Devices subject to this condition : D1, D7, D13, D19]
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

.

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operétor shall comply with the terms and conditions set forth below:

A63.2 The operator shall limit emissions from this equipment as follows:

i

CONTAMINANT EMISSIONS LIMIT
vOoC _ Less than or equal to 859 LBS IN ANY ONE YEAR
FM10 Less than or egual to 1996 LBS IN ANY ONE YEAR -

SOX Less than or equal to 272 LBS IN ANY ONE YEAR

-

For the purposes of this condition, the above Timits shall be based on the emissions from a Isingle turbine.
The operator shall calculate the monthly emissions for VOC, PM10, and SOx using the equation below.
Monthly Emissions, Ib/month = (Monthly fuel usage in mmscf/month} * (Emission factors indicated below)

For commissioning, the emission factors shall be as follows: VOC, 2.31 Ib/mmcf; PM10, '10:91 Th/mmef;
and SOx, 2.33 Ib/mmcf.

TFor normal operation, the emission factors shall be as follows: VQC, 2.59 1Ib/mmef; PM10, 6.03 1b/mmcf;
and S0x, 0.68 Ib/mmct. ) ' ‘

For a month during which both commissioning and normal operation take place, the monthly emissions shall
be the total of the commissioning emissions and the nermal operation emissions.

For the purposes of this condition, the anmial emission limit shall be defined as a period of twelve (12)
consecutive months determined on a rolling basis with a new 12 month period beginning on the first day of
each calendar month.

[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002]

[Detvices subject to this condition : D1, D7, D13, D19]
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and condittons set forth below:
A99.1 The 2.5 PPM NOX emission limit(s) shall not apply during turbine commissioning, start-up, and shutdown

periods. Commissioning shall not exceed 156 hours total. Each start-up shall not exceed 35 minutes. Each
shutdown shall not exceed 10 minutes: The turbines shall be limited to a maximum of 240 start-ups per year.

NOx emissions for an hour that includes 2 full start-up sequence of 35 minutes, followed immediately by a
turbine trip, & five mimite purge period during which no fuel is burned, and the first 20 minutes of a restart
sequence shall not exceed 14.27 lbs, and the hour which includes a shutdown 4.07 1bs.

The operator shall maintain records in a manner approved by the District to demonstrate compliance with this
condition and the records shall be made available 1o District personnel upon request.

For the purposes of this condition, start-up shall be defined as the start-up process to bring the turbine to full
successful operation.

[RULE 1703(a)(2) - PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005]
[Devices subject to this condition : ‘DI, D7, D13, D19]
A99.2 The 4.0 PPM CO emission limit(s) shall not apply during turbine commissioning, start-up, and shutdown periods.

Commissioning shall not exceed 156 hours total. Each start-up shall not exceed 35 minutes. Each shutdown shall
not exceed 10 minutes. The turbine shall be limited to a maximum of 240 start-ups per year.

CO emissions for an. hour that includes a full start-up sequence of 33 minutes, followed immediately by a
turbine trip, a five minute purge period during which no fuel is burned, and the first 20 minutes of a restart
sequence shall not exceed 6.3 Ibs, and for the hour which includes a shutdown 4.15 Ibs.

The operator shall maintain records in a manner approved by the District to demonstrate compliance with this
condition and the records shall be made available to District personnel upon request.

For the purposes of this condition, start-up shall be defined as the start-up process to bring the turbine to full -
successful operation.

[RULE 1703(2)(2) - PSD-BACT, 10-7-1988]

[Devices subject to this condition : DI, D7, D13, D19}
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

. SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE ‘

The operator shall comply with the terms and conditions set forth below:

A%99.3 The 2.0 PPM ROG emission limit(s) shall not apply during turbine commissioning, start-up, and shutdown

periods. Commissioning shall not exceed 156 hours total. Each start-up shall not exceed 35 minutes. Each

- shutdown shall not exceed 10 minutes. The turbine shall be limited to a maximum of 240 start-ups per year.

A99.4

A99.5

Al193.1

ROG emissions for an hour that includes a full start-up sequence of 35 minutes, followed immediately by a
turbine trip, a five minute purge period during which no fuel is burned, and the first 20 minutes of a restart
sequence shall not exceed 1.29 1bs, and for the hour which includes a shutdown 1.27 Tbs.

The operator shall maintain records in a mannet approved by the District to demonstrate compliance with this
condition and the records shall be made available to District personnel upon request.

For the purposes of this condition, start-up shall be defined as the start-up process o brmg the turbine to full
successful operation. ~

[RULE 1303(a)(1)-BACT, 5-10-1996;. RULE 1303(a)(1)-BACT, 12-6-2002]
[Devices subject to this condition : D1, D7, D13, D19}

The 98.16 LBS/MMCF NOX emission limit(s) shall only apply during turbine commissioning during the interim
reporting period to report RECLAIM emissions. The interim reporting peried shalt not exceed 12 months from

entry into RECLAIM.

[RULE 2012, 5-6-2005)

[Devices subject to this conditiqn : D1, b7, D13, D19]

The 11.65 LBS/MMCF NOX emission limit(s) shall only apply after turbine commissioning during the interim =~
reporting period to report RECLAIM emissions. The interim reporting period shall not exceed 12 months from
entry into RECLAIM.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D1, D7, D13, D19]

The 2.5 PPMV NOX emission Limit(s) is averaged over 60 minutes at 15 percent 02, dry.
[RULE 1703(a)(2) PSD-BACT, 10-7- 1988; RULE 2003, 5-6-2005]

[Devices subject to this condition ; D1, D7, D13, D19|
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below: .
A195.2 The 4.0 PPMV CO emis'sionﬂlimit(s) is averaged over 60 minutes at 15 percent 02, dry.
[ﬁULE 1703(a)(2) - PSD~BACT, 10-7-1988]

[Devices subject to this condition : D1, D7, D13, D1'9]

A195.3 The 2.0 PPMV ROG emission limit(s) is averaged over 60 mimtes at 15 perceﬁt 032, dry.
[RULE 1303(a)(1)-BACT, 5—1.0—1996; RULE 1303(a)(1)-BACT, 12-6-2002]
[Devices subject to this condition : D1, D7, D13, D19]
A195.4 The S PPMV NH3 emission hmlt(s) is averaged over 60-minutes at 15% 02 dry basis. The operator shall
calculate and continuocusly record the NH3 slip concentration using the following equation.
NH3 (ppmv}) = {a-b*c/1E+06]* IE+06/b; where
a = NH3 injection rate (Ibs/hr)/17(Ib/Ib-mol)
b= ‘dry exhaust gas flow rate (scf/hr)/385.3 scf/lb-mol
¢ = change in measured NOx across the SCR (ppmvd at 15% 02)

The operator shall install and maintain a NOx analyzer to measore the SCR inlet NOx ppmv accurate to plus
or minus 5 percent calibrated at least once every twelve months.

The NOx analyzef shall be installed and operated within 90 days of initial start-up.

The operator shall use the above debunbed method or another alternative method approved by the Executive
Officer.

The ammeonia slip calculation procedures described above shall not be used for compliance determination or
emission information without corroborative data using an approved reference method for the determination of
ammonida.

[RULE 1303(a)(1)-BACT, 5-18-1996; RULE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition : C4, C10, C16, C22]
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FACILITY PERMIT TO OPERA'TE'
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
" The operator shall comply with the terms and conditions set forth below:

A327.1 For the purpose of determining compliance with District Rule 475, combustion contaminant emissions may exceed
the concentration limit or the mass emission limit listed, but not both limits at the same time, '

[RULE 475, 10-8-1976; RULE 475, 8-7-1978]

[Devices subject to this condition : D1, D7, D13, D19}

B. Material/Fuel Type Limits

B61.1  The operator shall not use natural gas containing the following specified compounds:

Compound | Range ‘ .grain per 100 scf
H2S - \ greater than i 6.25

1

This concentration limit is an annual average based on monthly samples of natural gas composition or gas
supplier doecumentation. Gaseous fuel samples shall be tested using District Method 307-91 for total sulfur
calculated as H2S.

[RULE 1303(b) (;)-Oﬂ'éet, 5-10-1996; RULL 1303(b)(2)-Offset, 12-6-2002|

[Devices subject to this condition : D1, D7, D13, D19]

f C. Throughput or Operating Parameter Limits
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

Cl.1  The operator shall Timit the operating time to no more than 200 hour(s) in any one yéar. .

The 200 hours in any one year shall include no more than 50 hours for maintenance and performance t.esting.
The duration of each test shall not .e-xceed 38 minutes in any one hour.
[RULE i110.2, 2-1-2008; RULE 1303(b)(2)-Offset, 5-10-1996; RULE l303(b)(2)-0t‘fset, 12-6-2002;. RULE
1401, 3-7-2008; RULE 1470, 6-1-2007; RULE 2012, 5-6-2005; CA PRC CEQA, 11-23-1970]
[Devices subject to tl’fliS condition : D25] N
C157.1 The operator shall install and maintain a pressure relief valve set at 25 psig.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002)

[Devices subject to tﬁis condition : D28).

D. Monitoring/Testing Requirements

D12.1 The operator shall install and maintain a(n} flow meter to accurately indicate the fuel usage being supplied to the
turbine.
The operator shall also install and maintain a device to continuously record the parameter being measured:
[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 2012, 5-6-2005)

[Devices subject to this condition_: D1, D7, D13, DI9]
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‘ FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply w1th the terms and conditions set forth below:
D122 The operator shall instatl and maintain a(n) flow meter to accurately indicate the flow rate of the total houriy-

throughput of injected ammonia.

The operator shall also install and maintain a device to continuously record the parameter being measured.

The measuring device or gauge shall be accurate to within plus or minus 5 percent. It shall be calibrated once
every 12 months.

The calibration records shall'be kept on site and made available to District personnel upon request.

The ammonia injection system shall be placed in full operation as soon as the minimum temperature at the
outlet to the SCR reactor is reached. The minimum temperature is 540 deg F.

The ammonia injection tate shall remain between 6.83 gal/hr and 16 gal/hr.
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT; 12-6-2002]
[Devices subject to this condition ; C4,AC10, Cle, C22} . e

D12.3 The operator shall install and maintain a(n) temperature gauge to accurately indicate the temperature of the
exhaust at the inlet to the SCR reactor.
4

~

The operator shall also install and maintain a device to continuousty record the parameter being measured.

The measuring device or gange shall be accurate to within plas or minus 5 percent. [t shail be calibrated once
every 12 months. -

The catalyst temperature range shall remain between 665 deg FF and 870 deg F.

The catalyst inlet temperature shall not exceed 870 deg F ..

The temperature range requirement of this condition shall not apply during start-up conditions of the wrbine
_not to exceed 35 minutes per start-up. For this condition; start-up shall be defined as the start-up process to

bring the turbine to full successful operation.

[RULE 1303(2)(1}-BACT, 5-14-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1703(a)(2) - PSD-BACT,
10-7-1988; RULE 2005, 5-6-2005]

[Devices subject to this condition ; C4, C10, C16, C22]
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The.ope‘*rator shall comply with the terms and conditions set forth below:

D12.4 The operator shall install and maintain a(n) pressure gange to accurate}y indicate the differential pressure across’
the SCR catalyst bed in inches of water column.

The operator shall also install and maintain a device to continuously record the parameter being measured.

The measuring device or gauge shall be accurate to within plus or minus 5 percent. It shali be calibrated once
every 12 months.

The pressure drop across the catalyst shall not exceed 6 inches water column.

[RULE 1303()(1)-BACT, 5-10-1996; RULE 1303(:)(1)-BACT, 12-6-2002; RULE 1703(2)(2) - PSD-BACT,
10-7-1988; RULE 2005, 5-6 20051 : -

C s

[Devices subject to this condition : C4, C10, C16, C22]
D12.5 The operator shall install and maintain afn) non- resettable elapsed time meter to accurately mdlcate the elapqed
' operating time of the engine.

[RULE 1116.2, 2-1-2008; RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE
1401, 3-7-2008; RULE 1470, 6-1-2007; RULE 2012, 5-6-2005]

[Devices subject to this condition : D25]
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FACILITY PERMIT TO OPERATE
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[

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
| ~ The operator shall comply with the terms and conditions set forth below:

D29.1 The operator.shall conduct source test(s) for the pollutant(s) identified below.

Pollutant(s) to be tested | Required Test Averaging Time Test Location
- Method(s)
NOX emissions District method 100.1 1 hour ‘ Outlet of the'SCR
‘ ‘ serving this equipment
CO emissions District method 100.1 1 hour Outlet of the SCR
_ : serving this equipment
SOX emissions AQMD Laboratory Not Applicable - Fuel sample
Method 307-91 .
VOC emissions . District Methed 23.3 1 hour Outlet of the SCR
, o ' serving this equipment
PM10 emissions District Method 5 4 hours Qutlet of the SCR
: o ' serving this equipment
NH3 emissions District method 207.1 1 hour : Outlet of the SCR
‘ and 5.3 or EPA method : serving this equipment’
17 '
e ‘

The test shall be conducted after AQMD approval of the source tesf pfotoco], but no lzdter. than 180 days after
initial start-up. The AQMD shall be notified of the date and time of the test at least 10 days prior to the test.

The test shall be conducted in accordance with AQMD approved test protocol. The protocot shall be
- submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approved by

the AQMD before the test commences. The test protocol shall include the proposed operating conditions of

the turbine during the tests, the identity of the testing lab, a statement frprﬁ the testing lab certifyingithat it

meets the criteria of Rule 304, and a description of all sampling and analytical procedures.

The test shall be conducted to determine the oxygen levels in the exhaust. Tn.addition, the tests shall measure

the fuel flow rate (CFH), the flue gas flow rate, and the turbine generating output in MW,

The test shall be conducted when this equipmént is operating at loads of 100, 75, and 50 percent, with the
exception of PM10 testing. For PM10, the test shall be conducted when this equipment is operating at a load
of 100 percent. . o

For natural gas fired turbines only, VOC compliance-shall be demonstrated as follows: a) Stack gas samples
are extracted into Summa canisters maintaining a final canister pressure between 400-500 mm Hg absolute, b)
Pressurization of canisters are done with zero gas analyzed/certifed to contain -less than 0.05 ppmv total
tiydrocarben as carbon, and ¢) Analysis of canisters are per EPA Method TO-12 (with preconcentration) and
temperature of canisters when extracting samples for analysis is not below 70 deg F.
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

The use of this alternative method for VOC compliance determination does not mean that it is more accurate
~ than AQMD Method 25.3, nor does it mean that it may be used in lieu of AQMD Methed 25.3 without prior
approval except for the determination of compliance with the VOC BACT level of 2.0 ppmv calculated as
carbon for natural gas fired turbmes -

. Because the VOC BACT level was set using data derived from various source test results, this alternate VOC
compliance method proves a fair comparison and represents the best sampling and analysis technique for this

purpose at this time. The test results shall be reported with two significant digits.

For the purpose of this conditioni, alternative test method may be allowed for each of the above pollutants
upon concurrence of AQMD EPA and CARB.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(3)(1) BACT, 12-6- 2002 RULE 1303(bh)(2)-Offset, 5-10- '
1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 1703(a)(2) - PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005)

[Devices subject to this condition : D1, D7, D13, D19]
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

D29.2 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutani(s) to be tested | Required Test Averaging Time Test Location
) Method(s) . .
.- NH3 emissions District method 207.1 i hour OQutlet of the SCR
and 3.3 or EPA method serving this equipment
17 ' ' - '

The test(s) shall be conducted at least quarterly during the first twelve months of .operation and at least
annually thereafter. The AQMD shall be notified of the date and time of the test at least 10 days prior to the
test. - ) '

If the turbine is not in operation during one guarter, then no testing is required during that quarter.

The NOx concentration, as determined by the CEMS, shall be simultaneously recorded during the ammonia
slip test. If the CEMS is inoperable, a test shall be conducted to determine the NOx emissions using District
Method 100.1 measured over a 60 minute averaging time period.

The test shall be conducted and the results submitted to the District within 45 days after the test date.

The test shall be conducted to demonstrate compliance with the Rule 1303 concentration limit.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition : D1, D7, D13, D19}
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FACILITY PERMIT TO OPERATE
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

D29.3 The operator shall conduct source test(s) for the pollutant(s) identified below.

" Pollutant(s) to be tested | Required Test Averaging Time: .| Test Location
Method(s) _ :
SOX emissions AQMD Laboratory Not Applicable Fuel sample
Method 307-91 .
VOC emissions District Method 25.3 | .1 hour | Outlet of the SCR
) ‘ ‘ - serving this equipment
PM10 emissions District Method 3 4 hours Outlet of the SCR
serving this equipment

The test shall be conducted at least once every three years. The AQMD shall be notified of the date and time
of the test at least 10 days prior to the test. ‘

The test shall be conducted to determine the oxygen levels in the exhaust. In addition, the tests shall measure -
-the fuel flow rate (CFH)}, the flue gas flow rate, and the turbine generating output in MW,

The test shall be conducted in accordance with AQMD approved .test protocol. The protocol shall be
submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approved by
the AQMD before the test commences. The test protcol shall include the proposed operating conditions of the
turbine during the tests, the identity of the testing lab, a statement from the testing lab certifying that it meets
the criteria of Rule 304, and a description of all sampling and analytical procedures. '

The test shall be conducted when this equipment is operating at loads of 100, 73, and 50 percent, with the
exceptiofs of PM10 testing. For PM10, the test shall be conducted when this equipment is operating at a load
of 100 percent.

For natural gas fired turbines only, VOC compliance shall be demonstrated as follows: a) Stack gas samples
are extracted into Summa canisters maintaining a final canister pressure between 400-300 mm Hg absotute, b) -
Pressurization of canisters are done with zero gas analyzed/certified to contain less than 0.05 ppmv total
hydrocarbon as carbon, and ¢} Analysis of canisters are per EPA Method TO-12 (with preconcentration) and
temperature of canisters when extracting samples for analysis is not below 70 deg F.

The use of this aiternative method for VOC compliance determination does not mean that it is more accurate
than AQMD Method 25.3, nor does it mean that it may be used in lieu of AQMD Method 25.3 without prior
approval except for the determination of compliance with the VOC BACT level of 2.0 ppmv calculated as
carbon for natural gas fired turbines. ‘

Because the VOC BACT level was set using data derived from various source test results, this alternate VOC
compliance method provides a fair comparison and tepresents the best sampling and analysis technique for
this purposes at this time. The test results shall be reported with two significant digits.
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~ SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY,PERMIT TO OPERATE
The operator shall comply with thé terms and conditions set forth below:

" For the purposes of this condition, alternative test method may be allowed for each of the above pollutants
upon concurrence of AQMD, EPA, and CARB.

The test shall be conducted for compliance verification of the BACT VOC 2.0 ppmv limit.

[RULE 1303(a)(1)-BACT, 5—10—1996;' RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-Offset, 5-10-
1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 1703{a)(2) - PSD-BACT, 10-7-1988]

[Devices subject to this condition : D1, D7, D13, D19}
D82.1 The operator shall install and maintain a CEMS to measure the following parameters:

CO concentration in ppmv
Concentrations shall be corrected to 15 percent oxygen on a dry basis.

The CEMS shall be instatled and operating no later than 90 days after initial startap of the turbine, in
accordance with an approved AQMD Rule 218 CEMS plan application. The operator shall not install the
CEMS priot to receiving initial approval from AQMD. Witnin two weeks of the turbine start-up, the operator
shall provide written notification to the Dmmct of the exact date of start-up.

The CEMS shall be installed and operated to measure CO concentrations over a 15 minute averagmg time
period.

{

[RULE 1703(a}(2) - PSD-BACT, 10-7-1988; RUL_E 218, 8-7-1981; RULE 218, 5-14-1999]

[Devices subject to this condition : D1, D7, D13, D19
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

D82.2 The operator shall install and maintain la'CEMS to measure the following parameters:

NOX concentration in ppmv

Concentrations shall be corrected to 15 percent oxygen on a dry basis.

The CEMS shall be installed and operating no later than 90 days after initial stari—up of the turbine and shall
comply with the requirements of Rule 2012. During the interim period between the initial start-up and the
provisional certification date of the CEMS, the operator shall comply with the monitoring requnirements of -
Rule 2012(h)(2} and 2012(h}(3). Within two weeks of the turbine start-up date, the operator shall provide

written notification to the District of the exact date of start-up.

The CEMS shall be installed and operating (for BACT purposes only) no later than 90 days after initial
start-up of the turbine. }

[RULE 1703(a)(2) - PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005; RULE 2012, 5-6-2005]

[Devices subject to this condition : D1, D7, DI3., 1519]

E. Equipment Operation/Construction Requirements

E144.1 The operator shall vent this equipment, du'ring flling, only to the vessel from which it is being filled.
[RULE, 1303{a){(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]
[Devices subject to this condition : D28]
E179.1 For the purpose of the following condition number(s), continucusly record shall be defined as recordihg at least
once every hour and shall be calculated upoen the average of the continuous monitoring for that hour.
Condition Number D 12- 2
Condition Number D 121 3

[RULE 1303(3)(1)-BACT 3-10-1996; RULE 1303(a)(1) BACT, 12-6-2002; RULE 1703(&)(2) PSD BACT,
10-7-1988; RULE 2005, 5-6-2005]

[Devices subject to this condition : C4, C10, C16, C22]
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below: '
E179.2 For the purpose of the following condition number(sj, continuously record shall be defined as measuring at least
once every month and shall be calculated based upon the average of the continous monitoring for that month.
Condition Number D 12- 4

[RULE 1303(2)(1)-BACT, 5-10-1996; RULE 1303(2)(1)-BACT, 12-6-2002; RULE 1703(a)(2) - PSD-BACT,
10-7-1988; RULE 2005, 5-6-2005]

[Devices subject to this condition : C4, C10; C16, C22]

L193.1 The operator shall upon completion of construction, operate and maintain this equipment according to the
following specifications: '

In accordance with all air gquality mitigation measures stipulated in the final California Energy Commission
decision for the 07-AFC-9 project.

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition : D1, C4, D7, C10, D13, Cl6, D19, C22, D25, D28, D29]

E193.2 The operator shall operate and maintain this equipment according to the following requirements:

The operation of this engine beyond the 30 hours per year allotted for maintenance and performance testing
shall be ailowed only in the event of a loss of grid power or up to 30 minutes prior to a rotating outage,
provided that the utility distribution company has ordered rotating outages in the control area where the
engine is located or has indicated that it expects to issue such an order at-a certain time, and the engine is
located in a utility service block that is subject to the rotating outage.

Engine operation shall be terminated immediately after the utility distribution company advises that a rotating
outage is no longer imminent or in effect.

The engine shall be operated for the primary purpose of providing a back up source of power to start a
turbine. , : .

[RULE -1110.2, 2-1-2008; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT; 12-6-2002; RULE
1303(b){2}-Offset, 5-10-1996; RULE 1303(b}(2)-Offset, 12-6-2002; RULE 1401, 3-7-2008; RULE 1470, 6-1-
.2007; RULE 2012, 5-6-2005]

[Devices subject to this condition : D25}
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:
E193.3 The operator shall operate and maintain this equipment according to the following specifications:

The operator shall operate the diesel particulate filter system only with an operational HIBACK data logging
and alarm system with backpressure and temperature monitors.

The HiBACK data logging and alarm system shall be programmed to provide a red wami-ng signal and an
‘audible alarm, whenever the engine backpressure reaches the maximum allowable backpressure of 40 inches
of water. The engine backpressure shall not exceed 40 inches of water in operation.

The engine shall be operated at the load level required to achieve an engine exhaust gas temperature of 572
deg F (300 deg C) for passive regeneration of the diesel particulate filter for at least 30% of the operating
time.

The engine shall not be operated below the passive regeneration temperature of 572 deg F for more than 240
consecutive minutes,

The operator shall regenerate the diesel particulate filter after every 12 cold starts or whenever a yellow
warning signal indicating the backpressure is 10% below the allowable backpressure of 40 inches of water is
received from the HiIBACK alarm system, whichever occurs first. Filter regeneration is complete when the
backpressure monitoring system indicates a normal backpressure reading.

The engine shall be shut down and the diesel particulate filter shall be cleaned whenever the backpressure
reaches the maximum backpressure limit of 40 inches water. Cleaning shall be performed according to thf:

_manufacturer's recommendations in the installation and maintenance manual.

After every 200 hours of normal engine operation, the operator shall inspect the integrity of the diesel
particulate filter and, if necessary, replace it.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULLE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition : D23]

. H. Applicable Rules
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall compﬁy with the terms and conditions set forth below:

H23.1 This equipment is subject to the applicable requirements of the following rules or regulations:

Contaminant . ‘ Rule ' ‘ Rule/Subpart
NOX ) 40CFR60, SUBPART ‘ KKKK
40CFR60, SUBPART KKKK .

SOX

[40CFR 60 Subpart KKKK, 7-6-2006]

[Devices subject to this condition : DI, D’/':, D13, D19]

I. Administrative

1296.1 This equipment shall not be operated unless the operator demonstrates to the Executive Officer that the facility
holds sufficient RTCs to offset the prorated annual emissions increase for the first compliance year of operation. In
addition, this equipment shall not be operated unless the operator demonstrates to the Executive Officer that, at the
commencement of each compliance year after the first compliance year of operation, the facility holds sufficient
RTCs in an amount equal to the annual emissions increase.. '

To comply with this condition, the operator shall prior to the 1st compliance year hold a minimum NOx
RTCs of 9746 Ibs/yr. This condition shalt apply during the 1st 12 months of operation, commencing with the

initial operation of the gas turbine. ,
. \

To comply with this condition, the operator shall, prior to the beginning of all years subsequent to the Ist

compliance year, hold a minimum of 6960 tbs/yr of NOx RTCs for the operation of the gas turbine.

In accordance with Rule 2005(f), unused RTCs may be sold only during the reconciliation period for the
fourth quarter of the applicable compliance year inclusive of the [st compliance year.

The condition shall apply to each turbine individually.
[RULE 2005, 5-6-2005)

[Devices subject to this condition : DI, D7, D13, D19]
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SECTION H; PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:

1296.2 This equipment shall not be operated unless the operator demonstrates to the Executive Officer that the facility
holds sufficient RTCs to offset the prorated annual emissions increase for the first compliance year of operation. In
addition, this equipment shall not be operated unless the operator demonstrates.to the Executive Officer that, at the
commencement of each compliance year after the first compliance year of operation, the facility holds sufficient-
RTCs in an amount equal to the annual emissions increase.

2

To comply with this condition, the operator shall prior to the 1st compliance year hold a minimum NOx
RTCs of 2412 1bsfyr. This condition shall apply during the 1st 12 months of operation, commencing with the
initial operation of the black start engine.

To comply with this condition, the operator shall, prior to the beginning of all years subsequent to the 1st
compliance year, hold a minimum of 2412 Ibs/yr of NOx RTCs for operation of the black start engine.

In accordance with Rule 2005(f),| unused RTCs may be sold only during the reconciliation period for the
fourth aquarter of the applicable compliance year inclusive of the 1st compliance year.

b

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D23]

K. Record Keeping/Reporting
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

K40.1

K67.1

“ The operator shall provide to the District a source test report in accordance with the following specifications:

‘Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

s

Emission data shall be expressed in terms of concentration (ppmyv) corrected to 15 percent oxygen (dry basis),
mass rate (Ib/hr), and Ib/MMCF. In addition, solid PM emissions, if required to be tested, shall also be
reported in terms of grains/DSCF.

All exhaust flow rate shall be expressed in terms of dry standard cubic feet per minute (DSCFM) and dry
acrual cubic feetper minute (DACEFM).

‘All moisture concentration shall be expressed in terms of percent corrected to 15 perf:ent 0Xygen.
Source test results shall also include the oxygen levels in the exhaust, fuel flow rate (CFH), the heating
content of the fuel, the flue gas temperature and the generator power output (MW) under which the test was

conducted.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-Offset, 5-10-
1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 1703(a)(2) - PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005]

[Devices subject to this condition : D1, D7, D13, D19)
The operator shall keep records, in a2 manner approved by the Distriet, for the following parameter(s) or item(s):. -

Nz;niral gas fuel use during the commissioning period.
Natural gas fuel use after the commissioning peried and prior to CEMS certification.
Natural gas fuel use after CEMS certification,

[RULE 2005, 5—6—2005]

[Devices subject to this condition : D1, D7, D13, D19]
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

K67.2 The operator shall keep records, in a manner approved-by the Diétrict, for the following par_aineter(s) or item(s):
An engine operating log shall be maintained which on a monthly basis shall list all engine operations in each -
of the following areas:
A. Emergency use hours of operation,
B. Maintenance and testingr hours, and
C. Other operating hours, with a description of the reason for operation. «
In addition, each time the engine is started mannally, the log shall include the date of operation and the timer
readings in hours at the beginning and end of operation. The tog shall be kept for a minimum of five calendar -
years prior to the current year and made available to District personnel upon request. The total hours of _
operation for the previous calendar year shall be recorded some time during the first 15 days of January each
year. .

[RULE 1110.2, 2-1-2008]

[Devices subject to this condition : D25]
K67.3  The operator shall keep records, in a-manner approved by the District, for the following parameter(s) or item(s):

The operator shall maintain records of diesel particulate filter inspections, replacements, and cleaning.

The operator shall maintain monthly records of the exhaust temperature, engine backpressure, and date and
ttme for-the duty cycle as downloaded from the HiBACK data logging and alarm system.

All records shall be maintained on file for a minimum of five years and made available to District personnel
upon request. . : :

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition : D23] "
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.,SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
The operator shall comply with the terms and conditions set forth below:
. K67.4 The operator shall keep records, in a manner approved by the District, for the following parameter(s) or item(s):

The operator shalll document an inspection each time the tank is ﬁlled to ensure the vapor recovery equipment
is u)nmstently and properly used.

o~

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition : 28]
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION I: PLANS AND SCHEDULES

This section lists all plans approved by- AQMD for the purposes of meeting the requirements
of applicable AQMD rules.

NONE

NOTE: This section does not list compliance 'séhedules pursuant to the requirements of
Regulation XXX - Title V Permits; Rule 3004(a)(10)(C). For equipment subject to a
variance, order for abatement, or alternative operating condition granted pursuant to

Rule 518.2, equipment specific conditions are added to the equipment in Section D or H
of the permit.
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SECTION J: AIR TOXICS

NOT APPLICABLE

Section J Page: 1
Faciity [.D.: 153992
Revision #: ‘DRAFT
Date:  Bebruary 19, 2009







' ’ . Section K
‘ - Facility L.D.:
Revision #:

_ Date:  February 19, 2008

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION K: TITLE V Administration -

GENERAL PROVISIONS -

1. This permit may be revised, revoked, reopened and reissued, or terminated for
cause, or for failure to comply with regulatory requirements, permit terms, or
conditions. [3004(a}(7)(C)]

2. This pemiit does not convey any property rights of any sort or any exclusive
privilege. [3004(a}(7)(E)]

Permit Renewal and Expiration
3. (A) Except for solid waste incineration facilities subject to standards under
+ Section 129(e) of the Clean Air Act, this permit shall expire five years
from the date that this Title V permit is issued. The operator's right to
operate under this permit terminates at midnight on this date, unless the
facility is protected by an application shield in accordance with Rule
3002(b), due to the filing of a timely and complete application for a Title
V permit renewal, consistent with Rule 3003, [3004(a)(2), 3004(D)]

(B) A Title V permit for a solid waste incineration facility combusting
: municipal waste subject to standards under Section 129(e) of the Clean
Air Act shall expire 12 years from the date of issuance unless such
permit has been renewed pursuant to this regulation. These permits shail
be reviewed by the Executive Officer at least every five years from the
date of issuance. [3004()(2)]
4, To renew this perm1t the operator shall submit to the Executive Officer an
application for renewal at least 180 days, but not more than 545 days, prlor to
the expiration date of this permit. [3003(a)(6)] '

Duty to Provnde Information .

5. The applicant for, or holder of, a Title V permlt shall furnish, pursuant to Rule.
3002(d) and (e), timely information and records t the Executive Officer or
designee within a reasonable time as specified in writing by the Executive Officer
or designee. [3004(a)(7)(F)

Payment of Fees

6. - The operator shall pay all required fees specified in Regulation III - Fees.
[3004¢a)(7)(G)] : :

Reopening for Cause

7. The Executive Officer will reopen and revise this permit if any of the following
circumstances occur:

(A) Additional regulatory requirements become applicable with a remaining
permit term of three or more years. Reopening is not required if the
effective date of the requirement is later than the expiration date of this
permit, unless the permit or any of its terms and conditions has been
extended pursuant to paragraph (£){4) of Rule 3004.
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SECTION K: TITLE V Administration
] ’ ~ !
(B)  The Executive Officer or EPA Administrator determines that this permit
contains a material mistake or that inaccurate statements were made in

establishing the emissions standards or other terms or conditions of this
permit.

(O) The Executive Ofﬁcer'or EPA Administrator determines that the permit -
must be revised or revoked to assure comphance with the applicable
reqmrements [3005(g)(1)]

COMPLIANCE PROVISIONS

8.

10.

The operator shall comply with all regulatory requifemehts, and all permit terms
and conditions, except:

(A)  'Asprovided for by the emergency provisions of condition no. 17 or
condition no. 18, or

- (B) As prov1ded by an alternative operating condition granted pursuant to a

federally approved (SIP-approved) Rule 518.2.

Any non—compliance with any federally enforceable permit condition constitutes
a violation of the Federal Clean Air Act and is grounds for enforcement action;
for permit termination, revocation and reissuance, or revision; or denial of a
permit renewal application. Non-compliance may also be grounds for civil or
criminal penalties under the California State Health and Safety Code.

[3004(a)(7)(A)]

The operator shall allow the Executive Officer or-authorized representative,
upon presentation of appropriate credentials to:

(A} Enter the operator's premises where emission-related activities are
conducted, or records are kept under the conditions of this permit;

(B) Have access to and copy, at reasonable times, any records that must be
kept under the conditions of the permit;

©) Irtspect at reasonable times, any facilities, equipment (including
monitoring and air poliution control equlpment) practices, or operations
regulated or required under the permit; and

T (D) Sample or monitor at reasonable times, substances or parameters for the

purpose of assuring compliance with- the facility permit or regulatory
requ1rements {3004(a)(10)(B)]

All terms and conditions in this permit, including any provisions designed to
limit a facility's potential to emit, are enforceable by the EPA Administrator
and citizens under the federal Clean Air Act, unless the term or condition is
designated as not federally enforceable. Each day during any portion of which
a violation occurs is a separate offense. [3004(g)]
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FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

SECTION K: TITLE V Administration

A challenge to any permit condition or requirement raised by EPA, the
operator, or any other person, shall not invalidate or otherwise affect the.
remaining portions of this permit. [3007(b)]

The filing of any application for a permlt revision, revocation, or termmatlon
or a notification of planned changes or anticipated non- comphance does not stay
any permit condition. [3004(a)(7)}(D)]

It shall not be a defense for a person in an enforcement action, including those
listed in Rule 3002(c)(2); that it would have been necessary to halt or reduce
the permitted activity in order to maintain compliance with the conditions of
this permit, except as provided for in "Emergency Provisions” of this section.

[3004(a)(7)(H)I

The operator shall not build, erect, install, or use any equipment, the use of
which, without resulting in a reduction in the total release of air contaminants to

-atmosphere, reduces or conceals an emission which would otherwise constitute

a violation of Chapter 3 (commencing with Section 41700) of Part 4, of
Division 26 of the California Health and Safety Code or of AQMD rules. This

" rule shall not apply to cases in which the only violation involved is of Section

41700 of the California Health and Safety Code, or Rule 402 of AQMD Rules.
[408] -

Nothing in this permit or in any permiit shield can alter or affect:

(A) Under Section 303 of the federal Clean A1r Act the pr0v1510ns for

emergency orders;

" (B) The liability of the operator for any violation of applicable requirements-

prior to or at the time of permit issuance;

(C) The apphcable requirements of the Acid Rain Program, Regulatlon
- XXXI; _

(D) The ability of EPA to obfairi information from the operator pursuant to
Section 114 of the federal Clean Air Act;

- (E} | The apphcabﬂlty of state or local reqmrements that are not apphcable

requirements”, as defined in Rule 3000, at the time of permit issuance -
but which do apply to the facility, such as toxics requirements unique
to the State; and

(F)  The applicability of regulatory requirements with-compliance dates after
the permit issuance date. [3004(c)(3)]

For any portable equipment that requires an AQMD or state permit or
registration excluding a) portable engines, 'b) military tactical support
equipment and ¢) AQMD-permitted portable equipment that are not a major

- source, are not located at the facility for more than 12 consecutive months after
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SECTION K TITLE V Administration

commencing operation, and whose operation does not conflict with the terms or
conditions of this Title V permit: 1} the facility operator shall keep a copy of
the AQMD or state permit or registration; 2) the equipment operator shall
comply with the conditions on the permit or registration and all other regulatory
reqmrements and 3) the facility operator shall treat the pernnt Or registration as
a part of its Title V permit, subject to recordkeeping, reporting and certification
requirements. [3004¢a)(1)]
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EMERGENCY PROVISIONS

17.

18.

An emergency! constitutes an affirmative defense to an action brought for non-
compliance with a technology-based emission limit only if:

(A) Properly signed, contemporaneous operating records or other credible
evidence demonstrate that:

(1) An emergency occurred and the operator can identify the
cause(s) of the emergency;

(2)  The facility was operated properly (i.e. operated and maintained
in accordance with the manufacturer's specifications, and in
compliance with all regulatory requirements or a compliance
plan), before the emergency occurred;

(3) The operator- took all reasonable steps to minimize levels of
emissions that exceeded emissions standard, or other
requirements in the permit; and,

(4) ‘The operator submitted a written notice of the emergency to the
- AQMD within two working days of the time when the
emissions limitations were exceeded due to the emergency.
The notice. shall contain a description of the emergency, any
steps taken to mitigate emissions, and corrective actions taken;

and '

(B) The operator complies with the breakdown provisions of Rule 430 -
Breakdown Provisions, or subdivision (i) of Rule 2004 - Requirements,
whichever is applicable. [3002(g), 430, 2004(i)]

The operator is excused from complying with any regulatory requirement that is
suspended by the Executive Officer during a state ot emergency or state of war
emergency, in accordance with Rule 118 - Emergencies. [118]

i "Emcrgclncy" means any situation arising from sudden and reasonably unforeseeable events beyond the
control of the operator, including acts of God, which: (A) requires immediate corrective action to restore
normal operation; and (B) causes the facility to exceed a technology-based emission limitation under the
permit, due to unavoidahle increases in emissions attributable to the emergency; and (C) is not caused by
improperly designed eguipment, lack of preventative maintenance, careless or imporper operation, or
OpPEraLor &ITor. '
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RECORDKEEPING PROVISIONS

19.

20.

21.

In addition to any other recordkeeping requirements specified elsewhere in this
permit, the operator shall keep records of required monitoring information,
where applicable, that include: : '

(A) - The date, place as detined.in the Title V permit, and time of sampling
OI measurements; -

(B)  The date(s) analyses were performed;

(C)y . The company or entity that performed the analyses;

- (D) The analytical techniques or methods used;

(E) The results of such analyses; and

(F) The operating conditions as existing 'at the time of sampling or
measurement. [3004(a)(4)(B)]

The operator shall maintain records pursuant to Rule 109 and any applicable
material safety data sheet (MSDS) for any equipment claimed to be exempt
from a written permit by Rule 219 based on the information in those records.

[219(1)] :

The operator shall keep all records of monitoring data required by this permit or
by regulatory requirements for a period of at least five years from the date of
the monitoring sample, measurement, report, or application. [3004(a}(4)(E)]

REPORTING PROVISIONS

22.

The operator shall comply with the following requirements for prompt reporting
of deviations: ‘

(A) Breakdowns shall be reported as required by Rule 430 - Breakdown
Provisions or subdivision (i) of Rule 2004 - Requirements, whichever
is applicable. '

(B) Other deviations from permit or applicable rule emission limitations,

equipment operating conditions, or work practice standards,
determined by observation or by any monitoring or testing required by
the permit or applicable rules that result in emissions greater than those
allowed by the permit or applicable rules shall be reported within 72
hours (unless a shorter reporting period is specified in an applicable
State or Federal Regulation) of discovery of the deviation by contacting
AQMD enforcement personnel assigned to this facility or otherwise
calling (800) CUT-SMOG.
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(8] A written report of such deviations reported pursuant to (B), and any
corrective actions or preventative measures taken, shall be submitted to
AQMD, in an AQMD approved format, within 14 days of discovery of
the deviation,

(D) All other deviations shall be reported with the monitoring report
required by condition no. 23. [3004(a)}5)]

Unless more frequent reporting of monitoring results are specified in- other
permit conditions or i regulatory requirements, the operator shall submit
reports of any required monitoring to the AQMD at least twice per year. The
report shall include a) a statement whether all monitoring required by the permit
was conducted; and b) identification of all instances of deviations trom permit
or regulatory requirements. A report for the first six calendar months of the
year is due by August 31 and a report for the last six calendar months of the
year is due by February 28.  [3004(a)(4)(F)]

The operator shall submit to the Executive Officer and- to the Environmental
Protection Agency (EPA), an annual compliance certification. For RECLAIM
facilities, the certification is due when the Annual Permit Emissions Program
(APEP) report is due and shall cover the same reporting period. For other
facilities, the certification is due on March 1 for the previous calendar year.
The certification need not include the period preceding the date the initial Title
V permit was issued. Each compliance certification shall include:

(A) Identification of each permit term or condition that is the basis of the
certification;

(B) The compliance status during the reporting period;
(O) Whether compliance was continuous or intermittent;

(D) The method(s) used to determine Comphance over the reportmg period
' and currently, and

(E) Any other facts specifically reqmred by the Executive Officer to
determine compliance.

The EPA copy of the certification shall be sent to: Director of the Air Division Atn:
Air-3 USEPA, Region IX 75 Hawthorne St. San Francisco, CA 94105

[3004(a)(10KE)]

25.

All records, reports, and documents required to be submitted by a Title V -
operator to AQMD or EPA shall contain a certification of accuracy consistent

with Rule 3003(c)(7) by a responsible official (as defined in Rule 3000).
[3004(a)(12)] .
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PERIOPIC MONITORING

26. All periodic monitoring required by this permit pursuant to Rule 3004(a)(4)(c)

is based on the requirements and justifications in the AQMD . document

; "Periodic Monitoring Guidelines for Title V Facilities” or in case-by-case
determinations documented in the Title V application file. [3004(a)(4)]
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FACILITY RULES

This facflity is subject to th;efollowing rules and regulations. .

With the exception of Rule 402, 473, 477, 1118 and Rules 1401 through 1420, the following rules that
are designated as non-federally enforceable are pending EPA approval as part of the state implementation
plan. Upon the effective date of that approval, the approved rule(s) will become federally enforceable,
and any earlier versions of those rules will no longer be federally enforceable.

‘

CA PRC CEQA

- RULE SOURCE Adopted/Amended Date | FEDERAL Enforceability’
RULE 1110.2 2-1-2008 Non federally enforceable
RULE 1113 11-8-199¢6 Federally enforceable
RULE 1113 7-13-2007 Non federally enforceable
RULE 1171 11-7-2003 Federally enforcezble
RULE 1171 2-1-2008 Non federally enforceable - .
RULE-1303(a)(1)-BACT 12-6-2002 Non federally enforceable
RULE 1303(a)(1)-BACT 5-10-1996 Federally enforcezable -
RULE 1303(b)(2)-Offset 12-6-2002 Non federally enforceable
TRULE 1303(b){(2)-Offset 5-10-1996 Federally enforceable
RULE 1401 372008 Non federally enforceable
RULE 1470 6-1-2007 Non federally enforceable
RULE 1703(a)(2) - PSD-BACT - 10-7-1988 Non federally enforceable
RULE 20035 53-6-2005 . Federally enforceable i
RULE 2012 5-6-2005 Federally enforceable 1 .
RULE 218 5-14-1999 Non federally enforceable
RULE 218 8-7-1981 Federally enforceable
RULE 3004(a)(4)-Periodic Monitoring 12-12-1997 Federally enforceable
RULE 401 11-9-2001 Non federally enforceable
RULE 401 3-2-1984 Federally enforceable
RULE 407 4-2°1982 Federally enforceable
RULE 409 8-7-1981 Federally enforceable
RULE 431.2 | 5-4-1990 Federally enforceable
RULE 431.2 9-15-2000 Non federally enforceable
‘RULE 475 10-8-1976 . " Federally enforceable
RULE 475 . 8-7-1978 Non federally enforceable
40CEFR 60 Subpart KKKK 7-6-2006 Federally enforceable
40CEFR 68 - Accidental Release Prevention | 5-24-1996 Federally enforceable
40CFR 72 - Acid Rain Provisions 11-24-1997 Federally enforceable
11-23-1970 Non federally enforceable
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PERMIT PURSUANT TO RULE 219

NONE
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APPENDIX B: RULE EMISSION LIMITS
[RULE 1113 11-8-1996] -

(1) Except as provided in paragraphs (c)(2), (¢)(3), and (c)(4) of Rule
1113, the operator shall not supply, sell, offer for sale, apply, or solicit
the application of, any architectural coating which, at the time of sale or
manufacture, contains more than 250 grams of VOC per liter of coating
(2.08 pounds per gallon), less water, less exempt compounds, and less
any colorant added to tint bases, or manufacture, blend, or repackage
such a coating for use within the District,

(2)  Except as provided in paragraphs (¢)(3) and (c)(4) of Rule 1113, the
operator shall not supply, sell, offer for sale, apply, solicit the
application of, manufacture, blend, or repackage, for use within the
District, any architectural coating listed in the Table of Standards which
contains VOC (excluding any colorant added to tint bases) in excess of
the corresponding VOC limit specified in the table, after the effective
date specified.

"TABLE OF STANDARDS
VOC LIMITS
Grams of VOC Per Liter of Coating,
Less Water And Less Exempt Compounds
COATING Limit* | Effective | Cifective | Effective | Effective | Effective [ Effective |
, Dateof | 1/1/1998 | 1/1/1999 | 7/1/2001 | 1/1/2005 | 7/1/2008
Adoption

Bond Breakers 330 . |
Clear Wood Finishes '

Varnish 350

Sanding Scalers - 350

Lacquer 680 550 275
Concrete-Curing Compounds 350 ‘
Dry-Fog Coatings 400
Fir¢-proofing Exterior 350 450 - 350
Coatings
Fire-Retardant Coatings

Clear 650

Pigmented 350
Flats 250 100 . 50
Graphic Arts (Sign) Coatings 500 .
Industrial Maintenance
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Primers and Topcoats
Alkyds
Catalyzed Epoxy
Bituminous Coatings
Materials
Inorganic Polymers
1 Vinyl Chloride Polymers
. Chlorinated Rubber ]
Acrylic Polymers .
Urethane Polymers
Silicones
Unique Vehicles
Japans/Faux Finishing
Coatings
Magnesite Cement Coatings
Mastic Coatings .
Metallic Pigmented Coatings
Multi-Color Coatings
Pigmented Lacquer
Pre-Treatment Wash Primers
Primers, Scalcrs, and
Undercoaters
Quick-Dry Enamels
Roof Coatings
Shellac
. Cléar
Pigmented
Stains
Swimming Pool Coatings
Repair
Other
Traffic Coatings
Waterproofing Sealcrs-
Wood Prescrvatives
Below-Ground
Other .

~—

[RULE 1113 11-8-1996]

420
420
420

420
420
420
420
- 420
420
420
350

600
300
500
420
680
780
350

400
300

730
- 550

350°

650

340,

250
400

350
350

700

250
350

150

350

430 °

275

* The specified limits remain in effect unless revised limits are listed in subsequent columns:
in the Table of Standards
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[RULE 1113 11-8-1996]

* " TABLE OF STANDARDS (cont.)

VOC LIMITS
Grams of VOC Pg:r Litér of - Material

COATING Limit

Low-Solids Coating 120
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APPENDIX B: RULE EMISSION LIMITS
[RULE 1113 7-13-2007]

Except as provided in paragraphs (c}(2), (c)(3), (c)(4), and specified coatings
averaged under (c)(6), no-person shall supply, sell, offer for sale, manufacture,
blend, or repackage any architectural coating for use in the District which, at

the tume of sale or manufacture, contains more than 250 grams of VOC per

liter of coating (2.08 pounds per gallon), less water, less exempt compounds,

and less any colorant added to tint bases, and no person shall apply or solicit

the application of any architectural coating within the District that exceeds

250 grams of VOC per liter of coating as céleulated in this paragraph.

Except as provided in paragraphs (c)(3), (c)(4), and designated coatings

averaged under (c)(6), no person shall supply, sell, offer for sale, manufacture

“blend, or repackage, for use within the District, any architectural coatmg listed

in the Table of Standards which contains VOC (excluding any colorant added
to.tint bases) in excess of the corresponding VOC limit specified in the table,
after the effective date specified, and no person shall apply or solicit the
application of any architectural coating within the District that exceeds the *
VOC limit as speciﬁed in this paragraph. No person shall apply or solicit the
application within the District of any industrial maintenance coatings, except
anti-graffiti coatings‘ for residential use or for use in areas such as office space
and meeting rooms of industrial, commercial or institutional facilities not
exposed to such extreme environmental conditions described in the definition
of industrial maintenance coatings; or of any rust-preventative coating for-
industrial use, unless such a rust preventative coating complies with the
Industrial Maintenance Coating VOC limit specified in the Table of Standards.
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- [RULE 1113 7-13-2007]

TABLE OF STANDARDS
' VOC LIMITS

Grams of VOC Per Liter of Coating,
Less Water and Less Exempt Compounds

Bond Breakers L 350 _
Clear Wood Finishes 350 ) 278
" Varnish ' 350 y 275
Sanding Sealers [ 30 | 275
Lacquer 1 &80 550 275
Clear Brushing Lacquer 680 ' 275
Concrete-Curing Compounds 350 _ 100
Concrete-Curing Compounds 350
For Roadways and Bridges™*
Dry-Fog Coatings _ 400 o 150
Fire-Proofing Exterior Coatings | 430 350
Fire-Retardant Coatings™**
Clear ' 650
Pigmented , 350 ; _ ) 7
Flats - 230 160 )
Floor Coatings 420 100 . 30
Graphic Arts (Sign) Coatings 500
Industrial Maintenance (IM) - 420 | 250 100
Coatings ‘ : :
High Temperature M 420
Coatings I D | ,
Zinc-Rich IM Primers 420 340 - 100
Japans/Faux Finishing Coatings 700 350 '
Magnesite Cement Coatings 600 450
|Mastic Coatings ' 300 '
Metallic Pigmented Coatings 500
Multi-Color Coatings 420 250
Nonflat Coatings 250 B 150 50
- Nonflat High Gloss 250 - 150 | ) 50
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APPENDIX B: RULE EMISSION LIMITS
[RULE 1113 7-13-2007]

Pigmented Lacquer | 680 550 ° 275
Pre-Treatment Wash Primers 780 420
Primers, Sealers, and 350 200 : 100
Undercoaters
| Quick-Dry Enamels 400 250 150 50
Quick-Dry Primers, Sealers, and | 350 200 100
Undercoaters ‘
Recycled Coatings . , | 250
Roof Coatings 300 250 30
Roof Coatings, Aluminum | % ' f 100
Roof Primers, Bituminous 350 - 350 _
Rust Proventative Coatings 420 400 100
Shellac o '
Clear . 730
- Pigmented ' 550 -
Specialty Primers ‘ 350 256 ) 100
Stains : o 350 250° 100
Stains, Interior ‘ 250
Swimming Pool Coatings '
Repair . . T 630 340
Other 7 _ 340
Traffic Coatings 230 150 100
Waterproofing Sealers 400 250" 100
Waterproofing - | 400 100
Concrete/Masonry Sealers '
Wood Preservatives .
Below-Ground 330
Other : 350

* The specificd limits remain in effect unless revised limits are listed in subsequent columns in the Table of
’ Standards.

** Does not include compounds used for curbs and gutters, sidewalks, islands, driveways and other
miscellaneous concrets areas,

##%  The Fire-Retardant C oaling category will be eliminated on Januarv 1, 2007 and subsumed by the
: coating category for which they are formulated.
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TABLE OF STANDARDS (cont.)
VOC LIMITS

Grams of VOC Per Liter of Material

COATING Limit
Low-Solids Coating 120
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[RULE 1171 11-7-2003] ‘

(1) Solvent Requirements
A person shall not use a solvent to perform solvent cleaning operations unless the

solvent complies with the applicable requirements set forth below:

(A) Product Cleaning During Manufacturing Process Or Surface
Preparation For Coating, Adhesive, Or Ink Application

(i) General : | \ o 25
| . (021)
- () Electrical Apparatus Components & Electronic 500
~ Components : : (4.2)
(1i1), Medical Devices & Pharmaceuticals - o - 800
' | ‘ - (6.7

(B) Repair and Maintenance Cleaning

(1) General ' 25
- (0.21)

. (i) Electrical Apparatus Components & 900
Electronic Components (7.5)

(iii) Medical Devices & Pharmaceuticals

(A) Tools, Equipment, & Machinery ‘ | | 800
: 6.7
(B) General Work Surfaces o | 600
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[RULE 1171 11-7-2003]

(C) Cleaning of Coatings or Adhesives Apphcatmn 550
Equipment (4.6)
(D) Cleaning of Ink Application Equipment
(i) General ' ‘ | 25
_ (0.21)
(i) Flexographic Printing 25
- (0.21)
(iii) Gravure Printing
(A} Publication 750
. {(63)
- (B) Packaging 25
(0.2
(iv) Lithographic or Letter Press Printing '
(A) Roller Wash — Step 1 600
(5.0
(B) Roller Wash-Step 2, 800
Blanket Wash, & On-Press Components (6.7)
(C) Removable Press Components 25
' (0.21)
(v) Screen Printing ' 750
(6.3)
(v1) Ultraviolet Ink/ Electron Beam Ink 800
Application Equipment (except screeh printing) ®.7)
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[RULE 1171 11-7-2003]

(vii) Specialty Flexographic Printing 600
: o . . (5.0)
(E) Cleaning of Polyester Resin Applicatioﬁ Equipment 25
C , , ‘ (0.21)

\
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[RULE 1171 2-1-2008]

(1) Solvent Requirements _
. A person shall not use a solvent to perform solvent cleaning operations unless the
- solvent complies with the applicable requirements set forth below:

* (A) Product Cleaning During
Manufacturing Process Or Surface
- Preparation For Coating, Adhesive,
Or Ink Application '
(i) * General ' 25
: (0.21)
(ii) Electrical Apparatus | ' 100
Components & Electronic ©(0.83)
Components
(i) Medical Devices & 800
" Pharmaceuticals (6.7)
' (B) Repair and Maintenance Cleaning
(1) General 25
' (0.21)
(11) Electrical Apparatus 100
- Components & Electronic (0.83) B
Components '
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[RULE 1171 2-1-2008]

(i) Medical Devices &
Pharmaceuticals
(A) Tools, Equipment, & 800
Machinery (6.7)
- (B)  General Work Surfaces 600 ‘
: y . (5.0) : ' :
(C) Cleaning of Coatings or Adhesives 25 : '
' Application Equipment (0.21)
(D) Cleaning of Ink Application
Equipment
(i) General 25
- | (0.21)
(i) Flexographic Printing 25
- ~(0.21)
{111) - Gravure Printing ‘ .
(A) Publication . 100
. (0.83)
(B) Packaging 25
(0.21)
(iv} Lithographic (Offset) or Letter Press
Printing
{A) Roller Wash, Blanket Wash,
& On-Press Components
(1) Newsprint 100
' (0.83) .
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[RULE 1171 2-1-2008]

(cont.)
(I} Other Substrates
| (4.2) (0.83)
~ (B) Removable Press Components 25
e : - : (0.21)
(v) Screen Printing ' 500 100
X o (4.2) (0.83)
(vi) Ultraviolet Ink/ Electron Beam Ink 650 650 100
7 Aﬁplication Equipment {except ‘ (5.4) (5.4) (0.83)
screen printing)
- (vii) Specialty Flexographic Printing _ 100
R | 83
(E) Cleaning of Polyester Resin Application 23
Eoui ¢ (021
quipmen ,
* The specified limits remain in effect unless revised limits are listed in subsequent
columns. | |
”
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APPENDIX B: RULE EMISSION LIMITS
[40CFR 72 - Acid Rain Provisions 11-24-1997]

A Title V permit revision is not required for emission increases that are authorized by
allowances acquired under the Acid Rain Program, provided that the increases do not

-trigger a Title V permit revision under any other applicable requirement. [70.6

(a)(4)()]

Monitoring Requirements

2.

The owners and operators and, to the extent applicable, the designated representative
of each affected source and each affected unit at the source shall comply with the
monitoring requirements as provided in 40 CFR Parts 74, 75, and 76. [40 CEFR
72.50, 72.31, 72.9(b)(1)] : :

The emissions measurements recorded and reported in accordance with 40 CFR Part
75 shall be used to determine compliance by the unit with the acid rain emissions
limitations and emissions reduction requirements for sulfur- dioxide (SO,) under the

Acid Rain Program. [40 CFR 72.9(b)(2), 40 CFR 75.2]

The requirements of 40 CFR Parts 74 and 75 shall not affect the responsibility of the

operator to monitor emissions of other pollutants or other emissions characteristics at

the unit under other applicable requirements and other provisions of this permit.
[40 CFR 72.9(b)(3), 40 CFR 72.5]

Sulfur Dioxide Requirements ' B

5.

The owners and operators of each source and each affected unit at the source shall:

(A) Hold allowances, as of the allowance transfer deadline, in the unit's compliance
subaccount (after deductions under 40 CFR Part 73, Section 73.34(C)) not less than
the total annual emissions of SO, for the prevmus calendar year from the unit; and,

- [40 CFR 72.9(c)(1}],

(B) Comply with the applicable acid rain emissions limitations for SOZ [40 CFR
72.9(c)(i1)]

Each ton of SO, emitted in excess of the acid rain emissions limitations for sulfur
dioxide shall constitute a separate violation of the Act. [40 CFR 72.9(g)(7)]

S0, allowances shall be held in, deducted from, or transferred among. allowance
tracking system accounts in accordance with the Acid Rain Program. [40 CFR

72.9(2)(@)]
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APPENDIX B: RULE EMISSION LIMITS
[40CFR 72 - Acid Rain Provisions 11-24-1997]

A SO, allowance shall not be deducted in order to comply with the requirements
under paragraph 41(A) of the SO, requirements prior to the calendar year for which
the allowance was allocated. [40 CFR 72.9(2)(5)]

An affected unit shall be subject to the SO, requirements under the Acid Rain
Program as follows:[40 CFR 72.6(a)] :

(A) Starting January 1, 2000, an affected unit under 40 CFR Part 72, Section
72.6(a)(2); or [40 CFR 72.6(a}(2)]

(B) Starting on the later of January 1, 2000 or the deadline for monitor certification
under 40 CFR Part 75, an- -affected unit under 40 CFR Part 72, Section 72.6(a)(3).

[40CFR 72.6(2)(3)]

An allowance allocated by the EPA administrator under the Acid Rain Program isa
limited authorization to emit SO; in accordance with the Acid Rain Program. -No
provision of the Acid Rain Program, the acid rain permit application, the acid rain

_permit, or the .written exemption under 40 CFR Part 72, Sections 72.7, 72.8, or

72.14, and no provision of law shall be construed to limit the authority of the United
States to terminate or limit such authorization. [40 CFR 72.9 (c){6)]

An allowance allocated by the EPA Administrator under the Acid Rain Program does

.not constitute a property right. [40 CFR 72 9(c}(7)]

Excess Emissions Requirements

12.

13.

The designated representative of an affected unit that has excess emissions in,any
calendar year-shall submit a proposed offset plan, as required under 40 CFR Part 77.

.[40 CFR 72.9(¢)]

The owners and operators of an affected 'unit that has excess emissions in any

calendar year shall; [40 CFR 72.9(e)(2)]

(A) Pa} without demand the penalty requirea, and pay upon demand the interest on
that penalty, as required by 40 CFR Part 77; and[40 CFR 72.9(e){(2)(1)]

(B) Comply with the terms of an approved offset pIan as reqmred by 40 CFR Part
77. [40 CFR 72. 9(e)(2)(u)] -
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: APPENDIX B: RULE EMISSION LIMITS
[40CFR 72 - Acid Rain Provisions 11-24-1997]

Recordkeeping and Reporting Reguirements ‘

14,

Unless otherwise provided, the owners and operators of the source and each affected
unit at the source that are subject to the acid rain provisions under Title TV shall keep
on site at the source each of the following documents for a period of five years from .

“the date the document 1s created. This period may be extended for cause, at any time

prior to the end of five years, in writing by the EPA Administrator or the Executive
Officer: [40 CFR 72.9(f)(1)] -

(A) The certlﬁcate of representation for the designated representative for the source
and each affected unit at the source and all documents that demonstrate the truth of
the statements in the certificate of representation, in accordance with 40 CFR 72.24;
provided that the certificate and documents shall be retained on site at the source
beyond such five year period until such documents are superseded because of the
submission of a new certificate of representation changing the designated
represen‘gative; [40 CFR 72.9(f)(1)(1)] . '

(B) All emissions monitoring mformatlon in accordance w1th 40 CFR Part 75; [40
CFR 72.9(H(1)(11)] : :

(C) Copies of all reports, éompliance certifications, and other submissions and all
records made or required under the Acid Rain Program; and; {40 CFR 72.9(f)(1)(iii)]

(D) Copies of all documents used to compléte an acid rain permit application and any
other submission under the Acid Rain Program or to demonstrate compliance with the
requirements of the Acid Rain Program. [40 CFR 72.9(H)(1)(iv)]

15, The designated representative of an affected source and each affected unit at the
source shall submit the reports and compliance certifications required under the Acid
Rain Program, including those under 40 CFR Part 72 Subpart 1 and 40 CFR Part 75.
[40 CFR 72.9(H)(2)] .

Liability

16. Any person who knowingly violates any requlrement or prohibition of the Acid Rain

Program, a complete acid rain permit application, an acid rain permit, or a written
exemptton under 40 CFR Part 72, Sections 72.7, 72.8, or 72.14, including any
requirement for the payment of any penalty owed to the United States, shall be
subject to enforcement pursuant to Section 113(c) of the Act. [40 CFR 72.9 (g)(1)]



17,

'18.

19.

20.

21.

22.
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X Facility L.D#: 153992
Revision #: DRAFT
Date: February 19, 2009

FACILITY PERMIT TO OPERATE
CANYON POWER PLANT

APPENDIX B: RULE EMISSION LIMITS
[40CFR 72 - Acid Rain Provisions 11-24-1997]

Any person who knowingly makes a false, material statement in any record,
submission, or report under the Acid Rain Program shall be subject to criminal
enforcement pursuant to Section 113(c) of the Act and 18 U.S.C: 1001. [40 CFR

729 @)

No permit revision shall excuse any violation of the requirements of the Acid Rain
Program that occurs pnor to the date that the revision takes effect. [40 CFR 72.9

(2)3)]

Each affected source and each affected unit shall meet thé requirements'of the Acd
Rain. Program. [40 CFR 72.9 (g)(4)]

Any provision of the Acid Rain Program that applies to an affected source (including
a provision applicable to the designated representative of an affected source) shall
also apply to the owners and operators of such source and of the affected units at the
source, [40 CFR 72.9 (g)(S)]

| Any provision of the Acid Rain Program that applies to an affected unit (including a .

provision applicable to the designated representative of an affected unit) shall also
apply to the owners and operators of such unit. Except-as provided under 40 CFR’

_ Part 72, Section 72.44 (Phase 1l repowering extension plans) and 40 CFR Part 76,

Section 76.11 (NOx averaging plans), and except with regard to the requirements
applicable to units with a common stack under 40 CFR Part 75 (including 40 CFR
Part 75, Sections 75.16, 75.17, and 75.18), the owners and operators and the
designated representative of one affected unit shall not be Lable for any violation by
any other affected unit of which they are not owners or operators or the designated

- representative and that is located at a source of which they are not owners or

operators or the designated representative. [40 CFR 72.9'(g)(6)]

Each violation of a prOvision of 40 CFR Parts 72, 73, 74, 75, 76, 77, and 78 by an
affected source or affected unit, or by an owner or operator or designated

representative of such source or unit, shall be a separate violation of the Act. [40
CFR 72.9 (g)(N] .

Effect on Other Authorities

23

No provision of the Acid Rain Program, an acid rain permit apphcatlon an acid rain
" permit, or a written exemption under 40 CFR Part 72, Sections 72.7, 72.8, or 72.14
shall be construed as: [40 CFR 72.9 (h)]
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Facility £.D.#: 153992
Revision #: DRAFT
Date: February 19, 2009

FACILITY“PERMIT TO OPERATE
CANYON POWER PLANT |

APPENDIX B: RULE EMISSION LIMITS
[40CFR 72 - Acid Rain Provisions 11-24-1997]

(A) Except as expressly provided in Title 1V of the Act, exempting or excluding the
owners and operators and, to the extent applicable, the designated representative of
an affected source or affected unit from compliance with any other provision of the
Act, including the provisions of Title I of the Act relating to applicable National
. Ambient Air Quality Standards or state implementation plans; [40 CFR 72.9 (h)(1)]

(B) Limiting the number of allowances a unit can hold; provided, that the number of
allowances held by the unit shall not affect the source's obligation to comply with any
other provisions of the Act; [40 CFR 72.9 (h)(2)]

(C) Requiring a change of any kind in any state law regulating electric utility rates
and charges, affecting any state law regarding such state regulation, or limiting such
state regulation, including any prudence review requirements under such state law;
[40 CFR 72.9 (h)(3)]

(D) ‘7 Modifying the Federal Power Act or affecting the authority of the Federal
Energy Regulatory Commussion under the Federal Power Act; or, [40 CFR 72.9
(D)(@)] |
(E) Interfering with or impairing any program for competitive bidding for power
supply in a state in which such program is established. [40 CFR 72.9 (h)(5)]
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EQUIPMENT, HAND WIPING

RULE 1171, 2-1-2008]}

SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT PAGES PAGE
: ' 121 1
ENGINEERING AND COMPLIANCE DIVISION ~ APPL.NO. DATE
' 476650, -651, -654, -656, - 2/18/2009
657, -659, -660, -661, -663,- :
665, -666, 481185 ,
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY -
‘ V. Lee - :
1)
ENGINEERING EVALUATION
FOR A NEW 200 MW POWER PLANT -
CANYON POWER PLANT
201 S, ANAHEIM BLVD.
ANAHEIM, CA 92805-3821
" FACILITY ID: 153992
EQUIPMENT LOCATION: 3071 E. Miraloma Ave. -
' Anaheim, CA 92806-1809
Contact: Suzanne Wilson, City of Anaheim, 714-765-4112
EQUIPMENT DESCRIPTION
SECTION D: FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS
Equipment 1D Connected’ | RECLAIM Emissions and Requirements Conditions
No. To Source Type/
’ Monitoring
‘ Unit
{PROCESS:3: RULE 219 EXEMPT EQUIPMENT, SUBJECT TO SOURCE SPECIFICG:RULES . | )
RULE 219 EXEMPT E30 VOC: (9) [RULE 1113, 11-8-1996; K675 !
EQUIPMENT, COATING ’ RULE 1113, 7-13-2007, RULE 1171,
EQUIPMENT, PORTABLE\ “ 11-7-2003; RULE 1}7], 2~E‘2003]
ARCHITECTURAIL COATING :
RULE 219 EXEMPT E32 YOC: (9) [RULE 1171, 11-7-2003;

()] See App B for Emission Limits

FACILITY CONDITIONS

Fo.1

- OPERATIONS
*(1) Denotes RECLAIM emission factor (2)
(3} Denotes RECLAIM concentration limit {4)
(5}5AX5B) Denotes command & control emission litait (6)
7 - Denotes NSR applicabifity linut

{10)

Denotes RECLAIM emission rate

Denotes BACT emissions limit

Denotes air toxic control rule limit

. {8)(BAXBB) Denotes 40 CFR limit {e.g. NSPS, NESHAPS, etc)
See Section J for NESHAP/MACT requirements
** Refer to Section F and G of this permit to determine the monitoring, recordkeeping and reporting requirements for this device.

Except for open abrasive blasting operations, the operator shall not discharge into the

atmosphere from any single source of emissions whatsoever any air contaminant for a
period or periods aggregating more than three minutes in any one hour which is:

‘(a) As dark or darker in shade as that designated No. 1 on the Ringelmann Chart, as
published by the United States Bureau of Mines; or
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ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE

. 476650, -651, -654, -636, - 2/18/2009
657, -659, -660, -661, -663,-
665, -666, 481185 =
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY

) : V.Lee ‘

(b) Of such opacity as to obscure an observer' s view to a degree equal to or greater
than does smoke described in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not use diesel fuel containing sulfur compounds in excess of 15 ppm
by weight as supplied by the supplier. '

Material safety data sheets for the diesel fuel shall be kept current and made available
to-District personnel upon request.

[RULE 431.2, 5-’4—1.990; RULE 431.2, 9-15-2000]
F24.1 * Accidental release prevention requirements of Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirements
- pursuant to 40 CFR Part 68 and shall submit to the Executive Officer, as a part of an

annual compliance certification, a statement that certifies compliance with all of the -

requirements of 40 CFR Part 68, including the registration and submrssron of a risk

management plan (RMP}.

b). - The operator shall Submlt any additional relevant information requested by the

Executwe Officer or designated agency.

[RULE 40 CFR68 — Accidental Release Prevention, 5-24-1996]

DEVICE CONDITIONS
RULE 219 EXEMPT EQUIPMENT

K67.5 The operator shall keep records in a manner approved by the drstrrct for the following
parameter(s) or item(s): )
For arehitectural applications where no thinners, reducers, or other vOC containing
materials are added, maintain semi-annual records for all coating consisting of (a) coating
type, (b) VOC content.as supplied in grams per liter (g/1) of materials for low-solids
coatings, (¢) VOC content as supplied in g/l of coating, less water and exempt solvent, for
~ other coatings.

_For architectural applications where thinners, reducers, or other VOC containing
materials are added, maintain daily records for each coating consisting of (a) coating
type, (b) VOC content as applied in grams per liter (g/1) of materials used for low-solids
coatings, (¢) VOC content as applted in g/l of coatmg, less water and exempt solvent, for
other coatings.

v
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ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
476650, -651, 634, -656, - '2/18/2009
657, -659, -660, -661, -663 -
663, -666, 481185
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY
' V. Lee
[RULE 3004(a)(4) - Periodic Monitoting, 12-12-1997]
[Devices subject to this condition: E30]
SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE
Equipment ID Connected RECLAIM | Emissions and Requirements | Conditions’
No. To Source Type/
Monitoring
Unit
"PROCESS 1t POWER"GENERATIQ

REDUCTION, NO. 1,

[RULE 1303{a){1)-BACT, 5-10-1996;

'SYSTEMil:' GAS:TURBINES;: S :
GAS TURBINE, NO. 1, D1 NOX: MAJOR | CO: 2000 PPMV NATURAL GAS (5) | A63.1, A99.1,
' NATURAL GAS, GENERAL SOURCE [RULE 407, 4-2-1982]; A99.2, A99 3,
ELECTRIC, MODEL LM6G00PC CO: 4 PPMV NATURAL GAS (4) A99.4, A99.5,
SPRINT, SIMPLE CYCLE, 479 [RULE 1703(@)2)-PSDBACT, 107- | pjo59
MMBTU/HR AT 46 DEG F, 1988] A195.2,
WITH INLET CHILLING, WITH- NOX: 98.16 LBS/MMSCF NATURAL | A1953,
WATER INJECTION WITH GAS (1) [RULE 2012, 5-6-2005}; A327.1,B61.1,
A/MN: 476651 NOX: 11.65 LBS/MMSCF NATURAL | D12.1, D29.1,
. GAS (1A) [RULE 2012, 5-6-2005]; D29.2, D29.3,"
GENERATOR. 50.95 MW (B2] NOX: 2.5 PPMV NATURAL GAS (4) | p82.1, D822,
"[RULE 1703(a)(2)-PSD-BACT. 10-7- | £193 1. H23 1
1988; RULE 2005, 5-6-2005]; NOX: 12961 K401
25 PPMV NATURAL GAS (8) [40 - B
CFR60 SUBPART KKKK, 7-6-2006] | K67.1
PM10: 0.1 GRAINS/SCF NATURAL
GAS (5) [RULE 409, 8-7-1981];
PMI10: 0.01 GRAINS/SCF
NATURAL GAS (5A) [RULE 475, 10-
8-1976; RULE 475, 8-7-1978]; PM10:
' 11 LBS/HR NATURAL GAS {5B)
[RULE 475, 10-8-1976; RULE 475, 8-
7-1978] -
$02 (9) [40CFR 72 — Acid Rain
Provisions, 11-24-1997]
SOX: 0.06 LBS/MMETU NATURAL
GAS (8) [40CFR 60 Subpart KKK, 7-
6-2006] :
VOC: 2 PPMV NATURAL GAS (4)
[RULE 1303(a)}(1)-BACT, 5-10-1996;
RULE 1303{a)(1)-BACT, 12-6-2002]
CO OXIDATION CATALYST. | C3 DI Ca
NO. 1, BASF, 110 CUBIC FEET
OF TOTAL CATALYST
VOLUME
A/N: 476654 : ] :
SELECTIVE CATALYTIC C4 C3 S6 NH3: 5 PPMV NATURAL GAS (4) Al195.4,D12.2,

D123, D124,
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ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
476650, -631, -654, -636, - 2/18/2009
657, -659, -660, -661, -663,-
‘ 665, -666, 481185
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED.BY
V. Lee
Equipment ID Connected RECLAIM Emissions and Requirements Conditions
No. To Source Type/
~Monitering
Unit .
CORMETECH CMHT-21, 1012 RULE 1303(a)(13-BACT, 12:6-2002] | E179.1,
CUFT; WIDTH: 2FT6IN; E179.2, E193.1
HEIGHT: 25 FT 9 IN; LENGTH: :
18 FT WITH
A/N: 476654
AMMONIA INJECTION [B5]
STACK, TURBINE NO. I, S6 C4
HEIGHT: 86 FT; DIAMETER: 11
FT 8§ IN : ,
A/N: 476651
GAS TURBINE, NO. 2, D7 C9 NOX: MAJOR | CO: 2000 PPMV NATURAL GAS (5) | A63.1, A99.1,
NATURAL GAS, GENERAL SOURCE [RULE 407, 4-2-1982]; A99.2. A99:3,
ELECTRIC, MODEL LM6000PC CO: 4 PPMY NATURAL GAS (4) - A99.4, A99.5,
SPRINT, SIMPLE CYCLE, 479 [RULE 17032)(2)-PSD-BACT, 10-7- 1 g 195 1
MMBTU/HR AT 46 DEG F, 1988 ‘ A1952,
| WATER INJECTION WITH GAS (1) [RULE 2012, 5-6-2005]: A327.1, Bel.l,
A/N: 476636 NOX: 11.65 LBS/MMSCF NATURAL | D12.1, D29.1,
GAS (1A} [RULE 2012, 5-6-2005]; 0292, D29.3,
NOX: 2.3 PPMV NATURAL GAS (4) D821, D§2.2.
[RULE 1703(a)(2)-PSD-BACT, 10-7- E193.1. H23.1
1988; RULE 2005, §-6-2005]; NOX: o
25 PPMV NATURAL GAS (8) [40 i<26976 '11’ K40.1,
| GENERATOR. 50.95 MW (BS] CFR60 SUBPART KKKK, 7-6-2006) -
' PMI0: 0.1 GRAINS/SCF NATURAL
GAS (5) fRULE 409, 8-7-1981]; /
PMI10: 0.01 GRAINS/SCF ‘
; NATURAL GAS (5A) [RULE 475, 10-
8-1976; RULE 475, 8-7-1978]; PMI{:
11 LBS/HR NATURAL GAS (58)
[RULE 475, 10-8-1976; RULE 475, 8-
7-1978]
S02: (9) [40CFR 72 — Acid Rain
Provisiens, 11-24-1997]
SOX: 0.06 LBS/MMBTU NATURAL
GAS (8) [40CFR 60 Subpart KKKK, 7-
6-2006] .
VOC: 2 PPMV NATURAL GAS (4)
[RULE 1303¢a)(1)-BACT, 5-10-1996;
RULE 1303(a}(1}-BACT, 12-6-2002]
CO OXIDATION CATALYST, 9 D7 Clo -
NOQ. 2, BASF, 110 CUBIC FEET
OF TOTAL CATALYST
VOLUME
A/N: 476657 : L
SELECTIVE CATALYTIC Cl10 C9 812 NH3; 5 PPMV NATURAL GAS (4) Al195.4 D122,
REDUCTION, NO, 2, [RULE 1303{a)(1}-BACT, 5-10-1996; | D123, D124,
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ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
. ' 476650, -651, -654, -656, - 2/18/2009
657, -639, -660, -661, -663 -
. 665, -666, 481185
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY
: V. Lee
Equipment ID | Connected | RECLAIM | Emissions and Requirements | Conditions
No. "To Source Type/
- Monitoring
Unit ) .
CORMETECH CMHT-21, 1012 RULE 1303(a)(1)-BACT, 12-6:2002] - | E179.1.
CU.FT.; WIDTH: 2 FT 6 IN; : : E179.2, B193.1
HEIGHT: 25 FT 9 IN; LENGTH: :
18 FT WITH :
" A/N: 476657
AMMONIA INJECTION [BI1]
STACK. TURBINE NO. 2, S12 C10
HEIGHT: 86 FT; DIAMETER: 11 .
FT8IN
AN: 476656 :
GAS TURBINE, NO. 3, DI3 | Cl5 NOX: MAJOR | CO: 2000 PPMV NATURAL GAS (5) | A63.1, A99.1,
NATURAL GAS, GENERAL - SOURCE [RULE 407, 4-2-1982}; A99.2, A99.3,
ELECTRIC, MODEL LM6000PC CO: 4 PPMV NATURAL GAS (4) A99.4, A99.5,,
SPRINT, SIMPLE CYCLE, 479 IRULE 1703(a)}(2)-PSD-BACT, 10-7- | 51957
 MMBTU/HR AT 46 DEGF, 1988] A1952,
WITH INLET CHILLING, WITH | NOX: 98,16 L BS/MMSCE NATURAL | A195.3,
WATER INJECTION WITH GAS (1) [RULE 2012, 5-6-2005]; A327.1,B61.1,
A/N: 476639 NOX: 11.65 LBS/MMSCF NATURAL | D12.1,D29.1,
GAS (1A) [RULE 2012, 5-6-2005]; D29.2, D29:3,
GENERATOR, 50.95 MW [B14] NOX: 2.5 PPMV NATURAL GAS (4) | Dg2.1, D822,
o [RULE 1703(2)(2)-PSD-BACT, 107 | 1193 | 1123 1
1988; RULE 2005, 5-6-2005; NOX: | 0”7y o
25 PPMY NATURAL GAS (8) {40 o
CFR60 SUBPART KKKK, 7-6-2006] | K671
PMI0: 0.1 GRAINS/SCF NATURAL
GAS (5) [RULE 409, 8-7-1981];
PM10: 0.0 GRAINS/SCF
NATURAL GAS (5A) [RULE 475, L0-
8-1976; RULE 475, 8-7-1978]; PM10;
11 LBS/HR NATURAL GAS (SB)
[RULE 475, 10-8-1976; RULE 475, &
7-1978]
$02: (9) [40CFR 72 — Acid Raim
Provisions, 11-24-1997] >
SOX: 0.06 LBS/MMBTU NATURAL |
GAS (8) [40CFR 60 Subpart KKKK, 7-
6-2006]
VOC: 2 PPMV NATURAL GAS (4)
[RULE 1303(a)(1)-BACT, 5-10-1996,
RULE 1303(a)(1)-BACT, 12-6-2002]
CO OXIDATION CATALYST, | C15 | DI3 Clé6
NO. 3, BASF, 110 CUBIC FEET .
OF TOTAL CATALYST
VOLUME
A/N: 476660
SELECTIVE CATALYTIC Cle C15 S18 NH3: 5 PPMV NATURAL GAS (4) A1954 D122,
REDUCTION, NO. 3, [RULE 1303{a)(1}-BACT, 5-10-1956; | D12.3, D12.4,
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ENGINEERING AND COMPLIANCE DIVISION APPL.NO. * DATE
; 476650, -651, -654, -656, - 2/18/2009
' 657, -659, -660, -661, -663 - *
665, -666, 481185
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED Bft’
' V. Lee :
Equipment ID | Connected RECLAIM Emissions and Requirements | - Conditions
' No. To Source Type/
Monitoring
. - Unit .
CORMETECH CMHT-21, 1012 RULE 1303(a)(1}-BACT, 12-6-2002] | E179.1,
CU.FT.: WIDTH: 2FT 6 IN: ' . E179.2, E193.1
HEIGHT: 25 FT 9 IN; LENGTH:
18 FT WITH '
A/N: 476660
AMMONIA INJECTION [B17]
STACK, TURBINE NO. 3, S18 Cl6
HEIGHT: 86 FT; DIAMETER: 11
FT 8 IN
A/N: 476639 )
GAS TURBINE, NO. 4, D19 C21 NOX: MAJOR |, CO: 2000 PPMV NATURAL GAS (5) | A63.1, A99.1,
NATURAL GAS, GENERAL SOURCE [RULE 407, 4-2-1982}; A99.2 A993,
ELECTRIC, MODEL LM&000PC €0: 4 PPMV NATURAL GAS (4) A99.4, A99.5,
SPRINT, SIMPLE CYCLE, 479 [RULE 1703()(2)-PSD-BACT, 10-7- | 4195 1
MMBTUMR AT 46 DEG F, - 1988] A195.2,
WATER INJECTION WITH GAS (1) [RULE 2012, 5-6-2005]; | A327.1, Bél.1,
AN 476661 NOX: 11.65 LBS/MMSCF NATURAL | D121, D294,
. GAS (1A) [RULE 2012, 5-6-2005]; D292, D29.3,
GENERATOR, 50.95 MW [B20] NOX: 25 PPMV NATURAL GAS 4) | Dg2.1, D82.2, -
: [RULE 1703(a)2)-PSD-BACT, 10-7- E193.1. H23 .1
1988; RULE 2005, 5-6-2005], NOX: 1296.1. K401
25 PPMV NATURAL GAS (8) [40 gt
CFR6D SUBPART KKKK, 7-6-2006] &
PM10: 0.1 GRAINS/SCF NATURAL
GAS (5) [RULE 409, 8-7-1981]:
PMI: 0.01 GRAINS/SCF
NATURAL GAS (5A) [RULE 475, 10-
8-1976; RULE 475, 8-7-1978]; PMI0:
11 LBS/HR NATURAL GAS (5B)
[RULE 475, 10-8-1976; RULE 475, 8-
7-1978) : .
$02: (%) [40CFR 72 - Acid Rain !
Provigions, 11-24-1997]
SOX: 0.06 LBS/MMBTU NATURAL
GAS (B) [40CFR 60 Subpart KKKK, 7- -
6-2006) .
VOC: 2 PPMV NATURAL GAS (4)
[RULE 1303(a)(1)-BACT, 5-10-1996;
RULE 1303(a)(1)-BACT, 12-6-2002]
CO OXIDATION CATALYST, C21 .1 D19 C22 R '
NO. 4, BASF, 110 CUBIC FEET '
OF TOTAL CATALYST
VOLUME .
A/N: 476663 ‘ .
SELECTIVE CATALYTIC C22 C21 824 ' NH3: 5 PPMV NATURAL GAS (4) . Al954, D122,
REDUCTION, NO. 4, [RULE 1303(a)}(1)-BACT, 5-10-1996;

D123, D124,




WATER, 550 GALS;
DIAMETER: 3 FT 6 IN;
LENGTH: 7FT 9IN
A/N: 481185
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ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
4706650, -651, -654; -656, - 2/18/2009
637, -659, -660, -661, -663 -
. 665, -666, 481185
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY. CHECKED BY
V. Lee
Equipment ID Conpected RECLAIM Emissions and Requirements Conditions -
- No. To Souree Type/
| Monitoring
Unit .
CORMETECH CMHT-21, 1012 RULE 1303(a)(1)-BACT, [2562002] | E179.1,
CU.FT.; WIDTH: 2 FT 6 IN; ‘ E179.2, E193.1
HEIGHT: 25 FT 9 IN; LENGTH; '
18 FT WITH
A/N: 476663 )
AMMONIA INJECTION [B23] )
| STACK, TURBINE NO. 4, S24 c22
HEIGHT: 86 FT: DIAMETER: 11
FT §IN ‘
" A/N: 476661
iSYSTEM{2:/ INTERNAL‘COMBUSTION:ENGINE i1 : -
INTERNAL COMBUSTION D25 NOX: €O 2.6 GRAM/BHP-HR DIESEL 4y | CL.1,DI12.5,
ENGINE, EMERGENCY PROCESS [RULE 1703(a)(2)-PSD-BACT, 10-7- | E|93.,
POWER, DIESEL FUEL, UNIT** 19881 E193.2,
CATERPILLAR, MODEL C-27, E193.3, 1296.2,
WITH AFTERCOOLER. gg)ggg;@};g{ggggfhDIESEL K673, K673
TURBOCHARGER, 1141 BHP . ’
WITH NOX + ROG: 4.8 GRAM/BHP-HR
A/N: 476666 DIESEL (4) [RULE 1303(a)(1)-BACT,
5-10-1996; RULE 1303(a)(1)-BACT,
FILTER, DIESEL . [B26] 12-6-2002; RULE 1703{(a}2)-PSD-
SYSTEMS PERMIT, MODEL 2003]
FDA225, WITH HIBACK DATA PMI0: 0.15 GRAM/BHP-HR DIESEL
LOGGING AND ALARM (4) {RULE 1303(a)(1-BACT, 5-10-
SYSTEM 1996: RULE 1303(a)(1)-BACT, 12-6-
2002] \
GENERATOR, 750 KW [B27]
. SOX: 0.005 GRAM/BHP-HR DIESEL
(4) [RULE 1303(a)(1)-BACT, 5-10-
| 1996, RULE 1303(¢a)(1), 12-6-2002 |
YST HINORGANIC.GHEMIGAL STORAGE:
STORAGE TANK, FIXED D28 C157.1,
ROOF, 19 PERCENT AQUEOQUS : E144.1,
AMMONIA, 10,000 GALS; | E193.1, K67.4
DIAMETER: 7 FT; LENGTH; 42
Ft
A/N: 476665
PROCESS 2 QEWATER SEPARATION '
OIL WATER SEPARATOR, 029 E193.1
UNDERGROUND,
EMULSIFIED OIL AND

*(B

Denotes RECLAIM emission factor

) Denotes RECLAIM emission rate
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3 Denotes RECLAIM concentration limit 4) Denotes BACT emissions limit
(5)(5A)5B) Denotes command & control emission Litnit (6) Denotes air toxic control rule limit
N Denotes NSR applicabitity limit : (8)(BA)(8B) Denoctes 40 CFR limit (¢.g. NSPS, NESHAPS etc)
€] See App B for Emission Limits (10) See Section J for NESHAP/MACT requirements

** Refer to Section F and G of this permit to determine the moaitoring, recordkeeping and reporting requirements for this device.

DEVICE CONDITIONS

GAS TURBINES

A63.1 The operator shall limit emission from this equipment as follows:

CONTAMINANT EMISSION LIMIT

vOC Less than or equal to 129 LBS IN ANY CALENDAR MONTH
PM10 Less than or equal to 299 LBS IN ANY CALENDAR MONTH
SOx Less than or equal to 34 LBS IN ANY CALENDAR MONTH

For the purposes of this condition, the above emission limits shall be based on the
emissions from a single turbine.

The turbine shall not commence with normal operation until the commissioning
process has been completed. Normal operation commences when the turbine is able
to supply electrical energy to the power grid as required under contract with the -~
relevant entities. The District shall be notified in writing once the commissioning
process for each turbine is completed.

Normal operation may commence in the same calendar month as the completion of
the commissioning process provided the turbine is in compliance with the above
emission limits.

The operator shall calculate the monthly emissions for VOC, PM10, aﬂd SOx us:ing
the equation below.

Monthly Emissions, Ib/month = (Monthly fuel usage in mmscf/month) (Emlssmn
factors.indicated below)

For commissioning, the emission factors shall be as follows: VOC, 3.76 lb/mmcf
PM10, 6.03 Ib/mmef; and SOx, 0.68 [b/mmcf

" For normal operation, the emission factors shall be as follows: VOC, 2.59 Ib/mmef;
- PMI0, 6.03 Ib/mmef; and SOx, 0.68 Ib/mmcf.

For a month during which both commissioning and normal operation take plaée the
" monthly emissions shall be the total of the commissioning emlssmns and the normal
operation emissions.
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A99.1.

A99.2

The operator shall maintain records in a manner approved by the District to
demonstrate compliance with this condition and the records shall be made available to
Dristrict personnel upon request.

[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002)
[Devices subject to this condition: DI, D7, D13, D19]

The 2.5 PPM NOx emission limit(s) shall not apply during turbine commissioning, start-
up, and shutdown periods. Commissioning shall not exceed 156 hours total. Each start-
up shall not exceed 35 minutes. Each shutdown shall not exceed 10 minutes. The
turbines shall be limited to a maximum of 240 start-ups per year.

- NOx emisstons for an hour that includes a full start-up sequence of 35 minutes, _
followed immediately by a turbine trip, a five minute purge period during which no
fuel is burned, and the first 20 minutes of a restart sequence shall not exceed 14 27
Ibs, and for the hour which includes a shutdown 4.07 lbs.

The operator shall maintain records in a manner approved by the District to
demonstrate compliance with this condition and the records shall be made ava1lab1e
. to District persormel upon request.

. For the purposes of this condition, start-up shall be defined as the start -up process to
bring the turbine to full successful operation.

" [RULE 1703(aj(2) - PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005]

[Devices subject to this condition: D1, D7, D13, D19] ' }

The 4.0 PPM CO emission limit(s) shall not apply during turbine commissioning, start-
up; and shutdown periods. Commissioning shall not exceed 156 hours total. Each start-

“up shall not exceed 35 minutes. Each shutdown shall not exceed 10 minutes. The turbine

shall be limited to a maximum of 240 start-ups per year.

CO emissions for an hour that includes a full start-up sequence of 35 minutes,
followed immediately by a turbine trip, a five minute'purge period during which no
fuel is burned, and the first 20 minutes of a restart sequence shall not exceed 6.3 Ibs,
and for the hour which includes a shutdown 4.15 Ibs. :

The ope‘rator shall maintain records in a manner approved by the District to
.demonstrate compliance with this condition and the records shall be made available
to District personnel upon request.
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~ For the purposes of this condition, start-up shall be defined as the start-up process to
bring the turbine to full successful operation.

~ [RULE 1703(a)(2) ~ PSD-BACT, 10=7-1988]

A99.3

A99.4-

A99.5

[Devices subject to this condition: D1, D7, D13, D19]

‘The 2.0 PPM ROG emission limit(s) shall not apply during turbine commiséioning, start-

up, and shutdown periods. Commissioning shall not exceed 156 hours total. Each start-
up shall not exceed 35 minutes. Each shutdown shall not exceed 10 minutes. The turbine
shall be limited to a maximum of 240 start-ups per year.

ROG emissions for an hour that includes a full start-up sequence of 35 minutes,

. followed immediately by a turbine trip, a five minute purge period during which no
fuel is burned, and the first 20 minutes of a restart sequence shall not exceed 1.29 lbs,
and for the hour which includes a shutdown 1.27 Ibs.

The operator shall maintain records in a manner approved by the District to
" demonstrate compliance with this condition and the records shall be made available
to District personnel upon request.

For the purposes of this condition, start-up shall be defined as the start-up process to’
bring the turbine to full successful operation.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(2)(1)-BACT, 12-6-2002]
[Devices subject to this condition: D1, D7, 313, D19]

The 98.16 LBS/MMCF NOx emission limit(s) shall only apply during turbine
commissioning during the interim reporting period to report RECLAIM emissions. The
interim reporting period shall not exceed 12 months from entry into RECLAIM.

[RULE 2012, 5-6-2005]

~ [Devices subject to this COI‘ld}t]On D1, D7, D13, D19}

The 11.65 LBS/MMCF NOX emission limit(s) shall only apply after turbme
commissioning during the interim repotting period to report RECLAIM emissions. -The
interim reporting pertod shall not exceed 12 months from entry into RECLAIM.

[RULE 2012, 5-6-2005] ‘

[Devices subject to this condition: D1, D7, D13, D19]

A195.1 The 2.5 PPMV NOX emission limit(s) is averaged over 60 minutes at 15 percent O2, dry.
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[RULE 1.703(a)(2) — PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005]
[Devices subject to this condition: D1, D7, D13, D19]
o A195.2 The 4.0 PPMV CO emission limit(s) is averaged over 60 minutes at 15 percent O2, dry.
[RULE 1703(a)}2) - PSD-BACT, 10-7-1988]
[Devices subject to this condition: D1, D7., D13, DI9]

-Al95.3 The 2.0 PPMV ROG emission limit(s) is averaged over 60 minutes at 15 percent 02, dry.

[RULE 1303(a)(1}-BACT, 5-10-1996: RULE 1303(a)(1)-BACT, 12-6-2002] |
_[Devices subject to this condition: DI, D7, D']3, D19]

A327.1 For the purpose of determining compliance with District Rulé 475', conﬁb:ustion
contaminant emissions may exceed the concentration limit or the mass emission limit
listed, butnot both limits at the same time. :

[RULE 475,710-8—1976; RULE 475, 8-7-1978] ‘ v
[Devices subject to this conditionf DI, D7, D13, D19]

B61.1 The dperator shall not use natural gas containing the following specified compounds:

___ Compound | Range | Grain per 100 sef
H2S | Greater than { 0.25

This concentration limit is an annual average based on monthly samples of natural
gas composition or gas supplier documentation. Gaseous fuel samples shall be tested
using District Method 307-91 for total sulfur calculated as H2S.

.

[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b}(2)-Offset, 12-6-2002]
{Devices subject to this condition; D1, D7, D13, D19]

DIi2.1 The operator shall install and maintain a(n) flow meter £o accurately indicate the fuel
usage being supplied to the turbine.

The operator shall also install and maintain-a device to continuously record the -
parameter being measured. ‘
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[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 2012, 5-6-
2005]

[Devices subject to this condition: D1, D7, D13, D19} -

D29.1 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutant(s) to be Required Test Averaging Time Test Location
tested Method(s)
: NOX emissions District Method 1 hour . | Qutlet of the SCR
100.1 : serving this equipment
CO emissions District Method: I hour Outlet of the SCR
‘ -100.1 ' serving this equipment
SOX emissions AQMD Not Applicable Fuel sample )
Laboratory ‘
Method 307-91 :
VOC emissions District Method I hour QOutlet of the SCR
253 g . serving this equipment
PM10 emissions District Method 5 | 4 hours Qutlet of the SCR
_ ' | serving this equipment
NH3 emissions District Method 1 hour Outlet of the SCR
207.1 and 5.3 0r "| serving this equipment
EPA Method 17

The test shall be conducted after AQMD approval of the source test protocol, but no
later than 180 days after initial start-up. The AQMD shall be notified.of the date and
time of the test at least 10 days prior to the test.

The test_shall be conducted in accordance with AQMD approved test protocol. The
protocol shall be submitted to the AQMD engineer no later than 45 days before the
proposed test date and shall be approved by the AQMD before the test commences.
The test protocol shall include the proposed operating conditions of the turbine during
the tests, the identity of the testing lab, a statement from the testing lab certifying that
it meets the criteria of Rule 304, and a descr:ptlon of all sampling and analytical
procedures. :

The test shall be conducted to determine the oxygen levels in the exhaust. In addition,
the tests shall measure the fuel flow rate (CFH), the ﬂue gas flow rate, and the turbine
generatmg output in- MW

The test shall be conducted when this equipment is operating at loads of 100, 75, and
50 percent, with the exception of PM10 testing. For PM10, the test shall be conducted
when this equipment is operating at a load of 100 percent.
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For natural gas fired turbines only, VOC compliance shall be demonstrated as follows:

a) Stack gas samples are extracted into Summa canisters maintaining a final canister
, pressure between 400-500 mm Hg absolute, b) Pressurization of canisters are done

with zero gas analyzed/certified to contain less than 0.05 ppmv total hydrocarbon as

carbon, and ¢} Analysis of canisters are per EPA Method TO-12 (with )

preconcentration) and temperature of canisters when extractmg samples for analysis is

not below 70 deg F.

The use of this alternative method for VOC compliance determination does not mean

that it is more accurate than AQMD Method 25.3, nor does it mean that it may be used

in lieu of AQMD Method 25.3 without prior approval except for the determination of
compliance with the VOC BACT level of 2.0 ppmv calculated as carbon for natural
gas fired turbines.

Because the VOC BACT level was set using data derived from various source test
results, this alternate VOC compliance method provides a fair comparison and
represents the best sampling and analysis technique for this purpose at this time. The
test results shall be reported with two significant digits.

' For the purpose of this condition, alternative test method may be allowed for each of
the above pollutants upon concurrence of AQMD, EPA and CARB.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-
Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 1703(a)(2)-PSD-BACT, 10-7-
. 1988; RULE 2005, 5-6-2005]

[Devices subject to this condition: D1 , D7, D13, D19]

D29.2 The operator shall conduct source test(s)‘ for the pollutant(s) identified below.

Pollutarit(s) to be Required Test Averaging Time Test Location
tested Method(s)

NH?3 emissions District method i hourr Outlet of the SCR
207.1and 5.3 or

EPA method 17

The test(s) shall be conducted at least quarterly during the first twelve months of
operation and at least annually thereafter. The AQMD shall be notified of the date
and time of the test at least 10 days prior to the test.

[f the turbine is not in operation during one quarter then no testing is required during *
-that quarter.

The NOx concentration, as determined by the CEMS, shall be simultaneously ‘
recorded during the ammonia slip test. If the CEMS is inoperabile, a test shall be

.serving this equipment
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conducted to determine the NOx emissions using District Method 100.1 measured
over a 60 minute averaging time penod.

The test shall be conducted and the results submitted to the District within 45 days
after the test date. o

The test shall be conducted to demonstrate compliance with the Rule 1303 .
concentration limit. :

+

[RULE 1303(a)(1>-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition: D1, D7, D13, D19]

D29.3  The operator shali conduct source test(s) for the pollutant(s) identified below.

Pollutant(s} to be Required Test Averaging Time | Test Location
tested Method(s) .
SOX emissions AQMD Laboratory Not Applicable | Fuel sample
Method 307-91 ‘ ‘
VOC emissions District Method 253 | 1 hour OQutlet of the SCR
serving this equipment
.. PM10 emissions ~District Method 5 4 hours Qutlet of the SCR
' serving this equipment

: \
The test shall be conducted at least once every three years. The AQMD shall be
notified of the date and time of the test at least 10 days prior to the test.

"The test shall be conducted to determine the oxygen levels in the exhaust. In addition,
the tests shall measure the fuel flow rate (CFR), the flue gas flow rate, and the turbine
generating output in MW,

The test shall be conducted in accordance with AQMD approved test protocol. The
protocol shall be submitted to the AQMD engineer no later than 45 days before the
proposed test date and shall be approved by the AQMD before the test commences.
The test protocol shall include the proposed operating conditions of the turbine during
the tests, the identity of the testing lab, a statement from the testing [ab certifying that
it meets the criteria of Rule 304, and a description of all sampling and analytical
procedures. . :

The test shall be conducted when this equipment is operating at loads of 100, 75, and
50 percent, with the exception of PM10 testing. For PM10, the test shall be conducted
when this equipment is operating at a load of 100 percent. .

\
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N

For natural gas fired turbines only, VOC compliance shall be demonstrated as follows:
a} Stack gas samples are extracted into Summa canisters maintaining a final canister
pressure between 400-500 mm Hg absolute, b} Pressurization of canisters are done
with zero gas analyzed/certified to contain less than 0.05 ppmv total hydrocarbon as
carbon, and ¢) Analysis of canisters are per EPA Method TO-12 (with
- preconcentration) and temperature of camsters when extractmg samples for anaiysxs is
not below 70 deg F. .
The use of this alternative method for VOC compliance determination does not mean
that it is more accurate than AQMD Method 25.3, nor does it meai that it may be used
in lieu of AQMD Method 25.3 without prior approval except for the determination of
compliance with the VOC BACT level of 2.0 ppmv calculated as carbon for natural
gas fired turbines.

Because the VOC BACT level was set using data derived from various source test -
results, this alternate VOC compliance method provides a fair comparison and
represents the best sampling and analysis technique for this purpose at this time. The
test results shall be reported with two significant digits. :

For the purposes of this condition, alternative test method may be allowed for each of
the above pollutants upon concurrence of AQMD, EPA, and CARB.

The test shall be condueted for compliance verification of the BACT VOC 2.0 ppmv
limit.

" [RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-
Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002: RULE 1703(a)(2)-PSD-BACT, 10-7-
1988]

J

[Devices subject to this condition: D1, D7, D13, D19]
D82.1 The operator shall install and maintain a CEMS to measure the following parameters:

CO concentration in ppmv

\
Concentrations shall be corrected to 15 percent oxygen on a dry basis. : v

The CEMS shall be installed and operating no later than 90 days after initial startup of
the turbine, in accordance with an approved AQMD Rule 218 CEMS plan application.
'The operator shall not install the CEMS prior to receiving initial approval from
- AQMD. Within two weeks of the turbine start-up, the operator shall provide written
notification to the District of the exact date of start-up.




+
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Dg2.2

E193.1

H23.1

. The CEMS shall be installed and operated to measure CO concentrations over a 15
minute averaging time period.
\ ' -

[RULE 1703(a)(2)-PSD-BACT, 10-7-1988; RULE 218, 8-7-1981; RULE 218, 5-14-1999]

[Devices subject to this condition: D1, D7, D13, DI19] -

The operator shall install and maintain a CEMS to measure the following paramefers:

NOx concentration in ppmyv

: ‘ /
Concentrations shall be corrected to 15 percent oxygen on a dry basis.

The CEMS shall be installed and operating no later than 90 days after initial start-up of
the turbine and shall comply with the requirements of Rule 2012. During the interim
period between the initial start-up and the provisional certification date of the CEMS, the
operator shall comply with the monitoring requirements of Rule 2012(h)(2) and
2012(h)3). Within two weeks of the turbine start-up date; the operator shall provide
written notification to the District of the exact date of start-up.

The CEMS shall be installed and operating (for BACT purposes only) no later than 90
days after initial start-up of the turbine.

[RULE l703(a)(2)—PSDQBACT, 10-7-1988; RULE 2005, 5-6-2005; RULE 2012, 5-6-2005] .
[Devices subject to this condition: D1, D7, D13, D19]

The operator shall upbn completion of construction, operate and maintain this equipment
according to the following specifications: :

In accordance with all air quality mitigation measures stipulated in the final
California Energy Commission decision for the 07-AFC-9 project. )

[CA PRC CEQA, 11-23-1970] -
[Devices subject to this condition: D1, C4, D7, C1¢, D13, Cl6, D19, C22, D25, D28; D29]

This equipment is subject to the applicable requirements of the following Rules or
Regulations:

Contaminant Rule Rule/Subpart
NOx 40CFR60, SUBPART KKKK
SOX 40CFR60, SUBPART KKKK

[40 CFR 60 Subpart KKKXK, 7-6-2006]
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[Devices subject to this condition: D1, D7, D13, D19]

1296.1 This equipment shall not be operated unless the operator demonstrates to the Executive
Officer that the facility holds sufficient RTCs to offset the prorated annual emissions
increase for the first compliance year of operation. In addition, this equipment shall not
be.operated unless the operator demonstrates to the Executive Officer that, at the
commencement of each compliance year after the first compliance year of operation, the
facility holds sufficient RTCs in an amount equal to the annual emissions increase.

To comply with this condition, the operator shall prior to the 1 compliance year hold
a minimum NOx RTCs of 9746 Ibs/yr. This condition shall apply during the 112
months of operation, commencmg with the initial operatton of the gas turbine.

To comply with this condition, the operator shall, prior to the beginning of all years -
subsequent to the 1% compliance year, hold a minimum of 6960 Ibs/yr of NOx RTCs
for the operation of the gas turbine.

In accordance with Rule 2005(f), unused RTCs may be sold only during the
reconciliation period for the fourth quarter of the applicable compliance year
inclusive of the 1¥ compliance year.

The condition shall apply to each turbine individually.
[RULE 2003, 5-6-2007]
[Devices subject to this condition: D1, D7, D13, D19]

K40.1 The operator shall provide to the District a source test report in accordance with the
following specifications:.

Source test results shall be submitted to the District no later than 60 days after the
source test was conducted.

Emission data shall be expressed in terms of concentration (ppmv} corrected to 15
percent oxygen (dry basis), mass rate (Ib/hr), and 1b/MMCF. In addition, solid PM
emissions, if required to be tested, shall also be reported in terms of grains/DSCF.

All exhaust flow rate shall be expressed in terms of dry standard cubic feet per minute
(DSCFM) and dry actual cubic feet per minute (DACFM).

All m01sture concentratron shall be expressed in terms of percent corrected to 15
percent oxygen.




SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT PAGES PAGE

121 ) 18
ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
476650, -651, -654, -656, - - 2/18/2009

657, -659, -660, -661, -663 -
665, -666, 481185

- APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY
: V. Lee

Source test results shall also include the oxygen levels in the exhaust, fuel flow rate
(CFH), the heating content of the fuel, the flue gas temperature, and the generator
power output {MW) under which the test was conducted.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1}-BACT, 12-6-2002; RULE 1303(b)(2)-
Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 1703(a}2)-PSD-BACT, 10 7-
1988; RULE 2005, 5-6- 2005]

[Devices $ubject to this condition: D1, D7, D13, D19]

- K67.1 The operator shall keep records in a manner approved by the District, for the .following
parameter(s) or item(s):

Natural gas fuel use during the commissioning period.
Natural gas fuel use aftf;r the commissioning period and prior to CEMS certification.
Natural gas fuel use after CEMS certification.
[RULE 2005, 5-6-2005] |
[Devices subject to this conditton: D1, D7, D13, D19] -
SCR/CO CATALYSTS

Al195.4 The 5 PPMV NH3 emission limit(s} is averaged over 60 minutes at 15% O2, dry basis.
The operator shall calculate and continuously record the NH3 slip concentration usmg the
following equation.

NH3 (ppmv) = [a~b*c/1 E+061* 1 E+06/b; where
a = NH3 injection rate (Ibs/hr)/17(1b/Ib-mol)
b = dry exhaust gas flow rate (scf/hr)/385.3 scf/lb-mol)
¢ = change in measured NOx across the SCR (ppmvd at 15%.02)

The operator shall install and maintain a NOx analyzer to measure the SCR inlet NOx
© ppmy accurate to plus or minus 5 percent calibrated at least once every twelve
months,

The NOx analyzer shall be installed and operated within 90 days of initial start-up.

The operator shall use the above described method or ‘another alternative method
“approved by the Executive Officer.
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The ammonia slip calculation procedures described above shall not be used for
compliance determination or emission information without corroborative data using
an approved reference method for the determination of ammonia.

" [RULE 1303(a)(i)— BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]
[Devices subject to this condition: C4, C10, C16, C22]

D122 The operator shall install and maintain a(n) flow meter to accurately indicate the flow rate
of the total hourly throughput of injected ammonia.

The operator shall also install and maintain a device to continuously record the
parameter being measured.

The measuring device or gauge shall be accurate to within plus or minus 5 percent. It
shall be calibrated once every 12 months.

The calibration records shall be kept on site and made available to District personnel
upon request.

The ammonia injection system shall be placed in full operation as so0n as the

minimum temperature at the outlet to the SCR reactor is reached. The minimum

temperature is 540 deg F.

The ammonia injection rate shall remain between 6.83 gal/hr and 16 gal/hr.
[RULE 1303(a)}(1} - BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition: C4, C10, C16, €22]

DI2 3 The operator shall install and maintain a(n) temperature gauge to accurately indicate the
temperature of the exhaust at the inlet to the SCR reactor.

The operator shall also install and maintain a device to contmuously record the -
parameter being measured.

The measuring device or gauge shall be accurate to within plus or minus 5 percent. It
shall be calibrated once every 12 months.

The catalyst temperature range shall remain between 665 deg F and 870 deg F.
The catalyst inlet temperature shall not exceed 870 deg F.

The témperature range requirement of this condition shall not apply during start-up
conditions of the turbine not to exceed 35 minutes per start-up. For this condition,
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" start-up shall be defined as the start-up process to bring the turbine to full successful
operation.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
1703(a)(2)-PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005]

[Devices subject to this condition: C4,C16, Cl6, C22]

D12.4 The operator shall install and maintain a(n) pressure gauge to accurately indicate the
differential pressure across the SCR catalyst bed in inches of water column.”

The operator shall also install and maintain a device to continuously record the
parameter being measured.

The measuring device or gauge shall be accurate to within plus or minus 5 percent. It
shall be calibrated once every 12 months.

The pressure drop across the catalyst shall not exceed 6 inches water column.

[RULE 1303(a)(1) - BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1703(a)(2)-
PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005)

[Devices subject to this condition: C4, C10, Cl6, C22]

E179.1 For the purpose of the following condition number(s), continuously record shall be
defined as recording at least once every hour and shall be calculated based upon the
average of the continuous monitoring for that hour.

Conditioﬁ Number D12-2
Condition Number D12-3

[RULE 1303(a)(1)— BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1703(a)(2)-
PSD-BACT, 10-7-1988; RULE 2005, 5-6-2005]

[Devices subject to this condition: C4, C10, C16, C22]
§

E179.2 For the purpose of the following condition number(s), continuous record shall be defined
as measuring at least once every month and shall be calculated based upon the average of
the continuous monitoring for that month.

Condition Number: D12-4 -

[RULE 1303(a)(1) - BACT, 5-10-1996; RULE 1303(a){1)-BACT, 12-6-2002; RULE 1703(a)(2)-
PSD-BACT, 10-7-1988; RULE 2003, 5-6-2003]

[Devices subject to this condition: C4,C10,Cl6, 622]
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E163.]

Cl.1

Dl2.5

E193.1

The operator shall upon completion of construction, operate and maintain this equipment
according to the following specifications:

In accordance with all air quality mitigation‘measures stipulated in the final
California Energy Commission decision for the 07-AFC-9 project.

[CA PRC CEQA, 11-23-1970]

[Devices subject -to this condition: D1, C4, D7, C10, D13, Cl6, D19, C22, D25, D28, D29]
BLACK START ENGINE

The operatbr shall limit the operating time to no more than 200 hour(s) in any one year.

'

The 200 hours in any one year shall include no more than 50 hours for maintenance
and performance testing.

The duration of each test shall not exceed 38 minutes in any one hour.

[RULE 1110.2, 2-1-2008; RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12:6-
2002; RULE 1401, 3-7-2008; RULE 1470, 6-1-2007; RULE 2012, 5- 6-2005; CA PRC CEQA,
11-23-1970; CA PRC CEQA, 11-23-1970]

[Devices subject to this condition: D25] -

The operator shall install and maintain a(n) non-resettable elapsed time meter to
accurately indicate the elapsed operating time of the engine.

[RULE 1110.2, 2-1-2008; RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-
2002; RULE 1401, 3-7-2008; RULE 1470, 6-1-2007; RULE 2012, 5~ 6-2005]

[Devices subject to this condition: D25] )

The operator shall upon completion of construction, operate and maintain this equipinent
according to the following specifications:

In accordance with all air quality mitigation measures stipulated in the final
California Energy Commission decision for the 07-AFC-9 project.

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition: D1, C4, D7, C10, D13, C16, D19, C22, D25, D28, D29]
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E193.2

E193.3

The operator shall operate and maintain this equ1pment according to the fol]owmg
requirements:

The operation of this engine beyond the 50 hours per year allotted for maintenance
and performance testing shall be allowed only in the event of a loss of grid power or
up to 30 minutes prior to a rotating outage, provided that the utility distribution

. company has ordered rotating outages in the control area where the engine is located
or has indicated that it expects to issue such an order at a certain time, and the engine
is located in a utility service block that is subject to the rotating outage.

Engine operation shall be terminated immediately after the utility distribution
company advises that a rotating outage'is no longer imminent or in effect.

This engine shall be operated for the primary purpose of prowdmn a back up source
of power to start a turbine.

[RULE 1110.2, 2-1-2008; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-
2002; RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002; RULE 1401, 3-
7-2008; RULE 1470, 6-1-2007; RULE 2012, 5- 6-2005]

[Devices subject to this condition: D25]

The operator shall operate and maintain this equipment according to the followmg
specifications;

The operator shall operate the diesel particulate filter system only with an operational
HiBACK data logging and alarm system with backpressure and temperature monitors.

The HiBACK data logging and alarm system shall be programmed to provide a red
warning signal and an audible alarm, whenever the engine backpressure reaches the
maximum allowable backpressure of 40 inchés of water. The engine backpressure shall
not exceed 40 inches of water in operation. ‘

The engine shall be operated at the load level required to achieve an engine exhaust gas
temperature of 572 deg F (300 deg C) for passive regeneration of the diesel partlculate
filter for at least 30% of the operating time.

A

. The engine shall not be operated below the passive regeneration temperature of 572 deg F

for more than 240 consecutive minutes.

The operator shall regenerate the diesel particulate filter after every 12 cold starts or
whenever a yellow warning signal indicating the backpressure is 10% below the
maximum allowable backpressure of 40 inches of water is received from the HiBACK
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alarm system, whichever occurs first. Filter regeneration is complete when the .
backpressure monitoring system indicates a2 normal backpressure reading.

. The engine shall be shut down and the diesel particulate filter shall be cleaned whenever

the backpressure reaches the maximum backpressure limit of 40 inches water. Cleaning
shall be performed according to the manufacturer’s recommendations in the installation

~and maintenance manual.

i}

After every 200 hours of normal engin_e operation, the operator shall inspect the integrity

- of the diesel particulate filter and, if neeessary, replace it.

12962

K67.2

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE ]303(&)(1)-BACT, 12-6-2002]

€

- [Devices subject to this condition: D25]

This eqmpment shall not be operated unless the operator demonstrates to the Executive
Officer that the facility holds sufficient RTCs to offset the prorated annual emissions
increase for the first compliance year of operation. In addition, this equipment shall not
be operated unless the operator demonstrates to the Executive Officer that, at the
commencement of each compliance year after the first compliance year of operation, the
facility holds sufficient RTCs in an amount equal to the annual emissions increase.

To comply with this condition, the operator shall prior to the 1*' compliance year hold
a minimum NOx RTCs of 2412 Ibs/yr. This condition shall apply during the 1*' 12
months of operation, commencing with the initial operation of the black start engine.

To comply with this condition, the operator shall, prior to the beginning of all years
subsequent to the 1% compliance year, hold a minimum of 2412 lbs/yr of NOx RTCs
for operation of the black start engine.

In accordance with Rule 2005(f), unused RTC’s may be sold only durmg the
reconciliation period for the fourth quarter of the appl icable compliance year
inclusive ofthe 1* compliance year.

[RULE 2005, 5-6-2005]
[Devices subject to this condition; D25]

The operator shall keep records, in a manner approved by the D1str1ct for the following
parameter(s) or item(s):

An engine“operating log shall be maintained which on a monthly basis shall list all -
engine operations in each of the following areas:

A. Emergency use hours of operation,
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B. Maintenance and testing hours, and
- C. Other operating hours, with a description of the reason for operation.

In addition, each time the engine 1s started manually, the log shall include the date of
operation and the timer reading in hours at the beginning and end of operation. The
log shall be kept for a minimum of five calendar years prior to the current year and
made available to District personnel upon request. The total hours of operation for
the previous calendar year shall be recorded some time during the first 15 days of

. January each year.

[RULE 1110.2, 2-1-2008]

{Devices subject to this condition: D25]

K67.3 The operator shall keep reéords, in a manner approved by the District, for the following
parameter(s) or item(s):

The operator shall maintain records of diesel particulate filter inspections,
replacements, and cleaning.

The operator shall maintain monthly records of the exhaust temperature, engine
backpressure, and date and time for the duty cycle of the engine as downloaded from

the HIBACK data logging and alarm system.

All records shall be maintained on file for a minimum of five years and made °
available to District personnel upon request.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]

[Devices subject to this condition; D25]
AMMONIA TANK

C157.1 The operator shall install and maintain a pressure relief valve set at 25 psig.
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]
[Devices subject to this condition: D28}

E144.1 The operator shall vent this equipment, during filling, only to the vessel from which it is
being filled. ) -

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002)

[Devices subject to this condition: D28§]
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E193.1 The operator shall upon completion of construction, dperate and maintain this equipment

K67.4

E193.1

according to the following specifications:

In accordance with all air quality mitigation measures stipulated in the final California
Energy Commission decision for the 07-AFC-9 project.

[CA PRC CEQA, 11-23-1970]

_[Devices subject to this condition: DI, C4, D7, C10, D13, C16, D19, C22, D25, D28, D29]

The operator shall keep records in a manner approved by the Executive Officer, for the
following parameten(s) or item(s):

The operator shall document an inspection each time the tank is filled to ensure the vapor
recovery equipment is consistently and properly used.

[RULE 1303(a)(1}-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]
[Devices subject to this condition: D28] -

OIL WATER SEPARATOR

The operator shall upon completion of construction, operate and maintain this equipment
according to the following specifications:

In accordance with all air quality mitigation measures stipulated in the final California
Energy Commission decision for the 07-AFC-9 project.

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition: D1, C4, D7, C10, D13, Cl6, D19, C22, D2§]

BACKGROUND AND FACILITY DESCRIPTION

Background ,
The Southern California Public Power Authority (SCPPA) is proposing to install a new natural

gas fired peaker power plant, Canyon Power Plant (CPP), nominally rated at 200 megawatts.
SCPPA is a consortium of municipalities and an irrigation district established by a Joint Powers
Agreement to develop, construct, and operate electric generation and transmission projects. ,
SCPPA will be the owner, but the City of Anaheim (COA) the sole participating member city,
will be the operator.
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The CPP will be strictly dedicated for generating power to serve the COA’s retail customers.
Current load/resource balances for the COA show a significant power shortage during the
summer period. As a result the output will be utilized to serve native load within the COA and to
meet resource adequacy requirements. '

Facility Description

The new power plant will consist of four (4) identical combustion-turbine-generators (CTGs) for
a total rated peak generating capacity of 1916-MMBTU/hr at 46 °F. The gas turbines will be
General Electric LM600OPC Sprint units. Each turbine will drive a generator rated at 50.95 MW.

Each of the proposed CTGs will be configured in simple cycle; therefore, there will be no heat’
recovery steam generators (HRSG), duct burners, or steam turbines used at this plant. The net
power generated, after deducting auxiliary power consumption, will be derived solely from the
four generators. Four identical selective catalytic reduction (SCR) systems and CO oxidation
catalysts will be utilized for control of NOx and CO emissions, respectively. One 10,000 gallon
ammonia (NH3) storage tank will store 19% aqueous ammonia which is part of the SCR process.
A 4-cell'mechanical draft evaporative chiller cooling tower will provide evaporative cooling for
the inlet air to the CTGs to augment power production, and will operate during all hours of
normal CTG operation. An 1141 bhp diesel emergency internal combustion engine (black start
engme) will be used to start up the plant in the event of a loss of grid power. An oil water
separator-will be used to collect equipment washwater and rainfall.

Proposed Site
The proposed site is in northeastern Anaheim at 3071 E. Miraloma Avenue. The 9-acre site is

located approximately 3.25 miles northeast of downtown Anaheim and 25 miles southeast of
downtown Los Angeles. The vicinity of the proposed project is a developed, industrial area
within Orange County. The principal land use for the site was food catering for a truck fleet,
formerly operated by Orange County Food Service. The on-site structures, including the
kltchen/warehousc building and maintenance garage, will be démolished as part of the CPP
project.

The project site is located in a commercial and industrial area. To the east are several
groundwater recharge facilities, including Kraemer Basin, operated and maintained by the
OCWD. Aldelphia has a communication tower located within the parcel immediately west of the
site. A fast food restaurant is located at the northwest corner of Kraemer Boulevard and East
Miraloma Avenue. Four residential units are located approximately 1,200-2,130 feet from the
center of the site. The closest residential unit is located approximately 1,200 feet west of the
center of the site. The closest residential complex is 2,350 feet from the site and located on the
southeast corner of Kramer Boulevard and Orangethorpe Avenue.

Below are the general vicinity aerial map for the proposed site, and a site plan showing the _
equipment layout.
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California Energy c ommission

The California Energy Commission (CEC) has the statutory responsibility for cemﬁcatlon of ¢
power plants rated at 50 MW and larger, including any related facilities such as transmission
lines, fuel supply lines, and water pipelines. The CEC's 12-month permitting process is a
certified regulatory program under the California Environmental Quality Act (CEQA) and
includes various opportunities for public and inter-agency participation. The CEC’s certification
process subsumes all requirements of local, regional, state, and federal agencies required for the
construction of a new plant. The CEC coordinates its review of the proposed facility with the
agencies that will be issuing permits to ensure that its certification incorporates the conditions that
are required by these various agencies. Asthe CPP will be rated at greater than 50 megawatts, it
is subject to the CEC’s 12-month certification process. As part of this process, SCPPA submitted
an application for certification (“AFC”) (07-AFC-9) to the CEC on December 28, 2007 seeking
certification for the new power plant.

District Applications Submitted ‘ :

. In addition to the CEC certification process, SCPPA submitted the following applications to the
District seeking Permits to Construct for the new power plant (URS Corp. provided support 1n
drafting the applications submitted to the CEC and the District.)

Table 1- Appllcatlons for Perml_ts to Construct Submltted to AQMD

“Appli ‘ “Submlttal ment Descrlptmn
(No: o Date ; ' Sch
476650 12/26/07 {301 1/08 Initial Title V. (1-20 devices) N/A $1,219.20
476651 — 12/26/07 1 3/11/08 GE LMé000PC Sprint Gas D $4071.37
MASTER . Turbine #1
FILE .
476634 12/26/07 | 3/11/08 SCR/CO Oxidation Catalyst #1 | C $2,94992
1476656 12/26/07 | 3/11/08 GE LM6000PC Sprint Gas D $2035.69
* Turbine #2 ‘ (50%--identical) -
476657 12/26/07 | 3/11/08 SCR/CO Oxidation Catalyst#2 | C - $ 147496
{50%--identical)
476659 12/26/07 | 3/11/08 GE LM6000PC Sprint Gas D . $2035.69
, . . Turbine #3 (50%--idéntical)
476660 12/26/07 | 3/11/08 SCR/CO Oxidation Catalyst #3 | C $ 147496
(50%--identical)
476661 12/26/07 | 3/11/08 GE LM6000PC Sprint Gas D £ 2035.69
Turbine #4 (50%--identical)
476663 12/26/07 | 3/11/08 SCR/CO Oxidation Catalyst#4 | C $ 1474.96
(50%-1dentical)
476665 12/26/07 | 3/11/08 Ammonia Storage Tank A $1,170.20
476666 12/26/07 | 3/11/08 Emergency ICE (Black Start B $ 1,865.02
: ] .- Engine)
481185 4/9/08 - 4/24/08 Oil Water Separator B $1,865.02
‘ Total | $23,672.67
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"The cooling tower is exempt from permitting pursuant to Rule 219(d)(3), which exempts water
cooling towers not used for evaporative cooling of process water or not used for evaporative
cooling of water from barometric jets or from barometric condensers and in which no chromium

- compounds are contained. (A check for $23,672.67 was submitted on 12/26/07, and a check for
$1865.02 was submitted on 4/9/08. The check for $23,672.67 included an overpayment of
$1,865.02 for the exempt cooling tower, which was refunded.)

Table lB——F ees in Addition to Permlt Processing Fees

Air Quality Analysis | $12,534.32 | Rule 301 Table HA—For Schedule D equipment {CTGs), the fee is

and Health Risk $3,926.52 + T&M. T&M = Time and Material charged at $112.30
Assessment : per hour above 35 hours. Air Quality Modeling Protocol review is
{charged to A/N. 10 hours, and Air Quality Analysis and Health Risk Assessment
476651) ' Review (three submittals) is 120 hours, for total of 130 hours.

$3926.52 + [(130 hr — 35 hr) x $112.30/ hr] = $14,595.02. However,
Table [IA states that the total combined fee for these reviews shall
not exceed $12,534.32.

Public Notice $1,397.57 | Rule 301 Table [IB—Footnote (a) states if Rule 212(g) and Title V

Preparation and notices are combined, pursuant to Rule 212¢h), only Rule 212(g)
Publication (charged publication fee applies. For Orange County, the fee for Rule 212(g)
to A/N 476651) ‘ Notice is $1,397.57.

Title. V Final Fee $804.60 Rule 301(I)(3}B) Title V FINAL Fee Table—For 1-20 devices
(charged to A/N - {counting C and D devices only), for time spent in excess of 8 hours,
476650) | for work on or after July I, 2008, the fee is $134.10/hr, up to a

maximum total fee of $16,371.06. For the engineering evaluation
and facility permit program input, the total hours spent to date are 14
hours. [{14 hr— 8 hr) x $134.10/hr = $804.60] This is not the final
total, . .

Total | $14,736.49 | ' : )

Changes of Project Scope

The eriginal scope of the applications, dated ]2/26/07 requ1red the access of PMyo priority
reserve credits from the Priority Reserve, which is governed by Rule 1309.1—Priority Reserve,
amended August 3, 2007, because the facility-wide PM,, emissions would have been greater than
4 TPY. VOC and SOx would have been exempt from requiring offsets pursuant to the Rule 1304
offset exemption for facility-wide emissions of VOC and SOx less than 4 TPY. At the time of
submittal of the applications, the adoption of the latest amendment to Rule 1309.1 was under
litigation. On July 28, 2008, the Superior Court of the State of California issued a writ of
mandate vacating the District’s approval of the Rule 1309.1 amendment and enjoining the District
from undertaking any action to further implement these rules pending CEQA compliance.
Because of the legal issues surrounding Rule 1309.1, the access of PM,, priority reserve credits.
no longer appeared to be a viable option for the CPP project. Accordingly, the applicant
proposed to reduce the annual operating hours and make other einissions related changes to
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reduce the annual PM,; emissions to below 4 TPY, thereby exempting the need for PM;, offsets
pursuant to the Rule 1304 offset exemption for facility-wide emissions of PM;, less than 4 TPY,

On September 12, 2008, the applicant submitted a “Revised Permit to Construct/Permit to ;o
Operate Application for the Canyon Power Plant,” dated September 2008, including revised '

- modeling that superseded all prior modeling, to reflect the reduced project scope (“revised

Application™). A letter, dated 9/18/08, was submitted by Steve Sciortino, the Integrated

Resources Manager for the City of Anaheim Public Utilities Department and the responsible

official for this project, formally requesting a change in scope to reduce the hours of operation.

" On October 30, 2008, the draft PDOC was sent to the applicant for preliminary review prior to

- commencement of the CEC, Title V and Rule 212(g) agency review and public notice periods.

- On'November 5, 2008, the applicant was informed that a further development of the Superior
Court decision was that the District cannot issue permits using any Rule 1304 offset exemptions,
including the exemption for facility-wide emissions of VOC, SOx, and PM; less than 4 TPY.
Consequently, the draft PDOC was placed on hold untll the applicant agreed to prowde emission
reduction credits (ERCs) for these poIlutants A

On November 14, 2008, the applicant met with District staff and legal counsel to discuss the
impact of this latest legal development on the project. The applicant was informed that before the
District may proceed with the draft PDOC, a letter from the City of Anaheim will be required that
indicated it intended to purchase and has included in its budget the funds to purchase the required
ERCs and that it has arranged with specific sellers for the purchase of these ERCs. 1f the
applicant proposes to make changes to the emissions, additional modeling would not be required
.if the proposed changes would result in decreased emission concentrations and decreased t0x1c
risk compared to the previous evaluation,

On November 26, 2008, Mr. Sciertino submitted a letter formally requesting a second change in
scope to further reduce the hours of operation and number of startups/shutdowns (“second revised
Application™) to minimize the number of ERCs that would be required. In addition, he submitted
a marked up copy of the draft PDOC that had been sent to them for review on-October 29, 2008.

The proposed scope will result in an increase in annual emissions for the turbines and cooling

" tower because-annual operating hours will increase. For the previous project scope, for each
turbine, the monthly emissions limits were based on the highest monthly emissions, which take
place in the summer. The annual emissions limits, however, limited VOC, PM,,, and SOx
emissions to less than 4 TPY to meet the offset exemption requirement, yet allow higher
utilization during the summer and lower utilization during the remainder of the year. For the new
proposed project scope, the monthly emissions limits have been reduced, but the annual emission
limits are now the monthly emissions limits multiplied by 12 months. With these new operating
restrictions, the annual operating schedule for each turbine and the cooling tower will increase.
This is the only change in emissions that would fequire re-modeling.
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On December 16, 2008, the applicant submitted a second revised modeling package to evaluate
the effect of the increased annual emissions for the criteria and toxic pollutants from the four
turbines and the cooling tower. For Rule 1303 compliance, AERMOD was re-run for pollutants
with annual averaging times (PMyy, NO,, and SO,) for the increased criteria pollutant emissions
from each turbine. For Rule 1401 compliance, the HARP analyses were re-conducted to predict
the new cancer risk and chronic non-cancer health index for the increased toxic émissions from
‘gach turbine and the cooling tower.

On December 19, 2008, the applicant submitted a copy of the transaction confirmation
documentation for the purchase of the required emission reduction credits for VOC, PM,, and
SOx. Some of the emission reduction credits for PM;o were in the form of short term credits.
Since the short term credits are valid for all years into perpetuity, they will be converted into
emission reduction credits by the District as part of the change of title process.

On January 6 2009, the applicant submitted a second revised Table 3-5—Durattons and Criteria
Pollutant Emissions for Commissioning of a Single CTG, along with an analySIs regardmg the
reasons for the.corrections, Since these changes do not result in an increase in modeled
emissions, re-modeling is not required.

Annual Operating Schedule

The annual operating schedule per turbine is shown in the tab]e below. The original application
requested 1001.5 hours with 129 startups and shutdowns for normal operations for both the -
commissioning year and Subsequent normal operating years, and an additional 156 hours for
commissioning for the commissioning year only

The revised Application requested 446 hours with 129 startups and shutdowns for normal
operations for the commissioning year, 602 hours with 129 startups and shutdowns for normal

operations for subsequent normal operating years, and an additional 156 hours for commissioning’

for the commissioning year only. : 4

The second rewsed Application requested, for a normal operatmg year, 90 hours of operation and -

20 startups and shutdowns per month, which sets the maximum monthly emissions for VOC,
SOx, and PM,; for which emission reduction credits will be provided: This translates into 1080
hours of operation and 240 startups and shutdowns per vear. For the commissioning year, the

. second revised Application requested 156 hours for commissioning. Further, the monthly
emissions for the commissioning period will not exceed the maximum monthly emissions for
VOC, SOx, and PM,y during normal operation. Based on those criteria, the maximum number of
normal operating hours will be less than 990 hours. '
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Table 2--Proposed Annual Operating Schedules Per _Turbme

Commlssm'"‘ng
Normal Operations, Not 1001-5" 446" < 990" hours 10015 602° 1080° hours
Including Start-ups and Shut- o
- downs ‘ )
Start-up 429" 2407 starts (35 niin/start) 429™7 240 starts (35 min/start)
Shutdown .| 429 240° shutdowns (10 129"% 2407 shutdowns (10 .
min/shutdown) min/shutdown) -

Normal Operations, including | 189825" 542.35* <1170° hours 1098251 698-75" 1260 hours
Start-ups and Shut-downs .

Commlssmmng . 156" hours 0" hours

Original application, 12/26/07

Revised application, 9/12/08
- Second revised application, 11/26/08

Commissioning of each turbine will occur during the first year of operation only

R

- Major Source/RECLAIM/ Title VFaczh.ry
The CPP will be a major source under Regulation XII because facility NOx emissions for both
the commissioning year and subsequent normal operating years will be greater than the 10 TPY
major source threshold for NOx. The major source threshoids and the correspondmg facility
emissions are summarized in the table below.

The major source thresholds and the corresponding facility emissions are summarized in the tab]e
~ below.

Table 3—Major Source Apphcablhty

- Major Sourc hreshold - ﬂFamllty Em:sswns‘
(TPY) |

NOx 10 ' 2070tpy/15 13tpy

CO 50 14.40 tpy / 12.08 tpy

VOC 10 3.10 tpy / 3.10 tpy

.| PM10. 70 7.0 tpy / 7.18 tpy
SOx 100 ' 0.80 tpy / 0.82 tpy
! ]l:ln:)‘innual emissions for the commissioning year and the normal operating year areﬁfrom Tables 26 and 27, respectwely

The CPP is both a RECLAIM and Title V facility. CPP has opted into RECLAIM at this time
since the NOx emissions are anticipated to be over 4 TPY. CPP is Title 'V because it will be a

. major source, and because it will be subject to the federal Acid Rain provisions as it will operate
CTGs rated at above 25 MW.
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PROCESS DESCRIPTION
1. AN 476651, 476656, 476659, 476661—Compiession Turbine Generators Nos, | -

The four new smlple cycle CTGs will be natural gas-fired General Electric LMGOOOPC

Sprint Combustion Turbine Generators, rated at 50.95 MW. The LM6000 is a 2-shaft

engine derived from the CF6-80C2 jet aircraft engine. The CTGs are equipped with

evaporative inlet air cooling and water injection into the combustion zone. The inlet

combustion air will be cooled via a chiller cooling tower system to increase turbine

performance during high ambient temperature conditions. The CTGs also will have

water injection spray evaporative inter-cooling between the low-pressure and high-

pressure compressor secttons as well as-to the inlét of the low-pressure compressor to

increase turbine performance.

The water injection into the combustor also will suppress flame temperature and reduce

the 1-hour average NOx concentration to 25 ppmvd at 15% oxygen prior to entry into the

SCR. Asdiscussed below, the SCR catalyst with ammonia injection will further reduce

the NOx emissions to 2.3 ppmv, 1-hour average, dry basis at 15% O2, which is lower .
than the 2.5 ppmv BACT limit. _ . A : ' .

General Discussion of LM6000 :
The LM6000 gas turbine is essentially an aeroderivative turbine, meaning that it is a
dual-rotor, “direct drive” gas turbine, derived from the CF6-80C2, high-bypass, turbofan
aircraft engine. The LM6000 takes advantage of its parent aircraft engine’s low-pressure
rotor operating speed of approximately 3,600 rpm. The low-pressure rotor is the driven-
equipment driver, providing for direct coupling of the gas turbine low-pressure system to
the load (the electrical generator). The LM6000 gas turbine consists of a five-stage low-
pressure compressor; a 14-stage high-pressure compressor, which includes six variable-
geometry stages; an annular combustor with 30 individually replaceable fuel nozzles; a
two-stage, air-cooled high-pressure turbine; and a five-stage low-pressure turbine with an
overall pressure ratio of approximately 29 to 1. The LM6000 gas turbine has two.
concentric rotor shafts: the low pressure (LP) compressor and turbine form the LP rotor,
and the high pressure (HP) compressor-and turbine form the HP rotor. The LM6000 is
equipped with an evaporative cooling system that will be used for ¢ooling the combustion
air, and each unit will use the LP turbine to power the output shaft with a direct coupling
to the 3600-rpm generator for 60 Hz power generation. The generator is a synchronous,
two-pole cylindrical rotor generator with forced air-cooling.

For purposes of performance, and to assist prospective buyers, the International
Organization for Standardization (1SO) has developed a set of conditions for rating and
- comparing gas turbine engines. 1SO conditions are as follows: ’
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Table 4--1SO Condltlons

“Parameters’ I Specifications
~ Ambient Temperature 15°C (59°F)
Barometric Pressure ' 14.70 psia (29.92 inches of Hg)
Relative Humidity : ' 60% '
Elevation Sea level

General Discussion of the Brayton Power Cycle -

There are two power cycles that are generally used in the generatlon of electricity with
turbines: the Rankine cycle (steam turbines), and the Brayton cycle (gas turbines). The
Rankine cycle is used in most base load power plants which involve a combined cycle
configuration as opposed to a simple cycle configuration. The Brayton cycle is the power
cycle used for gas turbines, often used in peaking applications, as is the case with the

- CPP’s proposed nominal 200 MW power plant. The Brayton cycle is an open cycle
where ambient air is compressed to high temperature and pressure before it is fed to the
combustion chamber. In the combustion chamber, the air-fuel mixture is ignited,
dramatically increasing the temperature of the mixture. These hot gases are then

" expanded in a turbine, which can be coupled to an electric generator, as is the case with
the CPP.

The LM6000 gas turbine operating on the Brayton Cycle configured with its dual
coneentric rotor shafts is shown in the generalized diagrams below, but the specific
diagram configuration may vary slightly due to the use of the SPRINT technology.

!

Open Brayton Cycle with a Dual Rotor Shaft Arrangement

High pressure
turbing

Low pressure
turbine.

- ‘|Load

Exhaust .

Alr.in

Compressor Turbine
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The above discussion focuses on the basics of the GE LM6000 gas turbine. However, the
CPP 1s proposing to install a modified version of the LM6000. The four gas turbines that
will be installed at the CPP are General Electric’s LM6000PC Sprint model. The
LM6000PC Sprint model is a more efficient engine due primarily to the incorporation of
SPRINT iechnology. A discussion of the principles of SPRINT technology is provided
below.

Discussion of SPRINT Technology
Unlike most gas turbines, the LM6000 is primarily controlled by the compressor
discharge temperature in lieu of the turbine inlet temperature. Some of the compressor
discharge air is then used to cool high-pressure turbine components. SPRINT, which
stahds for “spray intercooled” reduces compressor discharge temperature thereby
allowing advancement of the throttle to significantly enhance power by 9 percent at [SO
conditions and greater than 20 percent at 90°F (32 °C) ambient temperatures. The -
L.M6000 Sprint system is composed of atomized water injection at both low-pressure
compressor (LPC} and high-pressure compressor (HPC) inlet plenums. This is

. accomplished by using a high-pressure compressor, eighth-stage bleed air to feed two air
manifolds, water-injection manifolds and sets of spray nozzles, where the water droplets
are sufficiently atomized before injection at both LPC and HPC inlet plenﬁms. Benefits
of LM6000 Sprint generator-set include a generation capacity of up to 50 MW,
development of full power within 10 minutes of start-up, multiple uses {peaking power,
base loading, cycling), dual fuel capacity (distillate or natural gas), easy on-site
maintenance, higher efficiency (~40%) than their heavy duty Frame counterparts (~32-
34%).. In summary, SPRINT technology uses spray intercooling to boost the power
output of the basic LM6000 gas turbine by significantly increasing the mass airflow

™~
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through cooling of the air during the compression process. Typical results range from
approximately 9% more power output at ISO conditions to approximately-20% more
power output on days when the ambient temperature is around 90°F. Therefore, as
ambient temperature rises, the benefits of SPRINT technology become more significant.

Technical Specifications

The following table lists the technical specifications for the LM6000PC Sprint CTG

Table 5—Combustion Turbine Generation Spec1ﬁcat10ns

Parameters | Specifications ..

Manufacturer General Electric

Model LMG6000PC Sprint

Fuel Type Public Utility Commission (PUC) Quality Natural Gas

Natural Gas Heating Value

1,012 BTU/scf

Gas Turbine Heat input, HHV

4792 MMBTU/hr at 46°F inlet with chlller

Maximum Fuel Consumption

475,000 SCFH*

Maximum Gas Turbine Exhaust Flow

215,000 DSCFM

Gas Turbine Exhaust Temperature

840 °F

Exhaust Moisture

12.5%

Maximum Gas Turbine Power Generation

50.95 MW gross

Net Plant Heat Rate, LHV

8842 BTU/KW-hr

Net Plant Heat Rate, HHV

9797 BTU/kW-hr

Net Plant Efficiency, LHV

38.6% LHY

Unabated NOx Emission Rate

25 ppmvd @ 15% Q2

1
2

Values in this table are on a per-turbine basis.
Represents the maximum possible fuel consumption of the CTG, based on 479.2 MMBTU/hr heat input and 1,012

BTU/scf fuel heat content. However, the emission calculations will be based on a worst-case operating scenario
as identified by the applicant, which may result in a lower fuel usage depending on the ambient temperature, the
employment and rate of intercooling, water injection rates. and electrical load generated.

Electrical [nterconnection and Process Water Supply

The net power generated by the CPP will be transmitted to COA’s 69 kV transmission
system though an onsite SF6 gas-insulated switchyard. A small amount of electrical
power will be utilized onsite to power auxiliaries such as gas compressors, chillers,
pumps, fans, and facility electrical loads including lighting and HVAC systems. Four

new underground 69 kV circuits will leave the site.

Two will proceed underneath and to

the south side of East Miraloma Avenue approximately 100 feet to rise up and connect to
the existing 69 kV overhead Vermont-Yorba lines via two new transition structures. The
second two 69 kV underground circuits will proceed eastward approximately 4,000 feet
in East Miraloma Avenue, turn south on Miller, then proceed approximately 3,000 feet to
connect to the Dowling-Yorba 69 kV line at East La Palma Avenue,

The CPP will require process water primarily for the production of high purity
demineralized and deionized water for CTG NOx injection, chilled water system cooling
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tower makeup, and miscellaneous plant domestic services. The process water will be
recycled water supplied from the Orange County groundwater replenishment system
(GWRS) via a new 2,185-foot-long, 14-inch pipeline utilizing a new offsite booster pump
station. The water pipeline will run east of the site on the north side of Fast Miraloma
Avenue for 1,850 feet to the new pumping station located north of the curb in the COA-
owned easement of East Miraloma Avenue, then north 210 feet in new easement from the
Orange County Water District (OCWD), then 125 feet easterly in new easement to the
GWRS line on the western side of the Carbon Canyon Diversion Channel. There, it will
connect to the 60-inch-diameter GWRS recycled water line at an existing 36-inch stub
up. Water filtration and demineralization equipment will be used to make high-quality
deionized water to operate the CTG water injection systems, CTG water wash, and CTG
Sprint systems.

2. A/N 476654, 476657, 476660, 476663—Selective Catalytic Reduction/CO Oxidation
Catalyst Systems Nos. 1-4
Each CTG will be equtpped with a selective catalytic reductlon/CO oxidation cataiyst
system.

s CO Oxidation Catalyst .
The CO oxidation catalyst, located between the CTG and the SCR, will be used to
control CO and VOC emissions. The catalyst will reduce CO emissions to 4 ppmv
and the VOC-to 2 ppmv, both 1-hour averages, dry basis at 15% O,.

The following table lists the technical specifications for the CO oxidation catalyst.

Table 6 - CO Oxidation Catalyst

‘Catalyst Properties o S_peciﬁcations_
Manufacturer Englehard/BASF
Model Camet, washcoat on ss foil substrate
Catalyst Type ‘ Pt on Al
Catalyst Life 10,000 hours or3 years
Space Velocity 210,000 hr'!

Catalyst Volume 110 ft’

CO removal efficiency 75% or greater

CO at stack outlet 4.0 ppmvd at 15% O,
| VOC at stack outlet 2.0 ppmvd at 15% O,

Minimum Operating Temperature 500°F

Exhaust gas velocity 11.7 ft/s

‘e Selective Catalvtic Reduction
The SCR catalyst will use ammonia injection in the presence of the catalyst to further
reduce the NOx concentration in the exhaust gases, Diluted ammonia vapor will be
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injected into the exhaust gas stream via a grid of nozzles located upstream of the
catalyst. The resulting reaction will reduce NOx to elemental nitrogen and water,
resulting in NOx concentrations in the exhaust gas at no greater than 2.3 ppmv at
15% O2 on a 1-hour average. The ammonia-slip will be limited to 5 ppmvd at 15%
0O2. Each SCR will be vented through a dedlcated stack, which is 11.7 ft diameter
and 86 ft high.

The ammonia injection is initiated after the thermocouple at the outlet of the NOx
catalyst has a reading of 540°F or higher. The minimum temperature is required to
protect the catalyst face from ammonia salt formation and deposition on a cold
catalyst. (See condition D12.2.) The catalyst is designed for a temperature range of
the specified operating scenarios, which range from 665°F at cold ambient/turndown
up to a controlled temperature of 850°F (= 20°F). The catalyst is designed for
continwous operation up to 870°F, with no more than 500 hours between 870°F and
932°F, and no more than 4 hours between 932°F and 1022°F. Prolonged operation
for hours greater than indicated will reduce the catalyst’s life expectancy and
performance capability. (See condition D12.3.} The maximum expected pressure
drop across the catalyst, based on the specified operating cases, is 6 inches w.c. (See
condition D12.4.) The specified operating cases allow for a variation of ammonia
flow rate from 52.8 Ib/hr (6.83 gal/hr based on specific gravity of 0.9277) up to 124
Ib/hr (16.03 gal/hr), based on 19% aqueous ammonia. (See condition D12.2.)

The following table lists the technical speciﬁcations for the SCR.

Table 7 - Selectwe Catalytlc Reduction Specifications

;;;Catalyst Bmpertles R O Y Speuf catlons S
Manufacturer Cormetech
Catalyst Description Homogeneous extruded honeycomb with Ti-V-W
Catalyst Model No. CMHT-21
Catalyst Volume : » 1,012 ff
Reactor Dimensions 18 ft wide x 25 fttall x 2.5 ft deep

Earliest of 10,000 hrs from first gas in or 66

G teed Lift
varanieed Lie months from contracted. dellvery

Space Velocity | L 720,000 hr'

Area Velocity 39,600

Ammonia Injection Rate 52.8-123.8 Ib/hr

Ammaonia Slip ' | 5 ppm, 1 hour average at 15% O2
NOx removal efficiency >90%

NOx at stack outlet ' 2.3 ppmv at 15% Oy

Exhaust Temperature ' | 740-840°F

Pressure Drop ‘ 6 inches water column




SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT |~ PAGES PAGE

. : ‘ 121 40
ENGINEERING AND COMPLIANCE DIVISION APPL. NO. -DATE
' 476650, -651, -654, -656, - 2/18/2009

657,-659, -660, -661, -663,-

665, -666, 481185 :

APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY
V. Lee

. _g‘formance and Catalyst sze Warrantzev
o Performance Warranty
The applicant has contracted with General Electric to provide four power blocks,
which each are comprised of a LM6000PC Sprint CTG, associated control
equipment, and CEM. GE provided a guarantee, dated 6/26/08, for controlled
emissions levels, which are shown in the table below.

Table 8 ~-Warranted Emissions for Control _Systems
‘ ' f;Warranted Emission

2.3 ppmvd at 15% O,

"6 ppmvd at 15% O,

2 ppmvd at 15% O,

3 Ib/hr

5 ppmvd at 15% 02, dry ba31s

CO--The warranted emission rate of 6 ppmv-is the same as the currettt :
BACT/LAER limit. The District, however, has determined that 4 ppmvd at
15% O2 is now sufficiently well demonstrated to be achieved in practice for
simple cycle gas turbines, The applicant has confirmed with GE that the
proposed CTGs will be able to meet the 4 ppmvd, but GE will not be
providing a performance guarantee for that level. The i issuance of the P/Cs
will be based on 4 ppmvd

VOC, and NH:--The warranted emission rates are the same as the BACT/LLAER
limits.

NOx— The warranted emission rate of 2.3 ppmvd is lower than the 2.5 ppmvd
BACT/LAER limit. The 2.3 ppmvd corresponds to the limit of 0.080
Ib/MW-hr, corrected to ISO conditions, which was required by
1309.1(b)(5)(A)(iii). As explained above, Rule 1309.1 is no longer
applicable. The emissions calculations, the interim RECLAIM emission
factor that will be used after commissioning but before CEMS
certification, and the number of RTCs required, however, are based on
the 2.3 ppmvd.

PM;,—BACT/LAER requires the use of use of PUC quality natural gas with
sulfur content less than or equal to 1 grain/100 scf, but does not specify
an emission limit. The warranted emission rate of 3 1b/hr corresponds to
the limit of 0.060 Ib/MW-hr, corrected to ISO conditions, which was
_ required by Rule 1309.1(b)(S)A)iii). As explamed above, Rule 1309 1
is no longer applicable.
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o Catalyst L ife Warranties '
The applicant provided a copy of the CO catalyst warranty and the NOx catalyst
warranty. Both catalysts are guaranteed for a term of 5 years.

3. A/N 476665--Ammonia Storage Tank ,
The 10,000-gallon ammonia tank will provide ammonia.to the four SCRs. Aqueous
ammonia, }9% by weight, will be delivered by tanker truck. The maximum number of
deliveries will be three per month, with each shipment varying between 6000 and 7000
gallons. The filling takes approximately 30 minutes. The filling losses will be controlled
by a vapor return line to the delivery vehicle. '

The tank will be a pressure vessel with a pressure relief valve set at 25 psig. Breathing
losses are not expected under normal operating conditions, because the total vapor | |
‘pressure of 19% aqueous ammonia at 80 deg F is 5.85 psia. '

Each SCR will be equipped with an ammonia vaplorizationfinject.ion skid. The aqueous
ammonia will be vaporized, sprayed upstream of the SCR catalyst, and thoroughly
mixing with the exhaust gas prior to entering the catalyst.

4. AN 476666—Emergency ICE (Black Start Engine)
The [CE, Caterpillar, Model C-27, rated-at 1141 BHP and fired on diesel, will serve as a
black start engine. This engine is certified by the AQMD as an EPA Tier 2 engine. until
12/31/2010. The engine is required to be permitted, rather than registered, because CPP
is a RECLAIM/Title V facility.

The black start engine will be used only in emergency situations where grid power from
the COA’s 69 kV system is unavailable to start the CTGs. The black start engine will
provide power to the turbine starter motors. Once the turbines are started and begin
providing power to the grid, the black start engine is shut down.

The applicant initially requested 12 hours for engine testing and maintenanée, with no
limit for emergency operation. When explained that AQMD rules limit operation of an
emergency ICE to 200 hours per year, the applicant accepted a 200 hours per year limit.

The engine will be controlled by a diesel particulate filter (dpf), which is required by
LAER. The proposed CleanATR Systems, Inc. PERMIT™ dpf, Model FDA225, is
designed to control emissions from diesel engines. The proposed dpf will consist of 2
filters, each 15 inches diameter by 15 inches long. This dpf system is verified by CARB
under Executive Order DE-05-002-01 to reduce emissions of diese! particulate matter
“consistent with a Level 3 device (greater than or equal to 85 percent reduction), with the
use of low sulfur diesel with 15 ppm or lower sulfur content. As the dpf is CARB
verified, a source test is not required. ‘Thus, with the dpf, the PM emissions from the

engine will be reduced from 0.15 g/bhp-hr to 0.0225 g/bhp-hr. (Although the CleanAIR |

Systems literature asserts VOC and CO are reduced by greater than 90%, this evaluation
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will not be based on those reductions because emissions reductions are CARB verified
for PM only.)

The dpf, consisting of a catalyzed cordierite ceramic honeycomb with hundreds of
parallel channels, is designed to reduce emissions of particulate (smoke), carbon
monoxide and hydrocarbon. The catalyst on the ceramic walls oxidizes carbon monoxide
into carbon dioxide, and hydrocarbons into water and carbon dioxide. The arrangement
of the channels is such that the exhaust gases carrying the carbon particles are forced
through the fine pores of the walls, which filter out the particles. As the carbon particles
are collected on the eeramic walls, the backpressure on the engine will increase. if the
temperature of the exhaust is equal to or greater than 300 °C (572 °F) for 30% of the duty
cycle, the catalyst interacts with the collected particulates to burn the particulates into
carbon dioxide and water vapor, which passes through the dpf. The process is calied
regeneration and cleans the dpf. -

The CARB verification letter, dated 11/6/06, states that CleanAIR must install the
HiBACK, a backpressure monitor, and indicator light on all engines fitted with a
PERMIT™. The HiBACK is a microprocessor-based data logger and alarm system that
records time, exhaust backpressure, and temperature while at the same time monitoring
regeneration performance. The HIBACK will alert the operator if the filter is plugging,
thus causing excessive backpressure on the engine. The backpressure must not exceed
the specified limit set by the engine manufacturer, which is 40 inches of water for this
engine.

- The unit has three backpressure alarm outputs available. All outputs are programmable
and pre-set before the unit is delivered.

. Output 1: Triggers a yellow LED. This output is set 10% below the maximum
recommended backpressure and allows the user time to analyze data and service
the dpf if needed.

Discussion: Condition no. E193.3 incorporates the use of this output by
requiring regeneration when a yellow warmning signal is received.

. - Output 2: Set at the maximum recommended backpressure limit. When this
level is reached a red LED is tlluminated. User must shut down and service the
dpf.

Discussion: Condition E193.3 incorporates the use of this output. This condition
requires the engine to be shut down and the dpf cleaned whenever the maximum
backpressure is reached. - :
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Output 3: A voltage output that can be used to interface with the engine ECM to
initiate a power de-rating mode, turn on an audible alarm, or send a signaltoa
remote operator. ’

Discussion: Condition E193.3 incorporates the use of this output. An audible
alarm will be turned on whenever the maximum backpressure is reached.

Further, CARB Executive Order DE-05-002-01 sets forth operational conditions to which |
the verification.is subject. Compliance with each condition is discussed below.

a..

The PM emission rate is 0.2 g/bhp-hr or less to the inlet of the dqu.‘
Discussion: The certified PM emission rate for this engine’is 0.06 g/bhp-hr.

Thé fuel is California diesel fuel with less than or equal to 15 ppm sulfur.

Discussion: Facility condition F14.1 implements this requirement.

The maximum consecutive minutes at idle is 240 minutes.
Discussion: Condition E193.3 implements this requirement.

The number of 10 minute idle sessions before regeneration is recommended is 12
consecutive sessions, and before regeneration is required is 24.

Discussion: Condition E193.3 implements this requirement.

For filtér regeneration, the engine must operate at a load level to achieve
sufficient exhaust temperature (300 °C) for regeneration for 30% of the operating
time or 2 hours, which is longer. '

Discussion: Condition E193.3 implements this requirement. According to
Caterpillar, at 10% load, the exhaust temperature is expected to be 279 deg C.
According to the applicant, the engine will be capable of paralleling with plant
bus and therefore a load can be imposed on the engine during maintenance
operations. Since the stack temperature will not reach the minimum 300 deg C
until the load is above approximately 15% load, the procedure will be to load the
unit to 30% load (approximate exhaust temperature 390 deg C) to ensure
complete catalyst regeneration. (The two hour requirement is not included in
condition E193.3, because the engine is expected to be operated with the engine
exhaust at or above 300 deg C 100% of the time and because-it is limited to 38
minutes of operation in any one hour by condition C1.1.)

The number of hours of operation before cleaning or disposal of the filter is
required 1s up to 5000 hours under normal operating conditions.
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Discussion: As the cleaning to remove ash depends on the specific application
and may occur before 5000 hours, condition E193.3 requires cleaning whenever
the backpressure reaches the allowable maximum limit. The condition also
requires a filter inspection and replacement, if necessary, after 200 hours of
operation, which is equal to the allowed number of hours of operation per year.
Over time, the filter may plug as it traps noncombustible ash such as calcium,
from the lube oil.

5. A/N 481185—0il Water Separator
" The oil water separator will be an-underground storage tanl\ which will receive

equipment washwater and stormwater that may be collected within several bermed areas.
The equipment enclosed by the bermed areas will include the aqueous ammonia tank,
four generator step-up transformers, five compressors, two service transformers and two

* station transformers. The valve allowing water to drain into the separator will normally
be in a closed position. The water will only be allowed to drain into the separator after a
visual inspection by the operator determines there is no oil sheen or otherindication of a
significant content of petroleum or other hazardous materials. If such materials are found
to be present, a hazardous materials contractor will be contacted to come to the site and
properly dispose of the captured liquid. After passing though the oil-water separator, the

* wastewater will flow into the sewer system.

The throughput is estimated at 55,000 gal/year, with a maximum emulsified oil content
conservatively estimated as 10% by volume. The throughput is based on the average
annual rainfall plus a quantity for equipment washing,

6. Rule 219 Exempt--Cooling Tower
. A mechanical draft evaporative chiiler cooling tower with a total of four cells will
provide evaporative cooling for the inlet air to the CTGs to augment power production.
The tower is exempt from permitting pursuant to Rule 219(d)(3), which exempts water
cooling towers not used for evaporative cooling of process water and in which no -
chromium compounds are contained.

Rule 219(s)(2) provides an exception from the exemption when the risks are greater than
I"in a million. PM,, is released from the cooling tower through drift, which is water
entrained by and carried with the air as fine droplets. The water droplets evaporate and
leave the dissolved solids as PM |y emissions. As the analysis of the source water for the
cooling tower identified trace levels of toxic inorganic particles, the applicant provided a
‘health risk assessment for the cooling tower that indicates the risk is 0.0365 in a million.
As the health risk assessment has been approved by the District’s modeling group, the
cooling tower is exempt from permitting.




SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT | PAGES PAGE
' : ’ 121 45
ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
476650, -651, -634, 656, - 2/18/2009
657, -659, -660, -661, -663 -
665, -666, 481185
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY
V. Lee

EMISSIONS CALCULATIONS

1. A/N 476651, 476656, 476659, 476661 —Compression Turbine Generators Nos. 1 -4

The CTGs will emit combustion emissions consisting of the five criteria pollutants and
toxics. The four CTGs will have identical emissions.

a. Criteria Pollutants
s Warst Case Operating Scenario
‘To determine the worst case operating scenario that yields the highest controlled
emissions, the applicant provided nine operating scenarios corresponding to a full
range of possible turbine loads and ambient temperatures, which bound the
expected normal operating range of each proposed CTG. The nine scenarios are
presented in the revised Application in Table 3-2 (Revised)}—!-Hour Operating
Emission Rates and Stack Parameters for Individual CTG Operating Load
Scenarios on pg 3-3, supplemented by the “Turbine Operating Scenarios” table in
Appendix B. ‘This information is summarized in the two tables immediately -
below.
Table 9 - Operating Scenarios _
__Case No. 1 Y |3 | 4 1 50 6 7 8 . 9.
Ambient 109 109 109 59 59 59 38 38 38
Temperature
CF)
Stack 11.67 | 11.67 | 11.67 | 11.67 | 11.67 |11.67 |11.67 | 1167 | 11.67
Diameter (ft)
Exhaust 1,066,554 | 907936 | 764,619 | 1,080,197 - 963857 | 832416 | 1085651 | 992555 | £67.866
Flow (Ib/hr)
CTG Load 100 75 50 100 75 50 100 75 50
Level (%) : . . '
Evaporative | ON ON NONE | ON NONE | NONE | NONE | NONE | NONE
Cooler ’
Exhaust 841.6 | 8589 |832.6 |838.6 7855 |7542 |836.7 |7599 |[7104
Temperature : ' : o
(OF) . .
Exit 5461.0 | 4710.7 | 3888.0 | 5518.1 { 47224 | 39759 | 5537.9 | 4763.1 | 3995.7
Velocity, - :
fty/minute

The operating scenarios are for three load conditions (50%, 75%, and 100%) at
three ambient temperatures (38 °F, 59 °F, and 109 °F), with or without
evaporative cooling of the inlet air to the turbines. For each scenario, GE
provided the average hourly controlled emission rates, and stack and operating
parameters for normal operation. ‘
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The five cases that resulted in the highest controlled emission rates are
summarized in the table below.

_Table 10 - Worst Case Op

erating Scen

arios, Normal Operation

: : - , 1 2 4 S5 -7
Ambient Temperature, °F 109 109 59 59 38
CTG Load Level (%) 100 75 100 |75 100
Evaporative Coaoler ON ON ON . NONE NONE
Heat Consumed, 4273 341.6 “433.6" 342.5 432.3
(MMBTU/hr) — LHV L '
Heat Consumed, 473.6 378.6 480.6 379.6 479.2
(MMBTU/hr) — HHV i ‘

Turbine Qutlet Temperature | 841.6 858.9 838.6 785.5 836.7
(°F)

Average Emissions Rates, ths/hr
NOx at 2.32 ppmvd BACT | 3.99 3.19 4.05 3.2 4.03
CO at 4.0 ppmvd BACT 4.19 3.34 4.24 3.34 4.23
VOC at 2.0 ppmvd BACT 1.19 0.95 1.20- 0.95 1.20
PM,g 2.95 2.36 3.00 . 237 2.99
SO, short-term rate 1.34 1.07 1.36 1107 1.35
(1 grain/100 dscf)
SO; long-term rate 0.33 0.27 0.34 0.27 0.34
(0.25 grain/100 dscf) : ' v '
NH; at 5 ppmvd BACT 3.59 2.86 3.64 2.83 3.59

Case 4 is the worst case operating scenario. These emissions rates are the same
as BACT limits and correspond to the performance warranty levels, with the
exception of CO. CO is at 4 ppmvd which is lower than the BACT limit and
performance warranty level of 6 ppmvd.

o Four Operational Modes

CTGs operate in four operational modes: commissioning, start-up, normal
operation, and shutdown. The emissions from the four operating modes are
calculated differently, but all will be based on the operating parameters for case

4.

The following table provides an explanation of the four operating modes.

odes of the CTGs

Mode

Table 11--Operating M

Description

Commissioning

Commissioning is a one time event that occurs following installation of a
CTG and prior to commercial operation. The facility follows a systematic
approach to optimize the performance of a CTG and associated control
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equipment.

Start-up

Start-up occurs each time a CTG is started up. Start up emissions are higher
than normal operation emissions because the control equipment has not
reached optimal temperature to control to BACT levels.

‘Normal
Operation

Normal operation occurs after the CTGs and the control equipment are
working optimally. NOX is controlled to 2.3 ppmvd, CO to 4.0 ppmvd, and

VOCto 2.0 ppmvd all at 15% O,.

Shutdewn

Shutdown occurs each time a CTG is shut down. It starts at the initiation of
the turbine shutdown sequence and ends with the cessation of CTG firing,
Typically, during the shutdown process, the emission rates will be less than
during the start-up process but may be slightly greater than during normal
operation because both H;O injection into the CTGs and NH; injection into
the SCR reactor have ceased operation, but the catalysts remain at elevated
temperatures and continue controlling for a portion of the shutdown.

Commissioning

‘Commissioning is performed immediately after installation of each CTG to

optimize the operation of the tarbomachinety and combustors, and to
optimize and test the SCR/CO catalysts. The commissioning will be
performed in a defined series of tests that will be conducted as follows.

¢  First fire the unit and then shutdown to check for leaks, etc.
Synch and check emergency stop (e-stop)

Addtitional automatic voltage regulator (AVR) commissioning
Break-in run ‘

SPRINT
® Base load AVR commissioming

The NOx, CO, and VOC emission rates are higher during the commissioning
period because the combustors may not be optimally tuned and the emissions
are only partially abated as the water injection, CO catalyst, and SCR catalyst

~ are installed and tested in stages. The total emissions, however, will depend

on the load levels; which are typically less than 100%. The PM, and SO,
emission rates are the same as during normal operation, as these pollutants
are not controlled.

Worst-case turbine commissioning emissions were estimated by assuming
the control efficiency of the control systems will be zero during the
commissioning tests. After consultation with GE, the PM,;, emissions rate

Dynamic commissioning of AVR and commission water injection and *
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during commissioning was reduced from 4 1b/hr to 3 Ib/hr i in the revised
Application.

For the second revised application, the applicant provided the duration.and
corresponding pollutant emission rates of each commissioning activity for a
single CTG in Table 3-5 (Second Revised, revised on 1/05/09)—Durations
and Criteria Pollutant Emissions for Commissioning of a Single CTG in a
letter, dated January 6, 2009. This table corrected typographical errors in
fuel use levels and VOC emissions levels, reduced the sulfur content from an
erroneously high 0.82 gr/100 scfto 0.25 gr/100 scf, and adjusted the PM;,
emissions for operating load. This table is reproduced below.

‘Table 12

Activity.

Duratwns and Crlterla Pollutant EmlSSIOIlS for Commlssmnmg of a Smgle CTG

: Output
(hours) - atlSO

regulator (AVR)

“T0.0840 20371

1. First fire the 24 Ci
unit and then Co
shutdown to

check for leaks,

atc. .
2. Synch and 18 Sl 00849 15278 694 199271 150 617 20 9.2 1.0
chack e-stop ' . > .
3. Additional 18 5% 0.1050 1.8906 726 213499 261 329 8 114 13
automatic :

voltage .

199,271';5 —

commissioning . : :
4. Break-in run- 12 5% . 01050 1.2604 726 218499 174 219 5 76 09
5. Dynamic 60 10- 0.1216 - 17.2168 M3- 239475 1636 819 42 1038 117
commissioning 100% 0.4644 843 -

of AVR and . 513,911

Commission :

water injection

and SPRINT . ‘ ' K

8. Base load 24 100% 0.4644 11.1449 843 513911 1023 409 30 672 .76
AVR

commissioning

Total 156 35.0777 3443 3213 132 2115 239 |
emissions
during
commissioning
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Notes:

After SCR catalyst installation, the NOx emissions would be reduced by 82%, this applies 1o aclivities 2-6, thus NOx emissions presented in this
| table will be reduced by 82%. .

After CO catalyst installation, the CO emissions would be reduced by 85%, this applies o activities 2-6, thus CO emissions presented in this
table will be reduced by 85%. r :

CTG = combustion turbine generator :

AVR = automatic voltage regulator”

SCR = selective catalylic reduction

At15G = ambient temperature of 53 °F; relative humidity of 60%, and sea level

Cl ="core idle mode of turbine operation, no load placed on unit

S| = synch idle mod of turbine operation, no load placed on unit

Commissioning Hours--The applicant initially requested 104 hours for
‘commissioning of each CTG, which will occur over a period not to exceed
one month for each unit and up to four months for all units. To allow
flexibility, the applicant subsequently requested 156 hours for the
commissioning of each CTG which will occur over a period of a little
-gver a month to 2.5 months in order to comply with the monthly
emission limits for VOC, PM10, and SOx in condition A63.1. The h
commission for all four units may take up to six months. The 156-hour
commissioning period is reflected in the table above.

For the purpose of modeling, all four CTGs were conservatively assumed to
undergo worst-case commissioning testing simultaneously, although each .
CTG is expected to be tested individually. The results indicate that all four
CTGs may undergo testing without causing the NO, or CO ambient
standards to be exceeded.
AN

- o Stari-up / Shutdown of CTCs
Start-ups begin with the initial firing and continue until each unit complies
with the permitted emission concentration limits. Durmg Start—up operations,
the turbine operates at elevated NOx, CO, and VOC average concentration
rates due to the phased -in effectiveness of the SCR reactor and CO oxidation
catalysts.

Shutdowns begin with the initiation of the turbine shutdown sequence and
end with the cessation of turbine firing. Upon initiation of the shutdown
process, water and ammonia injection will be discontinued. Thus, the
emission rates will be less than during the start-up process but may be
slightly greater than during normal operatlon because the catalysts remain at
elevated temperatures.

'

Startup/Shutdown Cycles, Annual and Monthly--The applicant initially
requested 514 startup/shutdown cycles per year arhong all four turbines, with
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an average of 128.5 cycles per vear. As the NSR rules will not allow
bubbling of emissions among turbines, the applicant agreed to 129
startup/shutdown cycles per year for each turbine, for both the
commissioning year and subsequent normal operating years. Subsequently,
the second revised Application requested a change to 240
startup/shutdown cycles per year for each turbine for all years. In
addition, a monthly emissions limit is required pursuant to Rule 1313(g) to
establish a basis for calculating offset requirements. The applicant initially
requested 124 startup/shutdown cycles per month among all four turbines,
but agreed to a maximum of 31 startup/shutdown cycles per month for each
/ turbine for all years. Subsequently, the second revised Application
~ requested a change to 20 startup/shutdown cycles per month for each
turbine for all years.

Startup Duration—The applicant initially requested 20 minutes per start-up
but subsequently increased the duration to 35 minutes per start-up event.
The applicant initially requested the maximum hourly turbine startup
emissions to accommodate a full start-up sequence of 20 minutes, later
increased to 35 minutes, with the remainder of the hour consisting of normal
operations. To allow flexibility, the applicant subsequently requested an
increase in the maximum hourly turbine startup emissions to accommodate a
full startup sequence of 35 minutes, followed immediately by a turbine trip, a
five minute purge period during which no fuel is burned, and the first 20
minutes of a restart sequence.

Shutdown Duratioh——The applicant initially requested 8 minutes per
shutdown but subsequently increased the duration to 10 minutes per shut-
down event. :
Startup/Shutdown Emissions—The applicant provided two tables—Revised
72-Minute Sequence of Normal, Startup and Emission Control with Turbine
Trip and Restart, and Pollutant Emissions for a 10-Minute Shutdown
Sequence for Individual Turbine--showing the minute-by-minute emissions
for startups and shutdowns, respectively, in Appendix E of the revised
Application. The relevant information is summarized in the two tables
immediately below.
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| Startup and Shut Down Conditions--Condition nos. A99.1, A99.2, and A99.3

limit each startup to 35 minutes, each shutdown to 10 minutes, and the
number of startups and shutdowns to 240 per year.” The conditions also set
the emissions limits for NOx, CO, and ROG, respectively, for an hour which
includes a full start-up sequence of 35 minutes, followed immediately by a
turbine trip, a five minute purge period during which no fuel is burned, and
the first 20 minutes of a restart sequence. The limits are from Table 13
above for cumulative emissions at 60 minutes. (The air quality modeling for
the 1-hr averaging time for the start-up scenarios reflect these hourly
emission rates for NOx {14.27 lb/hr) and CO (6.3 Ib/hr).) These conditions

_also set the emissions limits for NOx, CO, and ROG, respectively for an

hour which includes a shutdown The limits are from Table 14B below.

Table 14B~—-Emlsswns for Hour that Includes a Shutdown

50 minutes | . | Hourly Eniissions fo

E'N(__)rmal Operatmg g_'Hour with a Shut
Hourly Eniissions:. |50, Minutes of Normal Operatlo

405 X 50/’60 3375 407 ...................

4.24 x50/60=3.53 | 4.15

vOocC 1.2x50/60=1.0 1.27 .
PMy 0.18 3.0x50/60=2.5 2.68
SO, 0.02 0.34 x 50/60=0.28 | 0.3

Normal Operation

The emissions during normal operations are assumed to be fully controfled to
Best Available Control Technology (BACT) levels, and exclude emissions
due to commissioning, start up and shutdown periods, which are not subject
to BACT levels.

Operating Hours, Annual and Monthly--The applicant initially requested
4006 hours of normal operation per year among all four turbines, excluding
start-up and shut-down time. As the NSR rules will not allow bubbling of
emissions among turbines, the applicant agreed to 1001.5 hrs per year of
normal operation for each turbine. The revised Application reduced the
annual operating hours for each turbine to 446 hours for the commissioning
year and to 602 hours for subsequent normal operating vears. (The number
of annual operating hours proposed for the commissioning year is lower than
that for the subsequent normal operating years to ensure that the facility-wide
PM, emissions remain at slightly below 4 TPY for all years.)
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Subsequently, the second revised Application revised the annual
operating hours for each turbine to 1080 hours per year for a normal
operating year, but did not request a limit for the commissioning year.
For the commissioning year, the actual number of normal operating
hours will depend on the actual duration of the commissioning because
the total emissions per month from commissioning and/or normal
operations will be limited by condition A63.1. The maximum number of
normal operating hours will be less than 990 hours, based on 11 months
of normal operations with a maximum of 90 hours per month. The
reason is that, for VOC only, the total commissioning emissions of 132
pounds will be higher than the limit of 129 pounds set by condition
A63.1 for a normal operating month. Thus, commissioning activities, if
a full 156 hours is required, will be required to carry over to the next
month (one day) once the VOC emissions reach the monthly limit of 129
Ib/month. '

A monthly emissions limit is required pursuant to Rule 1313(g) to establish a
basis for calculating offset requirements. The applicant initially requested
279 hrs per month of normal operation for each turbine. Subsequently, the
second revised Application requested 90 hrs per month of normal
operation for each turbine. '

o Overview of Emissions Calculations ‘
The emissions calculations for a power plant are complex because the emissions
from the four operating modes must be included. The following sections will
discuss hourly emissions, startup and shutdown emissions, daily emissions,
monthly emissions, and annual emissions, as well as emission factors and permit
condition limits. Finally, offset requirements for peaker plants and the
calculation of NSR entries will be discussed.

e Hourly Emission Rates/Emission Factors , -
Commissioning ,
As indicated in Table 12 above, the hourly emissions rate will vary
depending on the stage of the commissioning and is not required to be
determined. -~ ;

The commissioning period emission factors, however, are required for
condition no. A63.1 for VOC, PM10, and SOX, and condition no. A99 .4 for
NOx. For each pollutant, the emission factor is the total emissions for the
commissioning period divided by the total fuel usage for the commissioning
period, both of which are from Table 12 above. The table below shows the
derivation of the emissions factors.
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Table IS—Commlssmnmg Emlsswn Factors

YOC 3.76
PMyg 6.03
SOx 1 0.68

Normal Operation
The maximum controlled hourly emission rates for normal operations that

. will be used to calculate turbine emissions are summarized in the table

below. The emission rates are taken from Table 10 above for Case 4.

Table 16 — Maximum Hourly Emissions, Normal Operations, per CTG

_ Pollutants

Emlssmn Rate,

NO at 2 3 ppmvd
CO at 4.0 ppmvd

VOCat 2.0 ppmvd

PMyo

S0; at 0.25 grain/100 dscf
NH; at 5 ppinivd 3.64 o

For emissions calculations, the emissions rate for SO2 at 0.25 gr/100 dscf is
used because that 1s the average natural gas sulfur content. Confirmation of

this concentration limit is ensured by condition B61.1. The 1 gr/100 dscfis

the maximum sulfur content that Southern California Gas Co. may legally
provide.

Startup and Shutdown Emissions
The emissions per startup and shutdown events that will be used to calculate
turbine emissions are summarized below in the table below.

Table 17 — Startup and Shutdown Emissions, per CTG

Pollutants. - _Startup, Ibs/event | Shutdown, lbs/event.
NOx 10.09 0.69

co . 4.10 10.62

VOC .79 , 0.27

PMy 1.29 0.18

SOx at 0.25 gr/100 dscf [ 0.14 0.02
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For startups, the Ibs/event are taken from Table 13 above for cumulative
emissions at 35 minutes, which is the duration of a startup.

" For shutdowns, the lbs/event are taken from Table 14A above for cumulative.

emissions at 10 minutes, which is the duration of a shutdown.

Daily Emissions per Turbine’

The maximum daily emissions for normal operations are calculated to
determine whether public notice is required under Rule 212(c)(2). Condition
A63.1, however, will limit monthly emissions, not daily emissions. The -

monthly emissions limits establish a basis for calculating offset requirements. -

Commissioning Month

The maximum daily emissions for the commissioning month are not
necessary to be determined.

Normal Operating Month .
The maximum controlled daily emissions for normal operations are shown in

-the table below. These emissions are based on 22.5 hours normal operation

and 2 startups (35-minute events) and 2 shutdowns (10-minute events). The
normal operation emission rates are from Table 16, and the startup and
shutdown emissions per event are from Table 17,

Table 18——Max1mum Daily Emlssmns, per CTG

-Pollutants |’ No.of - Ib/startup No.of ‘| Maximam:™
e , - : RPN Shut!c_loyvn_. Daily,»
NOx 2 10.09 2 0.69 112.69

CO 22.5 2 4.10 2 0.62 104.84
VOC 22.5 2 0.79 2 0.27 29.12
PMj. 225 . 2 '1.29 2 .18 70.44
SOx. 22.5 2 | 0.14 |2 0.02 7.97

Maximum Daily Emlsstom tb/day = (no. normal operating hours) (normal emission rate)

+ (no. startups) {Ib/startup) + (no. shuldowns) (lb/shutdov»n)

Monthly Emissions per T urbine

Commissioning Month

The second revised Application requested that the maximum VOC, SOx, and
PM;; in any one month during the commissioning period not exceed the
maximum emissions during a normal operating month. The maximum
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emissions during a normal opé¢rating month are shown in Table 20, below,
and will establish offset requirements. These maximum monthly emissions
are reflected in condition A63.1 as 129 Ib/month VOC, 299 Ib/month PM;,,
and 34 Ib/month SOx. The total commissioning emissions are found in Table
12, above, under “Total emissions during commissioning,” which is totalized
to 156 hours. The total commissioning emissions are 132 1b VOC, 211.5 1b
PM,q, and 23.9 1b SOx. The total commissioning emissions will be higher .
than the maximum normal operating month emissions for VOC, but not for ~
SOx and PMjo. Thus, commissioning activities will be required to carry over
to the next month (one day} ¢ once the VOC emissions reach the monthly limit
of 129 Ib/month.

The maximum montth emissions during the commissioning period are
shown in Table 19, below. These emissions are calculated by adjusting the

total commissioning emissions from Table 12 such that the VOC emissions

meet the 129 pounds limit.

Table 19 ~Maximum Monthly Emissions, Commlssmnmg, per CTG

‘Pollutants ;:'Commlssmnmg Emlssmns, e
Lo oA Ibsimioith L
NOX 3443 x 129/132 3364 75
1CO 3213 x 129/132 = 3139.98
VOC 132 x 129/132=129
PMo 211.5 x 129/132 = 206.69
50, 23.9%x 129/132=2336

Normal Operating Month -
The maximum normal operatmg month emissions are shown in the table
below.

Table 20—Max1mum Monthly Emlssmns, Normal Operations, per CTG

=Pollutants

‘Normal * | Ne. of ~
(;)p_gratmn_. Startups

No.of. .-~ lb/shutdown |- Maximum™
O Shutdowns : _Monthly

/ 7 ]B}:'ihonth
NOx 4,05 20 . 10.09 420 0.69 580.10
CO 90 4.24 20 4.10 20 0.62 476.00
VOC 90 1.2 20 0.79 20 0.27 129.20
PM;; 90 3.00 20 1.29 20 0.18 299.40
SOx 90 '

0.34 20 0.14 20 0.02 33.80
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Maximum Monthly Emissions, 1b/day = (no. normal operating hours) (normal emission rate):

+(no. startups) (Ib/startup) + (no. shutdowns) (lb/shutdown)

These emissions are based on the maximum of 90 hours normal operation
and 20 startups and shutdowns per CTG requested by the appllcant This
translates to 105 hr max/month.

(The public notice will include a table of maximum monthly emissions. For
ammornia, the maximum monthly emissions are 382.2 {b/month, '
conservatively assuming that the ammonia is flowing at a constant rate of
3.64 1b/hr throughout the entire start-up and shutdown events. [Calculated as
(3.64 Ib/hr) (105 hr max/month}= 382.2 Ib/month]) '

Permit Conditions—Monthly Emissions Limits

Condition A63.1 specifies the monthly emissions limits for VOC, PM,,, and
SOx because Rule 1313(g) requires a monthly emission limit for non-
attainment pollutants to establish a basis for calculating offset requirements.
A meonthly limit is not required for CO because it is in attainment and not a
precursor to any nonattainment pollutant. A monthly limit is not required for
NOx because the number of RECLAIM RTCs required are determined on an
annual basis.

The maximum monthly emissions limits will be based on a normal operating
month pursuant to the second revised Application. Since the commissioning

* period may take up to 2.5 months, there may be a month during which both

commissioning and normal operations take place. The applicant has stated
that the maximum normal month emissions, based on 90 hours and 20
startups and shutdowns, will be sufficient to cover a month in which
commissioning and normal operations overlap. Thus condition A63.1 will
limit VOC emissicns to 129 Ib/month, PMy, to 299 Ib/month, and SO, to 34
ib/month.

Annual Emissions per Turbine
Commissioning Year -
The maximum commissioning year emissions can be calculated by adding
the maximum commissioning month emissions from Table 19 to emissions
for eleven months of normal operations from Table 21, as enforced by
condition A63.1. The reason is that the commissioning can be accomplished
in one month with a carryover to the next month {one day) and still meet the
monthly limits for all months. (Table 22 has been removed because it has
been consolidated into Table 21.)

1
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1

Table 21 -Maximum Annual Emlsswns, Commlssmnmg Year, per CTG

“Pollutants: fCommlssmmng Year Emissions; lb/yr .-, 500 &
NO, 3364.75 Ib/commissioning month + (11 months) {580.1 lb/month) 9745.85 Ib/yr (4.87 tpy)
Cco 3139.98 Ib/commissioning month + (11 months) (476 Ib/month) = 8375.98 Ib/yr (4.19 tpy)
VOC 129 Ib/commissioning month + (11 months) (129 Ib/month) = 1548  1b/yr (0.77 tpy)
PM,, 206.69 Ib/commissioning month + (11 months) (299 lb/month) = 3495.69 Ib/yr (1.75 tpy)
SO, 23.36 Ib/commissioning month + (11 months) (34 Ib/month) = 397.36 Ib/yr (0.2 tpy)
Normal ODeratmg Year
The maximum normal operating year emissions are shown in the table
- below. The emissions are calculated by multiplying the maximum monthly
emissions from Table 20, as enforced by condition A63.1, by 12 months.
Table 23 —-Maximum Annual Emissions, Normal Operating Year,
with Emissions Factors, per CTG
- Pollutants | Maximum Monthly Maximum Annual Emissions, Emission Factors,
.| Emissions, Ib/month Ib/yr Ib/mmecf
NOx 580 6960 Ib/yr (3.48 tpy) 11.65
CO 476 5712 Iblyr  (2.86 tpy) 9.57
VOC 129 1548 Ib/yr  (0.77 tpy) 2.59
PMq 299 3588 Ib/yr (1.79 tpy) - 6.03
SOx 34 408 Ib/yr  (0.20 tpy) 0.68

" The table above also shows the normal operating emission factors, which are
required for condition nos. A63 I for VOC, PMy,, and. SOX, and condition

no. A99.5 for NOx.

Emission Factor, Ibs/mmcf = (Ibs/yr) x (yr/1260 hrs) x (2.11 he/mmef)

The 2.11 hr/fmmef is calculated as 913 Btuw/scf (LHV) / 433.6 MMBtu/hr
(LHV), with both values provided by the applicant.

Permit Conditions—Annual Emissions Limits

For NOx, condition 1296.1 sets forth the RTCs required for the
commissioning year and subsequent normal operating years. From Table 21
above, the RTCs required for the commissioning year are 9746 Ib/yr. From
Table 23 above, the RTCs required for subsequent normal operating years

are 6960 Ib/yr.
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For VOC, PMjg, and SOx, a permit condition to explicitly limit annual
emissions is.not necessary. The annual emissions limits are the monthly
emissions limits set forth in condition A63.1 multiplied by twelve months.

o Offset Requirements/NSR Entries
The offset requirements for the different pollutants are described below.

VOC., SOx. and PMj,

Rule 1303(b)(2) requires a net emission increase in emissions of any
nonattainment air contaminant from a new source to be offset unless exempt
from offset requirements pursuant to Rule 1304. Rule 1304{d)(1)(A)
provides, in part, that any new facility that has a potential to emit less than 4
tons per year for VOC, SOx, or PMy; shall be exempt from offsets for those
pollutants that are under the threshold. As discussed above, Rule 1304
exemptions, however, are not currently available because of the recent court
decision. Therefore, CPP will be required to provide ¢mission reduction
credits (ERCs) for all increases in emissions for these pollutants.

The amount of offsets required for each pollutant is determined using the 30-
day average. The 30-day average is based on the higher of the emissions for
a commissioning month or a normal operating month. According to the
second revised Application, the emissions for the commissioning month now
will be no higher than the emissions for a normal operating month. The
offset ratio for emission reduction credits (ERCs) is 1.2-to-1. The applicant is
required to hold the required amount of ERCs before the Permits to
Construct may be issued. (As discussed above, priority reserve credits
(PRCs) are not available because of the court decision on Rule 1309.1.)

co
Since CO is an attainment pollutant and is not a precursor to any
nonattainment pollutant, offsets are not required.

- NOx :
The facility has opted into RECLAIM. Rule 2205(b)(2) requires a new
facility to sufficient RTCs to offset the total facility emissions for the first
year of operation, at a 1-to-1 ratio. Specifically, equipment shall not be
operated unless the facility holds sufficient RTCs to offset the prorated
annual emissions increase for the first compliance year of operation. Further,

" the equipment shall not be operated unless at the commencement.of each
compliance year after the first compliance year of operation, the facility
holds sufficient RTCs in an amount equal to the annual emissions increase.
Thus, the emissions during the initial commissioning year and the emissions
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during subsequent normal operating years are required to be calculated to
determine the number of RTCs required.

The NSR entries are calculated below.

@]

Operating Schedule
Operating Schedule: 52 wks/yr, 7 days/wk, 24 hrs/day
(Actual operating schedule will depend on the need for operation.)

" The maximum monthly emissions for each CTG are from Table 20,

above.

The emissions ca]culatlons are for each CTG--

@]

NO,
Abctual controlled = 2.32 ppm = 4.05 Ib/hr

Actual uncontrolled = 25 ppm with water injection = 43.64 lb/hr

(provided by Express Integrated Technologies)

To calculate control efﬁc1ency
' Control efficiency = [(43.64 — 4.05)/43.64] x 100% =90.72%

To calculate R2:
Lb/day = [580.1 Ib/month (see Table 20)] (month/30 days)
= 19.34 Ib/day
Lb/hr= (19 34 ib/day) (day/24 hr) = 0.81 Ib/hr

30-DA = (0.81 Ib/hr) (24 hr/day) = 19.44 lbfday (from NSR Data
Summary Sheet)

To calculate Rl

- Lb/day, uncontrolied = (19.34 lb/day) / (1-0.9072) = 208 41 lb/day

Lb/hr, uncontrolled = (208.41 Ib/day) (day/24 hr) = 8.68 lb/hr

- Number of RTCs required:

Condition 1296.1 sets forth the RTCs reqmred for the COmmlssmnmg

year and subsequent normal operating years.

From Table 21 above, the RTCs required for the commissioning year

are 9746 Ib/yr.

From Table 23 above, the RTCs required for subsequent norma!
operating years are 6960 lb/yr.
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o CO

Actual controlled = 4.0 ppm = 4.24 Ib/hr
Actual uncontrolted = 53 ppm (provided by Express [ntegrated
Technologies) = 56.18 lb/hr

To calculate control efﬁmency
Control efﬁmency {(56.18 — 4. 24)/56 18] x 100% = 92.45%

To calculate R2:
Lb/day = [476 Ib/month (Table 20)} (monthf’30 days)
=15.87 Ib/day :

‘Lb/hr = (15.87 Ib/day) (day/24 hr) = 0.66 lb/hr

30-DA = (0.66 Ib/hr) (24 hr/day) = 15.84 Ib/day (from NSR Data
Summary Sheet)

To calculate R1:
- Lb/day, uncontrolled = (15.87 Ib/day) /(1-0.9245) = 210.20 Ib/day
' Lb/hr, uncontrolled = (210.20 Ib/day) (day/24 hr) = 8.76 Ib/hr -

ERCs required: None because CO is in attainment.

o ROG
Actual controlled = 2.0 ppm = 1.2 Ib/hr

Actual uncontrolled = 3 ppm (provided by Express Integrated
Technologies) = 1.8 Ib/hr

T'o calculate control efficiency:
Control efficiency = [(1.8 - 1. 2)/1 8] x 100% =33.33%

To calculate R2:
Lb/day = [129.2 Ib/month (Table 20)} (month/30 days)
=431 Ib/day

Lb/hr =(4.31 Ib/day) (day/24 hr) = 0.18 Ib/hr

30-DA = (0.18 Ib/hr) (24 hr/day) = 4.32 lb/day (from NSR Data
Summary Sheet) )

To calculate R1:
Lb/day, uncontrolied = (4.31 lb/day) /(1-0.3333) = 6.46 1b/day
Lb/hr, uncontrolled = (6.46 Ib/day) (day/24 hr) = 0.27 Ib/hr
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O

ERCs required = (4.32 lb/day) (1.2) =5.18 lb/day -2 5 Ib/day

.. Note: The emissions rate, e.g. 4,32 Ib/day is no Ionger rounded before

the 1.2 offset ratio is applied, pursuant to a clarification in District
policy.

PM

Actual controlled = Actual uncontrolled 3 Ib/hr
Thus, control efficiency = 0%

To calculate R2 and R1;

Lb/day = [299.4 Ib/month (Table 20)] (month/30 days)
=9.98 Ib/day

Lb/hr = (9.98 Ib/day) (day/24 hr) = 0.42 [b/hr

30-DA = (042 Ib/hr) (24 hr/day) = 10.08 Ib/day (from NSR Data
Summary Sheet)

ERCs required = (10.08 Ib/day) (1.2) = 12.10 Ib/day = 12 Ib/day
SO
Actual controlled = Actual uncontrolled = 0.34 [b/hr
(based on 0.25 gr/100 scf average natural gas sulfur content)
Thus, control efficiency is (0%.

To caleulate R2 and R1:

Lb/day = [33.8 Ib/month (Table 20)] (month/30 days)
=1.13 Ib/day

Lb/hr = (1.13 Ib/day) (day/24 hr) = 0.047 Ib/hr

30-DA = (0.05 1b/hr) (24 hr) = 1.2 Ib/day (from NSR Data
Summary Sheet)

ERCs required = (1.2 Ib/day) (1.2) = 1.44 Ib/day --> 1 Ib/day

-
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b. Toxic Pollutants

The applicant provided the following toxic pollutant emissions calculations for
each CTG 1n a table—Toxic Air Contaminant Emissions from Each Turbine--in
Appendix C of the revised Application, for use in the Rule 1401 health risk
assessment. [ have verified the emission factors and calculations are correct.
The emission calculations are shown in the table below.,

e

min/startup) (hr/60 min) + (20 shutdowns) (10 min/start-up) (hr/60 min)] = 1260 hrs/yr.

Maximum annual operating hours is calculated as follows: [12 months/yr} [(90 hr/month) + (20 start-ups) (35

Emission factors for all toxic pollutants, except ammonia, formaldehyde,

benzene, acrolein, and speciated PAHs, are from USEPA AP-42 Table 3.1-3 for
uncontrolled natural gas-fired stationary turbines. Formaldehyde, benzene, and

:Max Fuel'Flow (HHV) | 14 MMcf/hv

‘Maximum;annual hours!
1,3-Butadiene 106990 4.30E-07 2.60E-01
Acetaldehyde 75070 4.00E-05 AP-42 1.92E-02 242E+01
Acrolein . 107028 3.62E-06 AP-42 1.74E-03 2.19E+00
Benzene 71432 3.26E-06 AP-42 1.57E-03 1.97E+00
Ethylbenzene 100414 3.20E-05 AP-42 1.34E-02 1.94E+01
Formaldehyde 50000 3.60E-04 AP-42 1.73E-01 | 2.18E+02

| Propylene Oxide 75569 2.90E-05 " AP-42 1.39E-02 1.76E+01
Toluene 108883 1.30E-04 AP-42 6.25E-02 7.87E+01
Xylenes 1330207 6.40E-05 AP-42 3.08E-02 3.88E+01
PAH ' ' ‘ | -
Benzo{a)anthracene 56553 |  2.23E-08 2.26E-05 CATEF mean 1.O7E-05 1.35E-02
Benzé(a)pyrene 50328 1.37E-08 1.39E-05 CATEF mean 6.60E-06 8.32E-03
Benzo(b)fluoranthene 205992 1.12E-08 1.13E-05 CATEF mean - 5.37E-06 6.76E-03
Benzo(k)fluoranthene 207089 1.09E-08 1.10E-05, CATEF mean 5.22E-06 6.58E-03
Chrysene 218019 249E-08 . | 2.52E-05 CATEF mean 1.20E-05 | L.51E-02
Dibenz(a,h)anthracene 53703 2.32E-08 2.35E-05 CATEF mean 1.12E-03 i.41E-02
Indeno(l,2,3-cd)pyrene 193395 |  2.32E-08 2.35E-05 CATEF mean 1.12E-05 1.41E-02
Naphthalene 91203 1.64E-06 1 .66E-03 CATEF mean 7.88E-04 9.93E-01
Total PAHs (other than naphthalene) ' 6.22E-05 | 7.86E-02
Total Annuat HAP Emissions per Turbine, TPY 2.01E-01
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acrolein emission factors are from the Background document for AP-42 Section
3.1, Table 3.4-1 for a natural gas-fired combustion turbine with a CO catalyst.
Speciated PAH emissions are from the California Air Toxics Emission Factors
(CATEF) database for natural gas-fired combustion turbines with SCR and CO
catalyst.

2. AN 476654, 476657, 476660 476663—Selective Catalvtlc Reductlom’CO Ox1dat10n
Catalyst Systems Nos..1-4 ‘
Operatmg Schedule 52 wkiyr, 7 days/wk 24 hrs/day

a. Criteria Pollutants
NOx=CO=VOC=PM;;=80x=0 lb/hr =0 lb/day

b. Toxic Pollutants

From Table 10 above, the 5 ppmvd BACT level for ammonia results in an
emission rate for ammonia of 3.64 Ib/hr. Conservatively assuming that the
ammonia is flowing at a constant rate of 3.64 Ib/hr throughout the entire start-up

and shutdown events, then for a 1260-hr year, the total annual emissions =
4586.4 Ibfyr

Operatmg schedule: 52 wk/yr, 7 days/wk, 24 hr/day (same as CTGs)
To caleulate R1 and R2 for annualized operating schedule:

NH;, Ib/day = (4586.4 lb/yr) {yr/52 wk) (wk/7 days) = 12.6 Ib/day
Ib/hr = (12.6 1b/day) (day/24 hr) = 0.53 Ib/hr -

Note: Ammonia is not a federal HAP.

3. A/N 476665—Ammonia Storage Tank
Operating Scheduie:_SZ wh/yr, 7 days/wk, 24 hrs/day

No emissions are expected because the filling losses will be controlled by a vapor return
line and the breathing losses by the 25 psig pressure valve.

" NH; = 0 Ib/hr = 0 Ib/day

4. A/N 476666—Emergency ICE (Black Start Engine)
Operating schedule: 52 wk/yr, 1 day/wk, 1 hr/day

Pursuant to current District policy, the potential to emit for New Source Review purposes
-is based on 52 hrs/yr. For non-RECLAIM pollutants, this engine would have been
exempt from offset requirements per Rule 1304(a)(4), which exempts a source
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exclusively used as emergency standby equipment, if it were not for the court decision.
Since the District is currently prohibited from using Rule 1304 offset exemptions by the
court decision, offsets will be required for VOC, PM,;, and SOx if the 30-day average for
any of these pollutants is over 0 lb/day

For NOx, the RECLAIM rules do not provide an offset exemption. The number of RTCs
required is based on 200 hours because emergency internal combuStion engines are
limited by District rules, as implemented by condition C1.1, to 200 hours.

a. Criteria Pollutants
- NOx’
NOx, uncontrolled = NOx, controlled

According to RECLAIM Engineer Susan Tsai, RECLAIM allows the use of the
BACT limit for the emission factor without requiring source testing for
confirmation, but not the District certified emission level (4.08 g/bhp-hr for this
engine). BACT for NOx + ROG is 4.8 g/bhp-hr. As BACT for only NOx i is not

provided, the entlre 4. 8 g/bhp-hr is used as the emission factor.
. -

- NOX, Ib/hr = (1141 bhp) (4.8 g/bhp-hr BACT) (Ib/454 g) = 12.06 Ib/hr
[b/day = (12.06 Ib/hr) (1 hr/day) = 12.06 Ib/day
30-DA = (12.06 ib/day) (1 day/wk x 4.33 /30 days) = 1.75 Ib/day (NSR Data
Summary Sheet)

Number of RTCs required.: ' :
. Condition 1296.2 sets forth the RTCs required for.the commissioning
year and subsequent normal operating years.

RTCs required each year =V(12.0'6 1b/hr) (200 hours) = 2412 Ib/yr

(80}
CO, uncontrolled = CO, Controlled.

CO, Ib/hr = (1141 bhp) (2.6 g/bhp-hr BACT) (1b/454 g) = 6.53 Ib/hr
ib/day = (6.53 Ib/hr) (1 hr/day) = 6.53 |b/day '
30 DA =(6.53 Ib/day) (1 day/wk x 4.33 /30 days) = 0.95 Ib/day (NSR Data
Summary Sheet)

ERCs required: None because CO is in attainment.

VocC -
VOC, uncentrolled = VOC, controlled
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Use certified emission factor of 0.02 g/bhp-hr, because the BACT limit is for
NOx + ROG.

VOC, Ib/hr = (1141 bhp) (0.02 g/bhp-hr per certification) (Ib/454-g) = 0.050 Ib/hr
-lb/day = (0.050 Ib/hr) (1 hr/day) = 0.050 Ib/day
- 30 DA =(0.050 Ib/day) (1 day/wk x 4.33 /30 days) = 0.01 lb/day (NSR Data
Summary Sheet)

ERCs required: 0 lb/day

PMy,
The diesel particulate filter is CARB certified for 85% reduction.

+« Uncontrolled
PM y, Ib/hr = (1141 bhp) (0.15 g/bhp-hr PM BACT) (0.96 PM,/PM)
(Ib/454 g) = 0.36 Ib/hr
tb/day = (0.36 Ib/hr) (1 hr/day) = 0.36 1b/day

+ Controlled
PM g, Ib/hr = (0.36 Ib/hr) (1-0.85 control) = 0.054 Ib/hr
Ib/day = (0.054 1b/hr) (1 hr/day) = 0.054 Ib/day
30 DA =(0.054 [b/day) (1 day/wk x 4.33 /30 days) = 0.01 Ib/day (NSR
Data Summary Sheet)

ERCs required: 0 lb/day

SOx .
S50%, uncontrolled = SOx, controlled

SQ,, Ib/hr = (1141 bhp) (0.0049 g/bhp-hr for 15 ppmw fuel) (1b/454 g)
=0.012 Ib/hr
lb/day = (0.012 Ib/hr) (1 hr/day) = 0.012 Ib/day
30 DA = (0.012 lb/day) (1 day/wk x 4.33 /30 days) = 0 Ib/day (NSR Data
Summary Sheet)

ERCs required: 0 ]b/day
b. Toxic Pollutants
Although the black start engine is exempt from modeling pursuant to Rules
1304(a)(4) and 2005(k)(5), which both exempt standby equipment, CEQA
requires modeling for the total facility. The District modeling group’s evaluation
of the air quality modeling protocol stated the risks of the diesel-fired black start
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engine are determined by its particulate emissions, and the VOC and particulate -

emissions from the black start engine are not to be speciated.
The HRA used a particulate emission rate of 0.33 Ibs/hr, provided by the

manufacturer based on the BACT limit of 0.15 g/bhp-hr (Tier 2), with an 85%
~ control efficiency from the filter.

PMq, Ib/yr =(0.33 Ibs/hr) (1 — 0.85) (200 hr) = 9.9 Ib/yr
Note: Diesel particulate is not a federal HAP,

5. A/N 481185—0il Water Separator
Operating Schedule: 52 wk/yr, 7 days/wk, 24 hrs/day

The applicant provided emissions calculations for working and breathing losses using the
Tanks 4.0 program. Throughput is 55,000 gal/year, 10% diesel oil by volume.

VOC, Ib/yr =0.59 lb/yr fTanks 4.0]
Ib/hr = (0.59 Ib/yr) (yr/52 wk) (wk/7 days) (day/24 hr) 0.0000675 lb/hr
Ib/day = (0.0000675 Ib/hr) (24 hr/day) = 0.00162 Ib/day
30 DA = (0.00162 Ib/day) = 0 Ib/day

6. Rule 219 Exempt--Cooling Tower

Because the cooling tower is exempt from permitting as long as the risk is lessthan 1 ina

million, TAC emissions are required to be calculated. The applicant sampled the water
anticipated to be used for makeup to the cooling tower to determine the maximum
concentration of each TAC. The applicant provided the following toxic pollutant
emissions calculations for the cooling tower in a table—Toxic Air Contaminant
Emissions from Chiller Cooling Tower--in Appendix C of the revised Application. T

have verified the emission factors.and calculations are correct. The emissions calculation

are shown in the table below.
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Table 25 -- Emlssmn Rates for Coolmg quer

Toxm Air’ : TAC Concentration in- Emlssmns per cell ‘Total tower emissions "
Coritaminant - water L _ (4 cells)
e e [ -ug/fliter | Ib/(1000 gallon) ;.J_b/hr ‘ ,,-lb/yr Ib/he by ot
Antimony** 0.6 0.000005 5.81E-08 2.93E-04 2.33E-07 1.17E-03
Arsenic 4.3 0.000040 4.65E-07 |- 2.34E-03 1.86E-06 9.37E-03
Beryllium " 0.1 0.000001 9.69E-09 4.88E-05 3.88E-08 1.95E-04
Cadmium 0.1 0.000001 9.69E-09 4.88E-05 3.88E-08 1.95E-04
Chlorine 9300 0.077603 901E-04 | 4.54E+00 3.60E-03 1.82E+01
Chromium 1.1 0.600009 CLO7E-07 5.37E-04 4.26E-07 2.15E-03
Cobalt ** 22 0.000018 2.13E-07 1.07E-03 8.53E-07 4.30E-03
Copper * 28 0.000234 2.71E-06 1.37E-02 1 .09E-03 547E-02
Cyanide 46 0.000384 4 46E-06 2.25E-02 1.78E-03 8.98E-02
Fluoride * 30 0.000250 2.91E-06 1.46E-02 1.16E-05 5.86E-02
Lead 1.6 0.000013 1.535E-07 7.81E-04 6.20E-07 3.12E-Q3
Manganese 9.2 0.000077 8.91E-07 4 49E-03 3.57E-06 1.80E-02
Mercury 0.03 0.000000 4. 84E-09 2.44E-05° 1.94E-08 9.77E-05
Nickel 0.1 0.000001 9.69E-09 4.88E-05 3.88E-08 1.95E-04
Selenium 16 0.000134 1.55E-06, | 7.81E-03 6.20E-06 3.12E-02
Silica * 970 0.008094 9.40E-05 4.74E-01 3.76E-04 1.89E+00
Sulfate * 2550 0.021278 247E-04 | 1.25E+00 9.88E-04 4.98E+00

Total Annual HAP Emissions, TPY 9.16E-03

Not a federal HAP
Not a Rule 1401 toxic air contaminant

Emission rate for each TAC, Ib/hr = [circulating water flow rate (gal/min)/ 1000] x
(60 min/hr) x f1b of TAC per 1000 gallons of makeup water] x

where: .
Circulating water flow rate = 7,740 gal/min for all four cells
Lb of TAC per 1000 gallons of makeup water = based on water sample analysis

Cycles of concentration buildup within the cooling water cycle =
Percent of circulating water emitted as drift =

Emission rate for each TAC, Ib/yr = (TAC, Ib/hr) x (5040 hrs/yr).-
The annual hours are calculated as: (1260 hr/yr max for each turbine) x (4
turbmes) 5040 hours

[cycles of concentration buildup within the cooling water cycle} x
[pereent of circulating water emitted as drift]/100

10 cycles (design)
0.001% (vendor guarantee for drift
elimination system)
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(The emissions for one cell is provided because a four-cel] tower is modeled as four point
separate point sources.)

7. Total Facility/Project Emissions

a.

Criteria Pollutants ;

o  Annual Emissions

The maximum annual emissions for the entire facility/project are necessary
to determine whether the facility is a major source. For these purposes, the
annual emissions are from permitted equipment only. The maximum annual
emissions is the higher of the annual emissions for the commissioning year

or a normal operating year.

‘The annual emissions for the entire facility are comprised of the emissions
from the CTGs, ammonia tank, black start engine, and oil water separator.

The maximum annual facility/project emissions for the commissioning year

and normal operating year are shown in the two tables below.

Commissioning Year

Table 26——Max1mum Annual Facility/Project Emissions, Commissioning Year

Equipment NO,, Ib/yr | CO,Ib/yr | 'VOC, Ib/yr | PMj;, b/yr | SO, Ib/yr
Turbine No. | 9745.85 8375.98 1548 3495.69 397.36
Turbine No. 2 9745.85 8375.98 1548 3495.69 397.36
Turbine No. 3 9745.85 8375.98 1548 3495.69 397.36
Turbine No. 4 9745.85 8375.98 1548 3495.69 397.36
"Total for Four Turbines | 38,983.40 | 33,503.92 | 6192 13,982.76 1 1589.44
Ammonia Tank 0 0 0 0 0
Emergency ICE, 2412 1306 10 10.8 2.46
black start engine

Oil water separator 0 0 0 0 0

Total for Project 41,395.40 | 34,809.92 | 6202 13,993.56 | 1,591.90

' (20.70 tpy) | (17.40 tpy) (7.0 tpy)

{3.10 tpy)

(0.80 tpy)
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Normal Operating Year

Table 27—Max1mum Annual FacllltnyrOJect Emissions, Normal Operatmg Year

|:Equipmen . NO; Iblyr. [ €O by = VOC, Ib/yr]| PMig: Ib/yr | SO, iib/yr |

.| Turbine No. 1 6960 5712 1548 3588 . 408
Turbine No. 2 - 6960 5712 1548 .1 3588 408
Turbine No. 3 6960 5712 1548 3588 408
Turbine No. 4 6960 5712 1548 3588 408
Taotal for Four Turbines | 27,840 22,848 6192 14,352 1632
Ammonia Tank 0 0 0 0 . 0
Emergency ICE, 2412 1306 10 10.8 2.46
Black Start Engine ' '
Oil Water Separator 0 0 0 0 0

| Tetal for Project’ 30,252 24,154 6202 14,362.8 1634.46

(15.13 tpy) | (12.08 tpy) | (3-10 tpy) | (7.18 tpy) | (0.82 tpy) |
b. Toxic Contaminants/HAPS

The maximum annual toxic contaminants for the facﬂlty are not requlred to be

calculated because Rule 1401 health risk assessments are based on a permit unit.

The maximum annual hazardous air pollutants (HAPs), however, are required to

63

be calculated to determine applicability of the NESHAPS found in 40 CFR Part

Table 28A—Annual Faclllty/PrOJect HAPs Emissions by Permit Unit

o Permlt Umt

" Total. Annual HA j
| Emissions,’ tpy ...... '

Turbine No. 1 0.201
Turbine No..2 0.201
"Turbine No. 3 0.201
Turbine No. 4 0.201
ICE, Black Start Engine 0.000
Cooling Tower -0.009 .
Total all sources 0.813

Table 28B—Annual Facﬂlty/PrOJect HAPs Emissions by Co

Total Annual

HAP,

' Pollutant ‘ Em\pssnons All: Sources
: " ~{tonlyr)
. 1,3-Butadiene 52E-04
Acetaldehyde 4.84E-02
Acrolein 4. 38E-03

mponent
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3.94E-03

Benzene
Ethylbenzene
Formaldehyde: | 36E-0;
Propylene Oxide 3.52E-02
Toluene 1.57E-01
Xylenes 7.763-02
Naphthalene 1.99E-03
PAHs (other than
naph(thaiene) 1.57E-04
Antimony 2.34E-06
Arsenic 1.87E-05
Beryliium 3.9E-07.
Cadmium: 3.8E-07
Chlorine 3.64E-02
Chromium 4.3E-05
Cobalt 8.6E-06
- Cyanide 1.80E-04
~  Lead 6.24E-06
Manganese 3.60E-05
Mercury 1.95E-07
Nickel 3.9E-07
Selenium 6.24E-05
Total 0.813

Note: Ammonia and diesel particulate are not federal HAPs.

RULE EVALUATION

District Rules and Regulations

Rule 212-Standards for Approving Permits

Rule 2005(h) — RECLAIM Public Notice

Rule 212(c) provides that a project with a net emission increase requires public notice prior to
the issuance of a permit if: (1) the equipment-is located within 1,000 feet of the outer
boundary of a school; (2) on-site emission increase exceeds any of the daily maximums
specified in Rule 212(g); or (3) the MICR is equal to or greater than one in a million (1E-6)
during a lifetime (70 years) for facilities with more than one permitted unit, source under
Regulation XX, or equipment under Regulation XXX unless the applicant demonstrates to the
satisfaction of the Executive Officer that the total facility-wide maximum individual cancer
risk is below ten in a million (10E-06) using the risk assessment procedures and toxic air
contaminants specified under Rule 1402; or, ten in a million (10E-6) during a lifetime (70
years) for facilities with a single permitted unit; source under Regulation XX, or equipment

. under Regulation XXX. Rule 2005(h) requires compliance with Rule 212 for NOx emissions

only. .
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Public notice is required for thls project pursuant to subdivision (c)(2) but not subdivisions
(c)(1) and {c)3), as dlscussed below,
o Rule 212(c)1)--The proposed equipment will not be located within 1000 feet of the >
outer boundary of a school, because the nearest K-12 school, Melrose Elementary;
974 S. Melrose St., Placentia, is located 0.71 miles (3749 ft) away. The following
table shows the schools nearest to the facility, with the distances provided by the
Mapquest program found at http: Ihwww. mapquest.com.
Table 29 — Nearest Schools (K —12)
Name of School Address M?p quest Distance
Miles (feet) ]
1. Melrose Elementary 974 §. Melrose, Placentia 0.71 (3749)
2. Placentia Education Center 3323 E. Orangethorpe, Anaheim 0.82 (4330) -
Note: 7/1/08—Telephone : :
disconnected, no additional
information avatlable.
3. Tynes Chiid Care 733 Stanford, Placentia 1.04 {3491}
4. lohn O Tynes Elementary 735 Stanford, Placentia 1.04 {5491)
5. Rio Vista Child Care 310 N. Rio Vista, Anaheim 1.13 (3966)
6. Rio Vista Elementary 310 N. Rio Vista, Anahcim 1.13 (5966)
7. Kraemer Middle School 645 N.-Angelina, Placentia 1.3 (6864) -
8. Valencia High 500 N. Bradford, Placentia 1.36 (7181)
9. Sunkist Elementary 500 N. Sunkist, Anahcim 1.36 (7181)

P
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o Rule 212(c)(2)--The daily maximum emission increases for NOx (112.69 Ib/day) and
PMyo (70.44 1b/day) resulting from the project will exceed the daily maximum
thresholds set forth in subdivision (g} of 40 lb/day NOx and 30 Ib/day PM,,.

o Ruile 212(c)(3)--The increase in toxic emissions from each CTG will not expose a
person to a maximum individual cancer risk that is greater than or equal to one in a

million during a lifetime (70 years}

The public notice requirements for subdivision (c)(2) are found in subdivisions (d) and (g).

Subdivision {d) requires the applicant to distribute the public notice to each address within ' .
mile radius of the project. Subdivision (g) requires that the public notification and comment '

process include alt applicable provisions of 40 CFR Part 51, Section 51.161(b) and 40 CFR

Part 124, Section 124.10. The minimum requirements specified in the above documents are
mcluded in {g)(1), (g)(2), and {g)(3). The public notice will be issued in accordance with the
aforementioned requirements followed by a 30-day public comment period prior to issuance

of the P/Cs.
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Rule 218 — Continuous Emission Monitoring

In accordance with Rule 218(c), (e), (f), the applicant is required to submit an “Application

for CEMS” for a CO CEMS for each CTG,and adhere to retention of records and reporting
requirements once approval to operate the CO CEMS is granted. Comphance with this rule is .
expected .

Rule 401 — Visible Emissions

This rule prohibits the discharge of visible emissions for a period aggregating more than three
minutes in any one hour which is as dark or darker in shade than Ringelmann No. 1. - Visible
emissions are not expected under normal operation from either the CTGs, engine, or
ammonia tank. '

Rule 402 - Nuisance . ‘

This rule requires that a person not discharge from any source whatsoever such quantities of
air contaminants or other material which cause injury, detriment, nuisance, or annoyance to
any considerable number of persons or to the public, or which cause, or have a natural
tendency to cause injury or damage to business or property. The proposed equipment,
including the CTGs, engine, and ammonia tank, is not expected to create nuisance problems.

Rule 403 - Fugitive Dust

"The purpose of this rule is to reduce the amount of particulate matter entrained in the ambient
air as a result of man-made fugitive dust sources by requiring actions to prevent, reduce, or
mitigate fugitive dust emissions. The provisions of this rule apply to any activity or man-
made condition capable of generating fugitive dust. This rule includes the prohibition of
fugitive dust emissions beyond the property line of the emission source.

To mitigate fugitive dust emissions during construction, the applicant will submit a fugitive‘
dust plan to both the AQMD and CEC prior to the commencement of construction. Such
measures include covering loose material on haul vehicles, watering, and using chemical
stabilizers when necessary. The installation and operatlon of the CTGs, engine, and ammonia
tank are expected to comply with this rule.

Rule 407 - Ligquid and Gaseous Air Contaminants

This rule applies to the CTGs but exempts the black start engine pursuant to subdivision

(b)(1). It limits CO emissions to 2000 ppmv. The CO emissions from the turbine will be

controlled by an oxidation catalystto 4 ppmvd at 15% O2. The SO2 pertion of the rule does

not apply per subdivision (¢)(2), because the natural gas fired in the CTGs will comply with
" the suifur limit in Rule 431.1. Therefore, cornphance with this rule is expected.

Rule 409 — Combustion Contaminants

This rule applies to the CTGs but not to internal combustion engines. It restricts the

discharge of contaminants from the combustion of fuel to 0.23 grams per cubic meter (0.1
grain per cubic foot) of gas, calculated to 12% CO,, averaged over 15 minutes, Each CTG is R

{
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expected to meet this limit at the maximum firing load based on the calculations shown
below, which shows the grain loading is expected to be (.012 gr/scf.

Grain Loading = [(AxBY(CxD)]x 7000 gr/lb

where:

‘A = Maximum PM;, emission rate during normal opefation, 3.0 Ib/hr {vendor data)
B = Rule specified percent of CO2 in the exhaust (12%)

C = Percent of CO2 in thie exhaust (approx. 4.29% for natural gas)
D = Stack exhaust flow rate, scf/hr

D=F,;x _ 209 x TFD = 8710 x 20.9 x479=4.87E+06 scf/hr.

(209 -% 0y 17.9
where:

Fa = Dry F factor for fuel type, 8710 dscf/MMBtu
O, = Rule specific dry oxygen content in the effluent stream, 3%
TFD = Total fired duty measured at HHV, 479 MMBTU/hr

Grain Ldading = [(3'.0 x 12)/(4.29) (4 87E+06)] x 7000 = 0.012 gr/scf < 0.1 gr/scf limit

Rule 4311 — Sulfur Content of Gaseous Fuels ,

The natural gas supplied to.the turbine is expected to comply with the 16 ppmv sulfur limit
(calculated as H2S) specified in this rule, because commercial grade natural gas has an

average sulfur content of 4 ppm. The reporting and record keeping requirements are set forth
in subdivision (e) of this rule.

Rule 431 2—Sulfur Content of Liquid Fuels
The diesel fuel supplied to the black start-engine is expected to comply with the 15 ppmyv by
weight sulfur limit supplied in this rule [See Condition no. F14.1.

Rule 4 74~eF uel Burning Equipment-Oxides of Nitrogen
This rule is superseded by NOx RECLAIM according to Rule 2001, Table I—Existing Rules
Not Applicable to RECLAIM Facilities for Requirements Pertaining to NOx Emissions.

Rule 475 — Electric Power Generating Equipment

This rule applies to power generating equipment greater than 10 MW mstalled after May 7,
1976, and establishes a limit for combustion contaminants (particulate matter) of 11 Ibs/hr or
0.01 grains/scf. Compliance is achieved if either the mass limit or the concentration limit is
met.,

-
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Each CTG is expected to meet this limit at the maximum firing load based on the ca[culatlons
shown below which shows the concentration is expected to be 0.0044 gr/sct.

Combustion Particulate (gr/scf) = (PMq, Ib/hr / Stack Exhaust Flow, scf) x 7000 gi/lb

PMy, = 3.0 Ib/hr (vendor data)
Stack exhaust flow = 4 87 E+06 sci/hr (see Rule 409 analysis, above)

. Combustion Particulate = (3.0 / 4.87 E+06) x 7000 = 0.0043 gr/scf < 0.01 gr/scf limit

Rule 1110 2—Emissions from Gaseous- and Liquid-Fueled Engines
Since the black start engine is an emergency engine that will operate less than 200 hours per
year, it is exempt from this rule pursuant to subdivision (h)(2).

L

Rule 1134 — Emissions of NOx from Stationary Gas T urbmes
This rule applies to gas turbines, 0.3 MW and larger, installed on or before August 4, 1989
Therefore, as a new installation, the proposed CTGs are not subject to this rule.

Rule 1] 35 Emissions of NOx from Electric Power Generating Systems

This rule applies to electric power generating systems owned and operated by, or sell power
to Southern California Edison, Los Angeles Dept. of Water and Power, City of Burbank, City
of Glendale, City of Pasadena, or any of their successors.. This rule is not apphcable to the
Clty of Anaheim.

NEW SOURCE REVIEW (NSR) ANALYSIS :

The following section covers New Source Review requirements only. (PSD applicability and
requirements are further discussed under REGULATION XVil—Prevention of Significant
Deterioration, below. RECLAIM applicability and requirements are further discussed under
REGULATION XX-Regional Clean Ajr Incentives Market (RECLAIM), below.)

The applicable NSR requirements are summarized in the table below.
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Table 30 - Applicable NSR Rules

Applicable NSR Rules for Non- . o
RECLAIM Pollutants (CO, VOC, PMy, Applicable NSR Rules for RECLAIM

SOx) Pollutants (NOx)

Rule 1303(a)(1)-BACT Rule 2005(b)(l)(A)—BACT ‘
Rule 1303(b)(1)-Modeling Rule 2005(b)(1)B)-Modeling
Rule 1303(b)(2)-Offsets Rule 2005(b)(2)-Offsets

Rule 1303(b)(3)-Sensitive Zone

Rule 2005(e)-Trading Zone Restrictions™
Requirements ‘

~

Rule 1303(b)(4)-Facility Compliance - Rule 2005(g)-Additional Federal
‘ Requirements for Major Statlonary .
Sources
Rule 1303(b){5)-Major Polluting Facilities Rule 2005(h)-Public Notice
‘ Rule 2005(i)-Rule 1401 Compliance
Rule 1703(a)(2) — Prevention of Ruie 2005(j)-Compliance with
Significant Deterioration (PSD) — BACT . Federal/State NSR

(NOx, CG, and 50x%)

Rule 1303¢a)(1)~BACT (CO, VOC, PM,;, SOx)

o Rule 1703(a}(2}—PSD-BACT (NOx. CO. and SOx)

o Rule 2005(bj(1)(4)—BACT (NOx}
Best Available Control Technology (BACT) is required for a new source which results in an
emission increase that is greater than 1 Ib/day of any criteria pollutant; any ozone depleting
compound, or ammonia. Consequently, BACT is applicable to all permit units in this project,
except for the ammonia tank and oil water separator. 'The bases for the apphcabl ity of each
rule is discussed below.

Rule 1'703(21)(2)-- As explained below under REGULATION XVII — Prevention of Significant
Deterioration, this rule requiring BACT for attainment air contaminants is
applicable to CPP. Since the District is presently in attainment with '
NAAQS for NOx, CO, and SOx, this rule is applicable to those pollutants.

Rule l303(a)(1)—-Thls rule, as amended 12/6/02 reqmres BACT for nonattainment air
, contaminants. The District is not in attainment for PM;4 and ozone, but is in
attainment for NOx, CO, and SOx. However, since NOx, SOx, and VOC
are precursors to non-attainment pollutants, they are treated as non-
attainment pollutants as well. NOx and VOC are precursors to ozone, PM,
and PM, 5 SOx is a precursor to.PM;gand PM,s. Thus, this rule requires
BACT for PM,,, NQX, SOx, and VOC. Y

Rule 2005(b)(1)(A)—This rule requires BACT for NOx emissions for RECLAIM facilities.
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AN 476651, 476656, 476659, 476661—Combustion Gas Turbines Nos. 1 - 4

o —

A/N 476654, 476657, 476660, 476663~Selectlve Catalvtic Reductlon/CO Oxidation

Catalyst Systems Nos. 1-4°

AOMD BACT Compliance Determination

AOMD BACT Compliance Determination '

Rule 1302¢h) defines BACT as “the most strmgent emission limitation or control
technique which:

1

(N has been achieved in practice [AIP] for such category or class of source; or

) 1s contained in any state implementation plan (SIP) approved by the United
States Environmental Protection Agency (EPA) approved by the United,
States Environmental Protection Agency (EPA) for such category or class of
source. A specific limitation or control technique shall not apply if the
owner or operator of the proposed source demonstrates to the satisfaction of
the Executive Officer or designee that such limitation or control technique is
not presently achievable; or

(€3} is any other emission limitation or control technique, found by the Executive
officer or designee to be technologically feasible for such class or category of
sources or for a specific source, and cost-effective as compared to measures
as listed in the Air Quality Management Plan (AQMP) or rules adopted by
the District Governing Board.”

Rule 1303(a)(2) provides that BACT for sources located at major polluting facilities
shall be at least as stringent as Lowest Achievable Emissions Rate (LAER) as defined
in the federal Clean Air Act Section 171(3). For major polluting facilities, the lowest
achievable emission rate (LAER) are determined on a permit-by-permit basis. For
practical purposes, nearly all AQMD LAER determinations will be based on AIP

" LAER because it is generally more stringent than LAER based on SIP, and because

state law constrains the District from. using the third approach.

An emission limit or control technology may be considered achieved in practice for a

category or class of source if it exists in any of the following regulatory documents or
programs: AQMD BACT Guidelines, CAPCOA BACT Clearinghouse, USEPA
RACT/BACT/LAER Clearinghouse, other districts’ and states” BACT Guidelines,
and BACT/LAER requirements in New Source Review permits issued by AQMD or
other agencies. (In addition to the aforementioned means of being determined as

"AlP, a control technology or emission limit may also be considered.as AIP if it meets

all of the followmg criteria: commercial availability, rellablhty and effectiveness.
The top-down BACT analysis below will discuss various control technologies.)

s
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The current BACT/LAER guidelines for simple cycle gas turbines are based on the

AQMD permits issued to the City of Riverside Public Utilities Department on

4/28/05. The guidelines are set forth in the table below.

Table 31—Slmple <

le Gas T rbme MSBACT/LAER Requnrements 7

Simple Cycle | 2.5 ppmvd @ 6.0 ppmvd @ |20 ppmvd @ PUC quallty 5.0 ppmvd @
Gas Turbine 15% Oy, 1-hr 15% O, 1-hr 15% O, 1-hr natural gas with | 15% O, 1-hr
BACT Limits | average average* average sulfur content < | average

1 grain/100 scf S

The warranted emissions levels for normal operation for the proposed CTGs
controlled with selective catalytic reduction and CO oxidation catalyst are shown in
the table below. Thus, the proposed CTGs are expected to meet the BACT/LAER
standards.

Table 32~—~General Electrlc Guaranteed Emlssmns Levels

R I CNOxL L LTVOCE L PM/SOX. L F U NHE
GE 2.3 ppmvd @ 6.0 ppmvd @ 2.0 ppmvd @ PUC quality 3 ppmvd @
Performance | 15% O3 15% O, 15% O, natural gas with | 15% O,
Guarantee ' sulfur content <

1 grain/100 scf

*  For this project, the BACT limit for CO will be 4.0 ppmvd, instead of the 6.0 ppmvd,

- because the District has sufficient test results for initial and periodic monitoring source
testing for LM60GO turbines installed at existing power plants to demonstrate the 4.0 ppmvd
to be achieved in practice. Further, the applicant has confirmed with GE that the 4.0 will be
consistently achievable.

Condition no. A99.1, A99.2, and A99.3 provides that the BACT limits of 2.5 ppm,
NOx, 4.0 ppm CO, and 2.0 ppm ROG shall not apply during commissioning, startup
and shutdown periods.

During commissioning, it is not technically feasible for the CTGs to meet BACT
limits during the entire period because the combustors may not be optimally tuned and
the emissions are only partially abated because the water injection, CO catalyst, and
SCR catalyst are installed and tested in stages. The turbines, however, are typically
operated at less than 100% load during the testing. (See Table 12 above for the
duration and emission rates of each commissioning activity.) To limit commissioning
emissions, condition no. A99.1, A99.2, and A99.3 limit the commissioning period to
156 hours.

During startups, it is not technically feasible for the CTGs to meet BACT limits during
the entire startup because the SCR and CO catalysts that are used to achieve the
required emissions reductions are not fully effective when the surface of the catalysts

)
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are below the manufacturers’ recommended operating range. (See Table 13 above for
the startup emissions profile.) The water injection into the CTGs, however, does
reduce the NOx emissions to 25 ppmv prior to entry into the SCR and CO catalysts,
To limit startup emissions, condition nos. A99.1, A99.2, and A99.3 limit each startup
to 35 minutes and limit the number of startups to 240 per year. Further, these
conditions limit emissions for an hour that includes a full startup, a 5 minute purge
period, and the first 20 minutes of a restart. '

During shutdowns, 1t is not technically feasible for the turbines to meet BACT limits
during the entire shutdown because both water injection into the turbines and
ammonia injection into the SCR reactor have ceased operation. (See Table 14A above
for the shutdown emissions profile.) The SCR and CO catalysts, however, are still
above ambient temperatures and continue to operate for a portion of the shutdown. To
limit shutdown emissions, condition nos. A99.1, A99.2, and A99.3 limit each

. shutdown to 10 minutes and limit the number of shutdowns to 240 per vear. These
conditions also set emissions limits for an hour which includes a shutdown.

s Top-Down BACT Analysis
.The SCAQMD Best Available Control Technology Guidelines do not reqmre a top-
down BACT analysis for non-major polluting facilities. However, major polluting ’
facilities are subject to Lowest Achievable Emission Rate (LAER) which
requires a top-down analysis to identify the most stringent emission limitation or
control techmque that meets the definition of BACT,

The following top-down BACT analysis is performed pursuant to the guidance
provided in EPA’s October 1990 Draft New Source Review Workshop Manual.

The five steps of the process are:

Identify all control technologies;

Eliminate technically infeasible options; .

Rank remaining control technologies by control effectiveness;
Evaluate most effective controls and document results; and

Select BACT. :

il

Step One—Identify all control technologies.

The three basic means of controlling NOx emissions from combustion turbines are
“wet combustion controls, dry combustion controls, and post-combustion controls.

Wet and dry combustion controls act to reduce the formation of NOx during the

combustion process, while post-combustion control remove NOx from the exhaust

stream.

The following potential coﬁtrol technologies were identified.
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Wet Combustion Controls
Water/Steam Injection

Drv Combustion Controls
Dry low-NOx combustor design
Catalytic combustors (e.g., XONON)

Post-Combustion Controls
Selective catalytic reduction (SCR)
EMx system (formerly SCONOx offered by Goal Line Environmental)

Step Two—Eliminate technically infeasible options:

The technical feasibility of the control options identified in step one is evaluated with
- respect to the source-specific factors.

Water/Steam Injection

Water or steam injection directly into the turbine combustor lowers the flame
temperature in the combustor and thereby reduces thermal NOx formation.
(Thermal NOx is created by the reaction at higher temperatures of the nitrogen
and oxygen in the air.}) Water injection typically reduces NOx to 25-42 ppmvd at
15% O, and steam injection reduces NOx to 15-25 ppmvd at 15% O, . These

" wet injection techniques are among the moest common NOx control techniques

for combustion turbines. Thus, this technology is technically feasible.

Dry low-NOx combustor design

Dry low-NOx (DLN) combustors use lean, premlxed combustion:to keep peak
combustion temperature low, thus reducing the formation of thermal NOx. The
combustor is the space insidé the gas turbine where fuel and compressed air are
burned. The DLN minimize combustion temperatures by providing a lean
premixed air/fuel mixture, where air and fuel are mixed before entering the
combustor. This minimizes fuel-rich pockets and allows the excess airto actas a
heat sink. The resulting lower temperatures reduce NOx formation. Combustors
typicalty reduce NOx to 9-25 ppmvd at 15% O, Several turbine vendors have
developed the DLN technology for their engines, including the GE LM6000PC
Sprint turbine proposed for this prOJect Thus, this technology i is technically
feasible.

(DLN combustors, however, are not compatible with wet combustion controls.
Either DLN or wet combustion controls may be used, but not both.)
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Catalytic combustors (e.g., XONON)

Catalytic combustors use a catalyst integrated into the gas turbine combustor to
limit temperature below the temperature where NOx is formed. Fuel is partially
combusted in the catalyst followed by compete combustion downstream in the
burnout zone. Partial combustion in the catalyst produces no NOx, because the
catalyst limits the temperature in the combustor and helps stave off the
production of NOx. This technology has been commercially demonstrated under
the trade name XONON. Each XONON combustor is customized to the
particular turbine model and application and is defined through a collaborative
effort with the turbine original equipment manufacturer to integrate the hardware
into the design. General Electric and Kawasaki are the onfy turbine vendors to
indicate the commercial availability of catalytic combustion systems at the
present time, but only on small, less than 10 MW, turbines. Since the proposed
turbines are 50 MW units, this technology is not technically feasible.

Selective catalytic reduction (SCR)

Equipment and Process Description

SCR is a post-combustion technique that controls both thermal and fuel NOx
emissions. The SCR process involves the injection of ammonia into the turbine
exhaust gas streams by means of an ammonia injection grid upstream of the
catalyst. The ammonia is a reducing agent that reacts with NOx and oxygen in
the presence of a catalyst to form water vapor and nitrogen. . The catalyst is not
regenerated and requires periodic replacement. The proposed SCR is guaranteed
to reduce NOX from 25 ppmvd to 2.3 ppmvd at 15% O, except during startup

~ and shutdown events. A typical SCR system is comprised of a SCR reactor with

catalyst, ammonia storage tank, and vaporization and injection equipment for the
ammonia, a booster fan for the turbine exhaust gas, and instrumentation and”
control equipment.

Excess ammonia is required for efficient conversion of NOx to nitrogen, becanse
of the imperfect distribution of the ammonia in the catalyst. Thus, a small

amount of ammonia remains unreacted in the exhaust stream and is referred to as

“ammonia slip.” Ammonia slip increases as the catalyst ages, necessitating the
use of increasing amounts of ammonia injection to maintain NOx concentrations
at or below the design concentration. The ammonia slip from the proposed SCR
is guaranteed to meet the BACT limit of 5.0 ppmvd @ 15% O,, 1-hr average.

_ The slip from a new Catalyst is typically lower than the BACT limit. Ammonia is

a precursor to PMIO emissions.

(A carbon monoxide (CO) oxidation catalyst for CO and VOC control is
typically used in conjunction with the SCR. The CO oxidation catalyst oxidizes.
the CO and a portion of the VOC in the exhaust gas into carbon dioxide. The

“ proposed CO oxidation catalyst is guaranteed to reduce the CO from 30 ppmvd

o~
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" to 6 ppmvd (4 ppmvd actual) and the VOC from 3 ppmvd to 2 ppmvd all at 15%
0,, except during start-up and shut-down events.)

Technical Feasibility Analysis

SCR systems have been widely used in simple-cycle natural gas turbine

applications for many years, almost exclusively in conjunction with other wet or -
dry NOx combustion controls. Further, SCR systems are commercially available

from several vendors. Thus, this technology is technically feasible.

EMx system (formerly SCONOx offered by Goal Line Environmental)
Equipment and Process Description
The EMx system is a proprietary catalytic oxidation and absorption technology
available through EmeraChem LLC (formerly Goal Line Environmental
Technologies) that uses a single catalyst, EMx catalyst, for the removal of CO,
VOC, PM, and NOx. A secondary catalyst, ESx catalyst, is located upstream of
the EMx catalyst to remove the sulfur dioxide in the turbine exhaust stream to -
prevent masking of the EMx catalyst. A typical EMx system is comprised of a
catalyst rack and reactor housing with EMx and ESx catalysts, catalyst module
~inlet and outlet dampers, regeneration gas production and distribution system,
regeneration gas condensing (or steam recovery) system (optional), SOx
scrubbing system {optional), catalyst removal system, and instrumentation and
control equipment.

EmeraChem submitted a proposal for an EMx system for'the CPP project to the
applicant. The applicant subsequently submitted to the District the ECM
Technology White Paper, PB Power, July 2008. (See Appendix I in revised
Application.) The proposed EMx system is guaranteed to reduce NOx from 25

ppmvd to 2.32 ppmvd at 15% O, the CO from 30 ppmvd to 6 ppmvd, the VOC
from 3 ppmvd to < 1 ppmvd, and the PM from 3 lbs/hr to 2.1 tbs/hr, all at 15%
0, except during startup and shutdown events. Also the EmeraChem’s EMx
system does not use any ammonia {(NH;) so there will be no ammonia slip .
emissions from the stack.

The EMx catalyst system removes CO, VOC, PM (new claim), and NOx with the
same catalyst arranged in a module consisting of a number of isolatable chambers
(10 for the CPP). As the turbine exhaust gas passes through the catalyst modules,
the EMx catalyst oxidizes CO into CO,, and VOC into CO, and water, which are
vented to the atmosphere. With the oxidation of condensable organic compounds
into CO, and water, and the reduction of SO; to SO, by the ESx catalyst (see
below for discussion), two precursors of PM are reduced thereby reducing the
formation of PM. As the NOx passes through the catalyst modules, NOx is
oxidized to NO,. The NO; is chemically absorbed onto the catalytic surface
using a potassium carbonate (K,CO;) absorber coating. The potassium carbonate
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coating reacts with NO; to form potassium nitrites and nitrates, which are
deposited onto and remain onto the catalyst surface until regeneration oceurs.

- When all the potasstum carbonate absorber coating has been converted to
potassium nitrite and nitrate compounds, NOx can no longer be absorbed and the
catalyst must be regenerated. Two out of the proposed ten catalyst chambers are
designed to be in the regeneration cycle at any given time. Each chamber is
required to be regenerated 5 to 7 minutes, every 20 to 28 minutes. Regeneration
is achieved by isolating two chambers with dampers and injecting into the

. downstream end of the chambers a reducing atmospheric carrier, such as steam,
containing a small amount of hydrogen gas. This regeneration gas flows
upstream through the EMx catalyst chambers over the catalyst surface. The
hydrogen in the regeneration gas reacts with the potassium nitrites and nitrates on
the catalyst surface to form water, nitrogen and potassium hydroxide. The water
and nitrogen are exhausted out the stack. The carbon dioxide in the turbine
exhaust reacts with the potassium hydroxide to form potassium carbonate, which
re-deposits onto the catalyst surface as the coating. No net gain or net loss of
potassium carbonate occurs after the oxidation/absorption and regeneration cycle.
The regeneration stream exits the upstream end of the EMx chambers, then
continues through the ESx catalyst (see below), allowing the two catalysts to be
regenerated simultaneously. After exiting the ESx catalyst, the regeneration gas
is vented into the turbine exhaust duct downstream of the EMx system where it is
vented to the atmosphere or sent to a condensate recovery system for steam and
water recovery, . -

The-small amount of sulfur dioxide in the turbine exhaust gas, if left untreated,
will form potassium sulfate and mask the EMx catalyst and require removal of
the catalyst for chemical washingrto regain effectiveness. Consequently, a
secondary catalyst system, ESx, is installed upstream of the EMx catalyst to
reduce the SOx reaching the EMx catalyst. As the turbine exhaust gas passes

, - through the ESx catalyst, the SO; is oxidized to SO;, which is absorbed on the
catalyst surface. Regeneration is achieved by passing the regeneration gas
through the EMx catalyst (see above) and then the ESx catalyst where the SO; is
released and exhausts with the regeneration gas. The ESx catalyst-and

* regeneration process remove the SO; from the exhaust stream but do not destroy

the SOQ

Because the ESx catalyst is not 100 percent effective in the capture of sulfur
compounds, the EMx catalyst will require periodic “washing™ to revitalize the
catalyst by removing sulfur and other contaminants which fouls the catalyst over
time. The washing process uses de-ionized water and potasstum carbonate
solution to rejuvenate the catalyst to its original level of activity and prevent the
need for frequent replacement.. The process includes removal of the EMX
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catalyst, washing of the catalyst on-site, and re-installation of the washed
catalyst. The projection is that removal, washing, and re-installation of the EMx
- ‘ catalyst will occur once or twice a year for the CPP. Further, the instatlation of a
70-foot high catalyst service elevator will be needed to facilitate the catalyst
removal and replacement operations. :
The regeneration gas used to remove the absorbed NOx and SOx is composed of
hydrogen and steam. Consequently, additional equipment is required to generate .
the hydrogen and stéam onsite. One, hydrogen generating equipment is required.
“ EmeraChem has proposed two HyGen HGM 10000 units, which use electrical
heaters to generate steam by reformmg natural gas {(methane) into H; and CO,.
In a warm-up cycle, this unit is at design output within two hours. A pressurized
hydrogen storage tank would be required to provide the hydrogen supply to the
regeneration system until full production can be reached. Two, steam generating
equipment is required because a simple cycle gas turbine peaking unit does not
. produce steam. EmeraChem has proposed a natural gas fired steam boiler for the
CPP project. The boiler operation will produce an additional amount of NOx,
CO, VOC, and PM,; emissions as a result of the combustion of the natural gas.
Also, from a cold plant startup condition, it will take time for the steam boiler to
heat up and produce the necessary process steam which in turn is expected to
lengthen the EMx system startup time. As the EMx system requires that each
chamber be regenerated every 20 to 28 minutes, it appears that regeneration of at
least two chambers would be required during the first hour of operation. Further,
the California ISO is not required to provide any lead time prior to dispatching
the CPP in emergency situations, although a minimum of 45-minute lead time is
provided in all other situations. Although there is no startup time operating
experience with the EMx system in simple cycle operation, it is expected that the
EMx system could reasonable reach stack compliance in approximately one hour
due to the potential lack of lead time provided by the California 1SO and the
complexity of the steam' generation, hydrogen generation, and associated control
systems.

The proposed EMx catalyst is designed to perform in the operating temperature

. range of 600 to 700 °F. Since the exhaust gas from the LM6000 PC Sprmt will
vary between 710 and 860 °F, large tempering air fans will be required to 'blow
cold outside air into the exhaust stream (or adding an air to air exchanger to cool
the exhaust stream to the required temperature) before entry into the catalyst.
The tempering air volume that will be needed is approximately 30% of the total
volume of the exhaust gases. This large quantity of tempering air will need to be
thoroughly mixed with the exhaust gases in a relatively short distance to provide -
a homogenous gas mixture to the.catalyst system for proper emission control.
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As the CPP is a peaking power plant, it is expected that the CPP will only operate

“during the hottest part of the day and normally-be off line during nighttime hours.

Whether the EMx system will be able to withstand the frequent thermal cycling
from maximum to minimum temperature 1mposed on the structure and catalyst is
unknown. :

Technical Feasibility Analysis

If the control technology has been installed and operated successfully on the type
of source under review, it is demonstrated and technically feasible. The EMx
system is currently installed on turbines at five facilities as of June 2008. The
information presented in the table below is from “High Performance EMx™
Emission Control Technology for Fine Particles, NOx, CO and VOCs from Gas
Turbines and Stationary IC Engines,” June 2008, by Steven DeCicco and
‘Thomas Girdlestone, EmeraChem Power, Knoxville, TN.

Table 33 —Current EMx Installatlons

Facnllty
5 MW Wyeth Andover, MA/ | 625°F. 25 Cogeneration .
Solar Taurus 60 BioPharma September { ppmvd on
dual-fuel turbine cogeneration | 2003 gas

facility ' 15 ppmvd

Unit #2 . . on oil
5MwW Montefiore Bronx, NY/ 525 °F 25 Cogeneration
Solar Taurus 60 Medical June 2002 ppmvd on
dual-fuel turbine Center gas

cogeneration 15 ppmvd

facility on oil
45 MW Redding Redding, CA/ 925 °F 120 Combined
Alstom GTX100 Electric | June 2002 ppmvd on | Cycle
gas turbine ‘municipal plant gas :
{Second identical '
turbine under
consfruction) - :
Two 15 MW University of San Diego, 425 °F 25 Cogeneration
Solar Titan 130 California CA/ ‘ ppmvd |
gas turbines cogeneration July 2001 on gas

facility : '
S MW Wyeth Andover, MA/ 625 °F 25 Cogeneration
Solar Taurus 60 BioPharma 1999 ppmvd on
dual-fuel turbine cogeneration | | gas
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facility : ' 15 ppmvd
: Unit #1 i _ on oil
32 MW Sunlaw Vemnon, CA/ N/A . I N/A Cogeneration |
| GE LM2500 Federal 1996 '
gas turbine cogeneration
‘ ' facility

The proposed CPP turbines are 50 MW simple cycle turbines. The current EMx
installations are for cogeneration or combined cycle turbines, with the sizes
ranging from 5 MW to 43 MW. A simple cycle turbine produces electricity — *
without recovery of exhaust heat, and is typically used by electric utilities for
generation of electricity during emergencies or during peak demand periods. A
cogeneration turbine consists of a simple eycle turbine with a heat recovery
steam generator (HRSG) that produces steam/hot water to deliver to other.
thermal processes at the site. A combined cycle gas turbine drives an electrical
generator and the steam from the HRSG dries a steam turbine which also drives
an electric generator. Thus, the control technology has not been installed and
operated successfully on the type of source under review.

An undemonstrated technology is technically feasible, however, if it is available
and applicable. The technology is available because EmeraChem has submitted a
proposal for the CPP. A commercially available control option will be presumed
applicable if it has been or is soon to be deployed on the same or a similar source
type. There are currently no simple cycle power plants operating with an EMx
system, nor are there any simple cycle power plant projects that have ordered an
EMx system. Absent such a showing, technical feasibility would be based on

-examination of the physical and chemical characteristics of the pollutant-bearing

gas stream and comparison to the gas stream characteristics of the source type to

- which the technology has been based previously. For process-type control

alternatives the decision of whether or not it is applicable to the source in
question would have to be based on an assessment of the similarities and
differences between the proposed source and other sources to which a the process
technical had been applied previously. :

Although cogeneration turbines, combined cycle turbines, and simple cycle
turbines are all turbines, there are major differences in the operating parameters
of the cogeneration and combined cycle turbines on which the EMXx technology
have been installed versus the simple cycle turbines proposed for the CPP. First,
the cogeneration and combined cycle turbines produce steam, whereas the simple
cycle turbines do not. Thus, a simple cycle turbine facility will be required to
install a boiler or other steam producing equipment to produce the steam required
for the regeneration gas. As explained above, the addition of the boiler may
prolong a startup from the 35 minutes projected for the current project to one
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hour with the boiler. Second, the exhaust temperature from a simple cycle
turbine is higher than from a cogeneration or combined cycle turbine. Therefore,
large tempering fans will be required to blow cold air into the exhaust stream
before entry into the catalyst, with the tempering air volume estimated to be
approximately 30% of the total volume of the exhaust gases. [t has not been
demonstrated whether the large quantity of tempering air will be sufficiently
mixed to produce the homogenous mixture required for the catalyst to operate
properly. Third, simple cycle turbines require more rapid startups and
shutdowns, and more frequent load changes than cogeneration or combined cycle

_ turbines. It has not been demonstrated whether the EMx system will be able to

£
<

withstand the frequent thermal ¢ycling. Fourth, the EMx technology has not
been installed on turbines rated at greater than 45 MW. It has not been
demonstrated that the EMx technology can be successfully scaled up to the 50 -
MW rating of the proposed CTGs for the CPP. Therefore, the.conclusion is that
the EMx technology is not technically feasible.

Step Three—Rank remaining control technologies by control effectiveness.

The remaining technically feasible control technologies are ranked by NOx control
effectiveness in the table below.

Table 34—NOx Control Technology Alternatives

1'NOx Emiss:ons i Envis

onmental

~“Technology. | :at15% 0y " | = "Impact - HE

‘Water Injection | 25- 42 ppm Increased CO/VOC | Decreased Efficiency
Steam Injection | 15-25 ppm Increased CQ/VOC | Increased Efficiency
Dry Low-NOx | 9-25 ppm Reduced CO/VOC | Increased Efficiency
Combustors ' _
Selective > 90% reduction | Ammonia slip Decreased Efficiency
Catalytic 1-2.5 ppm

Reduction

Step Four—Evaluate most effective controls and document results.

Water injection with SCR, steam injection with SCR, and dry low-NOx combustors
-with SCR all result in NOx emissions of 1-2.5 ppm.

Step Five—Select BACT.

Because the

controlled NOx emission rate will be 1-2.5 ppm with water injection

with SCR, steam injection with SCR, or dry low-NOx combustors with SCR, these
technologies are all considered BACT.
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3.

A/N 476665--Ammonia Storage Tank

The tank will be a pressure vessel with a pressure relief valve set at 25 psig to control
breathing losses. The filling losses will be controlled by a vapor return line to the
delivery vehicle. Use of a pressure vessel for storage and a vapor return line for transfer
is considered BACT for an ammonia storage tank.

A/N 476666—Emergency ICE (Black Start Engine)

The BACT Guidelines for Non-Major Polluting Facilities sets forth under Equipment or
Process: 1.C. Engine, Stationary, Emergency, dated 10/3/08 Rev. 4, for Subcategory*
Compression-Ignition, Other, the emissions limits for NOx + NMHC, SOx, CO, and PM.
The guidelines also restrict operation to 50 hours for maintenance and testing and spec1fy
the parameters for allowed operation beyond the 50 hours in footnote 3. Thls engine is

subject to Tier 2 standards. o,

As shown below, the emission levels comply with the Tier 2 standards.

Table 3S——E gine BACT Requ1rements and Manufacturer s Spec1ﬁtat10ns

: CNOx# NMHC <[ .- SOx ;. P PPV e

BACT Limits Tier 2 Diesel fuel witha | Tier2 Compllance w1th
> 750 HP -| 4.8 g/bhp-hr sulfur content no 2.6 g/bhp-hr Rule 1470: £0.15

greater than | g/bhp-hr

- 0.0015% by wt, ‘ '
(Rule 431.2) . Tier 2
. 0.15 g/bhp-hr

AQMD 4.1 g/bhp-hr Meets Rule + 0.75 g/bhp-hr 0.06 g/bhp-hr.
Certified (0.02 g/bhp-hr 431.2.
Emissions ROG + 4.08 g/bhp- *|
Levels hr NOx)

2

The restriction of operation to 50 hours for maintenance and testing'is implemented by
condition no. C1.1, and the parameters for allowed operation beyond the 50 hours are set

-forth in condition no. E193.2.

‘Further, LAER requires a diesel particulate filter (DPF) for the enginé. The most recent

BACT determination requiring a DPF that is shown in the District’s BACT database is
for Claremont Manor. Although not listed in the BACT database, Mountain View Power
has a diesel black start ICE (2155 bhp) with a filter already in operation. Thus, a DPF is
considered achieved in practice. For example, the new CPV Sentinel power plant and-the
City of Riverside power plant expansion each are proposing a DPF.

The engine will be controlled by a CleanAIR System's‘PERMITTM DPF. This DPF
system is verified by CARB under Executive Order DE-05-002-01 to reduce emissions of
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diesel particulate matter consistent with a Level 3 device (greater than or equal to 85
percent reduction), with the use of low sulfur diesel with 15 ppm or lower sulfur content.

5. A/N 481185—0il Water Separator
BACT is not applicable because the VOC emissions are less than 1 Ib/day.

»  Rule 1303(bj(I)-Modeling

Rule 2005(b)(1)(B}-Modeling
Rule 1303(b)(1) requires air dispersion modeling to substantiate that a new perxmt unit which
results in a net emission increase of any nonattainment air contaminant at a facility will not

~ cause a violation, or make significantly worse an existing violation according to Table A-2 of
the rule, of any state or national ambient air quality standards at any receptor location in the
District. The standards are for NO, (non-RECLAIM facility), CO, PM,q, and sulfate. Rule
2005(b)(1)(B) requires modeling for NO; for RECLAIM facﬂmes

Compltance determination is different for attamment and nonattainment pollutants. For the
attainment pollutants, NO,, CO, and SO, the project impact plus the background
concentration should not exceed the most stringent air quality standard. For the non-
attainment pollutant, PM,, the project impact should not exceed the significant change in air
quality concentration.

The standards in Rule 1303 Table A-2, as amended.December 6, 2005, are outdated. The
modeling results provided by the applicant, see below, uses the current ambient air quality
standards.

The applicant conducted modeling using the EPA-AERMOD dispersion model (Version
07026). The surface meteorological data were obtained for the John Wayne Airport
meteorological station in Santa Ana for calendar years 2002 through 2006. The upper. air
meteorological data were obtained from the Miramar Naval Air Station near San Diego for
the same period. The background concentrations are the maximum recorded concentration at
Anaheim-Pampas Lane station, Costa Mesa-Mesa Verde Drive station, La Habra station,
Mission Vigjo station, or Pico Rivera station for 2004-2006.

1. A/N 476651, 476656, 476659, 476661 Combustion Gas Turbines Nos. 1 - 4
A/N 476654, 476657, 476660, 476663—Selective Catalytic Reduction/CO Oxidation
Catalyst Systems Nos. 1 - 4
The applicant provided a revised modeling analysis for air quality modeling and health
risk-assessment on September 12, 2008, for an individual turbine for normal operations,
startup, and commissioning. Modeling is not required for the shutdown mode, because
startup emissions are higher than shutdown emissions. The modeling was performed for
NOx, CO, SO, and PM,, evén though CO is in attainment and thus exempt from
modeling requirements. -
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- Further, the modeling included the black start engine and the cooling tower. The black
start engine is exempt from air quality modeling due to Rule 1304(a)(4) and Rule
2005(k)(5), and the cooling tower is exempt from air quality modeling because it is

i exempt from permitting. However, the CEC requires air quality modeling for the engine
and cooling tower to demonstrate CEQA compliance. A
F
“The revised modeling analysis was supplemented with a second revised modeling
analysis for air quahty modeling and health risk assessment submitted on December 16,

2008, for the increased annual emissions for the turbines and cooling tower.

The District modeling staff reviewed the applicant’s two modeling analyses for air
quality modeling and health risk assessment. The review concluded the air quality
modeling results are acceptable. (See memoranda from Sr. Manager Naveen Berry to Sr.
Manager Mike Mills, dated 10/16/08 and 1/13/09.)

The table below presents the reasonable worst-case project emissions scenarios for each
combination of pollutant and averaging times corresponding to an air quality standard or
significance limit,
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‘ Table 36
Criteria Pollutant Sources and Emission Totals for the Worst-Case Project
Emissions Scenarios for All Averaging Times

) 1-hour

NOx and CC: Cne 35-minute startup (all
CTGs) with remainder of period at
normal operations (100% load, 59°F).

57.08
(14.27 Ibf

hr1)

S02: 100% load operation (4 CTGs) at
59°F ambient temperature.

Co

25.20
(6.3 1/

I'2) 5

All: includes one 38-minute test of black
start engine.S

SOy

543

3-hour

'SQ2: Continuous 100% load operation

{all CTGs) at 59°F ambient temperature,
plus one 38-minute test of black start
engine.

S0

16.28°

8-hour

CC: Cne 35-minute startup, turbine trip
with no operation for 5 minutes followed
by & 32-mirute restart; one shutdown
and the remainder of the period at
normal operations (100% load, 53°F) (all
CTGs), plus one 38-minute test of black
start engine,

CO

4374

579

24-hour

PMig: Continuous full-load {all CTGs) at
59°F ambient temperature plus the
emissions from 4-cell chiller cooling
tower.

" PMio

268.0

0.33

0.86

S0y Continucus full-load {all CTGs) at

- 59°F ambient temperature.

All; includes one 38-minute test of black
start engine.

SO»

130.563

0.006

Annual

All: each CTGs operates at full load for

1080 hours at 49°F (cooler on), 240
startups and shutdowns), plus operation
black start engine (200 hours per year).

NOx

27,840

2,412

PMio: include the emissions from 4-cell
chiller cooling tower for all hours of CTG
operation. :

PMug

14,352

10.8

180.14

SO

16324

248
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Condition no. A99.1 limits the maximum hourly NOx startup emissions to-14.27 Ib/hr.

Condition no. A99.2 limits the maximum hour CO startup emissions to 6.3 Ib/hr.

1-hr, 3-hr, and 8-hr SO, are based on natural gas fuel sulfur content of 1.0 gr/ 100 scf. '
Annual SO, is based on natural gas sulfur content of 0.25 gr/100 scf which also is used for emission
calculation.

BOW R e

Although the black start engme is exempt from air quality modeling due to Rule 1304(a)(4) and Rule
2005(k){5), modeling is required by the CEC for CEQA compliance. Although the BACT limit of 4.8 g/bhp-
hr, or 12.06 Ib/hr, is used to calculate the required number of RTCs, the certified emission rate of 4.08 g/bhp-
hr, or 10.27 Ib/hr, is used for the modeling pursuant to CEC guidance. The engine may be tested at the
10.27 Ib/hr rate for up to 38 minutes in any hour without causing an exceedances of the California one-
hour NO; standard. Consequently, condition no. C1.1 limits the duration of maintenance tests for this
engine to 38 minutes in any on¢ hour.

The medeling results for normal operation, startup, and commissioning for a single
" turbine are summarized below in Tables 37, 38, and 39.

Normal Operation

For NOs, CO, and SO,, the table below shows, during normal operation, the highest
predicted concentration for any CTG plus the background concentration does not exceed-
the most stringent air quality standard. For PM,,_the highest predicted concentration for
any CTG does not exceed the signiﬁcant change in air quality concentration,

T‘tble 37--M0del Results — Normal Operatlon Ind1v1dual Turbme

- tration’

G | +(Mg/m?)
NO, |thour | 187 | 1.87 186 1.88 229.1 230.98 338 Yes
Annual | 0.016 | 0.016 | 0.016 | 0.016 46.7 46.71 56 Yes
o t-hour | 199 | 189 | 198 2.00 8,510 8512 23,000 Yes

8hour | 141 | 142 | 142 1.41 4,544 454542 | 10,000 Yes

f-hour | 064 | 064 ! 063 0.64 81.2 81.84 855 Yes
-ISOz 3nour | 048 .| 049 | 049 0.49 52 52.49 1,300 Yes
‘ 24-hour | 021 | 021 | 021 0.21 21 2121 105 Yes
Annual | 0.001 | 0.001 | 0.001 | 0.001 53 5.3001 80 Yes
Py, | 24how | 047 | 047 | 047 | 047 25 | Yes
Annual | 0.009 | 0.009 | 0.009 | 0.009 1 Yes
Pl | 24Tour | 047 | 047 | 047 0.47 ' _ L Yes
_ Annual | 0.009 | 0.009 | 0.009 | 0.009 |- nfa Yes
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For NOz and CO, the table below shows, during startups, the highest predlcted A
concentration for any CTG plus the background concentration does not exceed the most

strmgent air quality standard.

Table 38--Model Results — Startup-Individual Turblne .

co 1-hour 295 205 293 2,95 8,510 8512.95 23,000 Yes
8-hour 151 | 151 1.51 1.51 4,544 4545 51 10,000 Yes
Commissioning

Table 12 above presented stack exhaust flow rates and temperatures for individual CTG
commissioning tests. The applicant conducted modeling for the tests that were expected
to produce the highest offsite concentrations at ground level (i.c., the test with either the
highest hourly emission rate and/or the test with the lowest exhaust flow and

temperature). For NOx, the emissions per hour are highest for the “Baseload AVR
- Commissioning” test, while the highest CO emission rate corresponds to the test
described as “first fire the unit and then shutdown to check for leaks, etc.” Since the

exhaust gas flow rate and temperature are both lowest and CO emissions are highest for
the latter test, it represents the worst-case commlSSIOnmg scenario for 1-hour and 8-hour -

impacts of that pollutant. However, NOx emissions for both tests were modeled to

provide results for the highest emission case and the lowest plume rise case to ensure that
maximum 1-hour ground-level impacts for NO, would be addressed.

For NQ; and CO, the table below shows, during e01nmissioning, the highest predicfed

concentration for any CTG plus the background concentration does not exceed the most

stringent air quality standard. Moreover, all four CTGs may be commissioned’

simultaneously without causing the NO2 or CO ambient standards to be exceeded. The

commissioning of one or two CTGs at a time, however, is a more likely scenario.
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‘FlrstFlre e P = ‘ ‘ .
- 1 hour 123 35.66 | 35.2 | 35.65 | 35.67 | - 8,510 8:633 23000 | Yes
8 hour 104 2858 | 2019 | 31.87 | 3163 | 4544 4648 10,000 | Yes .
NO2 | ypour | 291 852 | 854 | 865 | 866 | 2201 258.2 338 | Yes
Base '
Load NOz 58.5 : ‘ ‘ : )
AVR 1 hour 167 +.157 | 148 | 134 | 2291 2876 338 Yes
3. A/N 476665--Ammonia Storage Tank

Modeling is not required because there will be no emissions.

A/N 476666-—Emergency ICE (Black Start Engine)
Non-RECLAIM Emissions—This engine is exempt from maodeling requirements per
Rule 1304(a)(4), whlch exempts a source exclusively used as emergency standby

‘equ1pment

w

RECLAIM Emissions--This e;ngine is éxempt from modeling requirements per Rule
2005(k)(5), which exempts equipment used exclusively on a standby basis.

A/N 481185—0Oil Water Separator
Modeling is not required for VOC emissions.

o Rule 1303¢bj(2)-Offsets

*  Rule 2005(b)(2)-Offsets

Offset requirements are explained above in the sect10n on Emissions Calculations Offset
'Reqmrements/N SR Entries.

"The number of ERCs and RTCs requ1red for each apphcatlon and the total number required
for the project are shown in the table below.
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Table 40A—FERCs and RTCs Requlred

‘| Equipment =7 | NOXRTCs for | NOx RTCs
R "C(}mmzsswnmg' *‘Normal
R R L. b Year, lb/yr
476651 | Turbine No. 1 9746 6960
|| 476654 | SCR/CO 0 0
Oxidation Catalyst
No.1 :
476656 | Turbine No. 2 0746 6960 5 12 1
476657 | SCR/CO . 0 0 0 0 0
. Oxidation
Catalyst No. 2
476659 | Turbine No. 3 9746 6960 5 . 12 1
476660 | SCR/CO 0 0 0 0 0
Oxidation
Catalyst No. 3 .
476661 | Turbine No. 4 9746 6960 5 12 1
476663 | SCR/CO 0 0 0 0 0
. Oxidation : : :
. Catalyst No. 4 :
476665 | Ammonia Tank 0 0 0 0 0
476666 | Emergency ICE, 2412 2412 0 0 0
black
start engine .
481185 | Oil Water 10 0 0 0 0
Separator .
Total Project 41,396 30,252 20 48 4

© A summary of the applicant’s compliance with the RTC and ERC requ1rcments to date is

pr0v1ded in the table below.

Table 40B—C0mpllance wnth RTC and ERC Requlrements

Pollutant “Total Project: . Compllance Status o f;f R
Joty | Reqiiirement j' N R FrT e ; L ;
NOx 41,396 Ib RTCs-- As explamed in condmon nos. 1296 I and 1296 2, the

Commissioning applicant is not required to hold these RTCs until before the

| Year ' operation of the equipment. Accordingly, the RTCs
acquisition and transfer have not taken place.

NOx 30,252 1b RTCs-- As explained in condition nos. 1296.1 and 1296.2, the

Normal Operating applicant is not required to hold these RTCs until before the
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Year

operation of the equipment. Accordingly, the RTCs
acquisition and transfer have not taken place.

SOx

4 Tb/day ERCs

The applicant has provided the purchase contract for the
following:

4 Ib/day of coastal SOx ERCs.

The change of title application for the ERCs have been
submitted and are pending. (See Table 40C below for
details.)

ROG

20 Ib/day ERCs

The applicant has provnded the purchase contract for the
following:

‘20 Ib/day of coastal ROG ERCs.

The two change of title application for the ERCs have been
submitted and are pending. (See Table 40C below for
details.)

PMyy

483 1b/day ERCs

The applicant has provided the purchase contract for the
following;

23 Ib/day + 16 lb/day of coastal PM10 STERCs (short term
ERCs) for years 2008 through 2014 and 23 Ib/day + 16
Ib/day of coastal PM10 STERCs for year 2015 and all
subsequent years thereafter into perpetuity.

8 Ib/day + | Ib/day of coastal PM10 ERCs

The three change of title app]iéations for the ERCs and the 56
change of title applications for the STERCs have been
submitted and are pending. (See Table 40C below for

. details.)

As the STERCs will be'used in aggregaté like ERCs, they
will not be subject to special requirements or permit

conditions.

A summary of the change of title applications submitted by CPP is shown in the table below.
The table includes the application nos., date of purchase, amount of ERCs; seller name and
certificate number; and originator name, certificate number and zone.

Table 40C—ERC Certificates and History
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Rule 1303(b)(3 )-Sensitive Zone Requirements

Rule 2005¢e)-Trading Zone Restrictions ,

Both rules provide that credits shall be obtained from the appropriate trading zone. Rule -
1303(b)(3) is not applicable because offsets will not be required, Rule 2005(e) is applicable
because RTCs will be required. Anaheim is located in Zone | (coastal). A facility in Zone |
may only obtain RTCs from Zone 1. Compliance is expected.

Rule 1303(b)id)-Facility Complience

This new facility will comply with all appllcable rules and regulations of the District, as
+ required by this rule.

Rule 1303(b)(5)-Major Polluting Facilities

Rule 2005¢g)—Additional Federal Requirements for Major Stationary Sources

Rule 1303¢b){5)(B) — Statewide Compliance

Rule 2005¢g)(1) — Statewide Compliance

Rule 1303(b)(5)(B) requires a demonstration that all major stationary sources are owned
or operated by such person in the state are subject to emission limitations and are in
compliance or on a schedule for compliance with all applicable emission limitations and
standards under the Clean Air Act. Rule 2005(g)(1) requires the applicant to certify that

all other major stationary sources in the state which are controlled by the applicant arein

compliance or on a schedule for compliance with all applicable federal emission
limitations or standards.

The owner is the SCPPA, a consortium. The operator/applicant is the City of Anaheim
Public Utilities Dept. The'District has interpreted these provisions to apply to the City of
Anaheim Public Utilities Dept. A letter from Steve Sciortino, dated 7/3/08, certified that
all sources under common ownership within the District are in compliance with all the
applicable District Rules, variances, orders and settlement agreements. A list of facilities

- was received on 7/22/08. T checked each facility on the District’s Compliance Tracking

System and verified each facility is in compliance. The letter is more inclusive than
required for Rules 1303(b)(5)(B) and 2005¢g)(1), because the primary purpose was for
compliance with Rule 1309.1, which is no longer applicable.

The list of facilities with compliance status is presented in the table below.

Table 41—C0mpllance Status of Statlonary Sources Operated by Appllcant

i ‘Location :
. T ol oo ) Addresss P T L '}System——ln Complia;
56940 City of Anaheim/ 1144 N. Kraemer Blvd Yes
, Comb Turbine Gen Station | Anaheim, CA 92806
179365 | Anaheim City Pablic | 1411 N. Tustin Ave. Yes
Utilities Dept. Anaheim, CA 92807

80050 | Anaheim City, Public 1664 S. Brookhurst St | Yes




o Rule 1303¢b)(5)(C) — Protection of Visibility

o Rule 2005(2)(4)—Protection of Visihility _
Rule 1303(b)(5){C) requires a modeling analysis for plume visibility if the net emission
increase from a new or modified sources exceéeds 15 tpy of PMyp or 40 tpy of NOx; and’
the location of the source, relative to the closest boundary of a specified Federal Class |
area, is within the distance specified in Table C-1 of the rule. Rule 2005(g)(4) imposes
the same requirements for NOx. Since the increases in PM;p and NOx emissions from
the CPP project do not exceed the respective thresholds these provisions are not
applicable. :

SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT ' PAGES PAGE
. : 121 105
ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
* . 476650, -651, -654, -656, - 2/18/2009
657, -659, -660, -661, -663,-
\ : - ‘605, -666, 481185 : X
APPLICATION PROCESSING AND CALCULATIONS PROCESSED BY CHECKED BY
: V. Lee '
Utilities Dept. Anaheim, CA 92804
124175 | City of Anaheim, Public 1713 Clementine Yes
Utilities Dept. Anaheim, CA 92802
80049 | Anaheim Public Utilities 2004 5. West St, Yes
: Dept., Env Sves Div Anaheim, CA 92802
132216 | City of Anaheim 2204 E. Katella Ave | Yes
' _ Anaheim, CA 92806
66215 | Anaheim City, ‘ 555 S. Silverado Way = | Yes
_| Public Utilities Dept. Anaheim, CA 92807
77894 | Anaheim City, Public | 770 8. Nohl Canvon Rd | Yes
Utilities Dept. Anaheim, CA 92807
47831 | Anaheim City, Public 6751 Walnut Canyon Rd | Yes
Utilities Dept. Anaheim, CA 92807
66212 | Anaheim City, Public 7020 E. Serrano _ Yes
Utilities Dept. ' Anaheim, CA 92803
80787 Anaheim City, Public 8103 E. Serranc Ave Yes
Utilities Dept. ‘ “Anaheim, CA 92808 .
77049 | Anaheim City, 826 E. Cerritos Ave Yes
, Public Utilities Dept. Anaheim, CA 92805
77048 | Anaheim City, Public 826 W. La Palma St. Yes
) Utilities Dept. - Anaheim, CA 92805
1 63088 | City of Anaheim, Public 8315 E. Canyon Vista | Yes
Utilities Dept. Anaheim, CA 92808
136278 | City of Anaheim _ ‘847 S. East St. Yes
‘ : Anaheim, CA 92805 )
142820 | City of Anaheim, Well #53 | 1211 S. Magnolia Ave Yes
Anaheim, CA 92804
5704 Anaheim City, Public 909 E. Vermont Ave. Yes
Utilities Dept. Anaheim; CA 92805
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o Rule 1303(b)(5)(4) — Alternative Analysis
o Rule 2005(e)i2)—Alternative Analysis
o Rule 1303(b)(5)(D) — Complignce through CEQA
e Rule 2005(2)(3)—Compliance through CEQA

For a new major polluting facility, Rule 1303(b)(5)(A) requires an analysis of alternative

sites, sizes, production processes, and environmental control techniques and a

demonstration that the benefits of the proposed project outweigh the environmental and -
social costs associated with that project. For a new RECLAIM major stationary source,

Rule 2005(g)(2) requires an analysis of alternative sites, sizes, production processes and
environmental control techniques for the proposed source which demonstrates that the

benefits of the proposed source significantly outweigh the environmental and social cost

imposed as a result of its location, construction, or modification.

Rule 1303(b)(5)(D) specifies the requirements of subparagraph (b}(5)(A) may be met
through compliance with CEQA. Rule 2005(g)(3) specifies the requirements of
paragraph {g)(2) may be met through CEQA analysis.

The California Energy Commission (CEC) has the statutory responsibility for
ceitification of power plants rated at 50 MW and larger. The CEC's 12-month permitting
process is a certified regulatory program under CEQA and includes various opportunities
for public and inter-agency participation. SCPPA submitted an AFC to the CEC on
December 28, 2007 seeking certification for the new power plant. The AFC describes
alternative site locations in Section 5.4, and alternative energy generation technologies in
Section 5.5. The proposed site was determined to be the least environmentally sensitive
site based on the proximity of sensitive receptors, biological resourcés and land use
compatibility. The conventional simple-cycle combustion turbine technology using
natural gas was determined to be the best available technology for a peaking plant service
after a review of all feasible technologies that might be available for peaking load
operation using a methodology that considered commercial avallablll‘ry, ability to
lmplement and cost-effectiveness.

Rule 1401 — New Source Review of Toxic Air Contaminants

Rule 2005(i) — RECLAIM Rule 1401 Compliance ‘

Rule 1401 specifies limits for maximum individual cancer risk (MICR), cancer burden, and
noncancer acute and chronic hazard index (HI) from new permit units, relocations, or
modifications to existing permits that emit toxic air contaminants. Rule 2005()) requires
compliance with Rule 1401 for NOx emissions. '

Rule 1401 requirements are summarized below.
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Table 42 — Rule 1401 Requirements

MICR, without T-BACT
MICR, with T-BACT
Acute Hazard Index
Chronic Hazard Index
Cancer Burden '

As discussed above, the applicant provided a revised modeling analysis for air quality

modeling and health risk assessment on September 12, 2008, supplemented with a second

revised modeling analysis submitted on December 16, 2008. ;
For the health risk assessments, the applicant performed a refined SCAQMD Tier 4 and
OEHHA Tier I health risk assessment using the CARB Hotspots Analysis and Reporting
Program (HARP), Version 1.4. As discussed above for the modeling, the District modeling
staff reviewed the applicant’s twd modeling analyses for both air quality modeling and health
risk assessment. The review concluded the health risk assessments are acceptable. (See
memoranda from Naveen Berry to Mike Mills, dated 10/16/08 and 1/13/09.)

. The HRA included an assessment of the maximum impact due to each permit unit, i.e., the
highest MICR, HIC, and HIA regardless of receptor location, to demonstrate compliance with.
Rule 1401. The table below demonstrates all four turbines are in compliance with the MICR
limit of 1 in a million, the chronic and acute hazard index limits of 1.0, and the cancer burden
limit of 0.5. Thus, the turbines will be in compliance with Rule 1401. The table also
confirms the risk for the cooling tower is less than one in a million and therefore exempt from
permitting. The results for the black start engine are shown here for informational purposes
only, because Rule 1401(g)(1)(F) exempts emergen_cy ICEs.

Table 43--Max1mum Impacts due to Each Permlt Unit
e e Eai ‘“'Rlsk(permllhon) b

T UTM. ' '
CMICR Northmg Descrlptmn of Iocathn o
. impact-
Lt gy ) e
) '
Turbineg 1 0.0061 422268 3748871 grid ~2.7 km northeast G
Turbine 2 0.0061 422268 3748871 -grid ~2.9 km northeast o
Turbine 3 0.0061 422268 3748871 grid ~2.9 km northeast | 0
Turbine 4 0.0061 422268 | 3748871 |  grid ~2.9 km northeast 0
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Cooling Tower 0.0365 420087 | 3746910 northern property 0
. . boundary
Black Start Engine | 0.6090 420263 | 3746903 northern property 0
boundary
At

Turbine 1 0.0001 422268 3748871 |  grid ~2.7 km northeast

“Turbine 2 ' 0.0001 422268 3748871 grid ~2.7 km northeast
Turbine 3 0.0001 422268 3748871 grid ~2.7 km northeast
Turhine 4 0.0001 422268 3748871 grid ~2.7 km northeasf
Cooling Tower | 0.0070 | 420287 | 3746910 northern property
boundary
Black Start Engine | 0.0004 | 420263 | 3746903 northem property
. boundary t

Turbine 1 0.0041 422672 3744681 prid ~3.1 km southeast

Turhine 2 0.0041 422572 3744781 grid ~3 km southeast
Turbine 3 C T 0.0041 422572 3744781 grid ~3 km southeast
Turbine 4 0.6041 422519 3744925 grid ~2.8 km southeast L ‘
Cooling Tower 0.0004 420287 | 3746910 northern property
i boundary
Black Start Engine NA NA NA NA

Note: The following East package receptors are onsite, and thus the predicted risk is ignored at receptors 12322 and 12444-5.
Note: Only the east receptor package was examined since alt of the pesk impacts occurred there.

Note: Cancer burden based on a | in 1 million risk level. If the peak cancer risk is < 1 in a million then the cancer burden is 0.
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Pursuant to the District’s request, the HRA also included an assessment of the maximum
residential and commercial impacts due to each permit unit, i.€., the highest MICR, HIC, and.
HIA for residential and commercial receptors. This information will be included in the public
notice for this project for informational purposes. The HRA examined the nearest residences
and offsite commerciat facilities as it was not practical to identify every residence and/or
business within 10 kilometers of the project. The results are summarized in the table below.

Table 44-—Max1mum Reésidential and Commercial Impacts due to Each Permlt Unit

- Cancer Rlsk (m I mllllon)
Residentia |
Description of T»
. location:of .. -Northing
] ' : ' . : Woodrldge
Gas Turbine No. 1 | 0.0052 | 422484-| 3749818 | Farmony Home | 294E- 1} 450005 | 3746942 | Press (~25m N
. . (~3.3 km NE) 035
of fence)
o ' Euro Sport
. e Harmony Home | 2.91E- Accessories Inc
Gas Turbing No. 2 0.0053 | 422484 | 3749818 (~3.5 km NE) 05 4%0183 3746896 (~35m N of
fence)
‘ ) Reel lumber
. oy " | Harmony Home | 2.82E- ‘ service
Gas Turbine No. 3 0.0053 | 422484 | 3749818 (~3.5 km NE) 05 420374 | 3746808 warchouse(~
' | 15m E of fence)
. Reel lumber
” ; ) - Harmony Home | 2.79E- ; service
Gas Tgrbme No. 4 0.0053 | 422484 | 3749818 (~3.5 km NE) 05 ‘420374 3746808 warchouse(~
15m E of fence)
: ’ Resident about Woodridge
Black start Engine 0.0910 | 419925 | 3746623 250 m west of 0.083 | 420292 | 3746942 | Press(~25mN
: ) fence ) " of fence)
.Resident about Woodridge -
Cooling Tower 0.0065 | 420880 | 3746899 500 meastof | . 0.0f1 420292 | 3746942 | Press (~25mN
fence ‘ of fehce)
Re&;iggtnibout Woodridge
Total Project 0.1000 | 419563 | 3746289 o 0.09318 | 420292 | 3746942 .| Press(~25mN
southwest of
£ : of fence)
ence
ic Non‘cancer Hazard Indei‘ﬁ B bl
Sl i “Cominercial -’
Description of v UTM
' ‘l(')'catio'n ofs | HIC |
. ) . Woodridge'
Gas Turbine No. 1 | 0.0001 | 422484 | 3749318 | Harmony Home & 3.40E- 1 1hpr0n | 3946045 | Press (~25m N
_ . (~3.5 km NE) 06 of fence)
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. Euro Sport
Gas TurbineNo. 2 | 0.0001 | 422484 | 3749818 “(ig“;:l{n};?ge 33(’)2]3 420183 | 3746896 A‘(’fgzsr?l“rzsoigc
” fence)
Reet lumber
service
Gas TurbineNo.3 | 0.0001 | 422484 | 3749815 | Harmony Home 32651 prn300 | 3746808 | - warehouse
(~3.5 km NE)- 06-
. {~15m E of
) fence)
Reel lumber
Gas Turbine No.4 | 0.0001 | 422484 | 3749818 }iﬁr;f’lg’nlg’gc 3%‘3353‘ 420374 | 3746808 | SV
- 15m E of fence)
Resident about 5 63E- Woodridge |
Black start Engine 0.0001 | 419925 | 3746623 250 m west of '04 420292 | 3746942 | Press (~25m N
fence of fence)
o Resident about 8 66E-~ Woodridge
Cooling Tower 0.00t3 | 420880 | 3746899 500 m east of '03 © 420292 + 3746942 | Press(~25mN
- fence of fence)
. - Resident about . Woodridge
Total Project 0.0014 | 420880 | 3746899 500 mcastof | 0.00894 | 420292 | 3746942 | Press (~25mN
: : ' of fence)

5 :Comiercial
L Souree UT™M.
S " Easting 1. 1\ i
L m} ) e (m), | impact
Kraemer Auto
. Living Group: 7.02E- Collision Center
Gas Turl_)me No. 1 0.0040 [ 420420 | 3750043 Atria De Palma 03 420344 | 3746992 (~85m NE of
(~3kmN) fence)
Alria Senior Kracmer Auto
Lo Living Group: 6.44E- oo | Collision Center
Gas Turbine No. 2 0.0040 | 420420 | 3750043 Atria De Palma 05 420344 37469‘)~ (~85m NE of
(~3km N} fence)
Atria Senior . Kraemer Auto
PN . - Living Group: 5.94E- : Collision Center
Gas Iurbme No. 3 0.0040 | 420420 | 3750043 Atria De Palma 05 420344 | 3746992 (~85m NE of
{~3km N) ) fence) -
7 . Atria Senior Kraemer Auto
. . Living Group: 5.32E- _ Collision Center
Gas Turbine No. 4 0.0040 | 420420 | 3750043 Atria De Palma 05 420344 | 3746992 (~85m NE of
(~3km N) ‘ fence)
Black start Engine 0 NA NA NA 0 NA NA NA ‘
: Resident about 3 -76F- Ac]ileligofipezr}n
Cooling Tower 0.0001 | 420186 | 3750043 | 450 m south of T 420183 | 3746896 - < ¢
04 (~35m N of
fence ‘
“fence)
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Atria Senior Eum‘Sport
. Living Group: .| Accessories Inc
Total Project 0.0161 | 420420 | 3750043 Atria De Palma 0.00057 4201‘83 3746896 (~35m N of
(~3km N) fence)

Note the CPP operates continucusly and thus the default GLC and exposure assumptions were used to estimate the offsite worker
cancer risk. )

Rule 1470 ~Requirements for Stationary Diesel-Fueled Imernal Combustton and Other

- Compression Ignition Engines .
This rule applies to new and in-use prime and emergency statlonary compression ignition
(CI) engines rated at greater than 50 bhp. As thé black start engine is a new emergency
stationary Cl engine, the following discusses the applicable requirements.

.o Rule 1470(c)( 1)(A)i)}—This requires the use of CARB diesel fuel. The use of No. 2
) diesel fuel will satisfy this requirement.

o Rule 1470(c)2)(Ay—This imposes requirements on new emergency ICEs located
500 ft or less from a school. As the nearest school, Melrose Elementary, is located -
3749 ft away, these reqmrements are not applicable.

o Rule 1470(c)(2)XC)(i)(1)—This limits the diesel PM to 0.15 g/bhp-hr. Asthe °
AQMD-certified PM emissions level for this engine is 0.06 g/bhp-hr, this
requirement is satisfied. Since the proposed CleanAIR Systems PERMIT™ Model
FDAZ225 diesel particulate filter is CARB certified for 85% reduction, the PM -
emissions is anticipated to be further reduced to 0.009 g/bhp-hr.

o Rule 1470(c)(2} C)(1)(III}—This limits engine operation to no more than 50 hours for
maintenance and testing, which will be implemented by condition no. C1.1.

REGUILATION XVI — Prevention of Sienificant Deterioration

The federal Prevention of Significant Deterioration (PSD) has been established to protect
deterioration of air quality in those areas that already meet the NAAQS. This regulation sets
forth preconstruction review requirements for stationary sources.to ensure that air quality in
clean air areas does not significantly deteriorate while maintaining a margin for future
industrial growth. Specifically, the PSD program establishes allowable concentration
increases for attainment pollutants due to new or modified emission sources that are classified
as major statlonary sources.

Effective upon delegation by EPA, this regulation shall apply to preconstruction review of -
stationary sources that emit attainment air contaminants. On 3/3/03, EPA had rescinded its
delegation of authority to the AQMD. On 7/25/07, the EPA and AQMD signed a new

“Partial PSD Delegation Agreement.” The agreement is intended to delegate the authority
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and responsibi]it!y to the District for issuance of initial PSD permits and for PSD permit
maodifications where the applicant does not seek to use the emissions calculation
methodologies promulgated in 40 CFR 52.21 (NSR Reform) but not set forth in AQMD
Regulation XVII. The Partial Delegation agreement also did not delegate authority and
responsibility to AQMD to issue new or modified PSD permits based on Plant-wide
Applicability Limits (PALS) provisions of 40 CFR 52.21.

Rule 1701(b)(1) provides that BACT requirements applies to a net emission increase of a
criteria air contaminant from a permit unit at any source. Rule 1703(a){(2) requires each
permit unit to be constructed using BACT for each criteria air contaminant for which there is
a net emission increase. The District is presently designated in attainment with NAAQS for
sulfur dioxide, nitrogen dioxide, carbon monoxide, and lead. Consequently, BACT
requirements for SOx, NOx, and CO reflected in the “Emissions and Requirements” column
and in the permit conditions are tagged with “Rule 1703(a)(2) — PSD - BACT.” The BACT
analysis is presented above under the New, Source Review discussion.

- Rule 1701(b)(2) provides that all of the requirements of this regulation apply, except
exempted in Rule 1704, to a new source or modification at an ex1stmg source where the
-increase in potential to emit is at least 100 or 250 tons of attainment air contaminants per
year, depending on the source category. The 250 tpy threshold limit is applicable to the CPP,
because it is not one of the 28 source categories subject to the 100 tpy threshold listed in Rule
1702{m)(1). One of the source catégories subject to the 100 tpy threshold is a fossil fuel-fired
steam electric plants of more than 250 million BTU/hr, but this refers to a combined cycle
plant, not a simple cycle plant like the CPP. Because the maximum CO and NOx emissions
_during any year are below the 250 tons/yr threshold, the CPP is not subject to PSD
requirements other than the BACT requirements required by Rule 1701(b) 1). ;

REGULATION XX—Regional Clean Air Incentives Market (RECLAIM)

. Rule 200]-—Apphcabll_y

~ NOx emissions are anticipated to exceed 4 TPY, which is the threshold for inclusion in
the RECLAIM program. Although CPP would not have been subject to the RECLAIM
requirements until it reported annual emissions of 4 TPY or more, it has opted into the
RECLAIM program at this time via an opt-in letter, dated March 26, 2008, from Steve
Sciortino. An advantage to entering the RECLAIM program at this point is that total
facility emissions will be offset with RTCs at a 1-to-1 ratio before any operation
(including testing) commences, instead of with ERCs at a 1.2-to-1 ratio before the P/Cs
are issued.

s Rule 2005—New Source Review for RECILAIM

See discussion above under New Source Review.
1 .
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e  Rule 2 012-RECLAIM Monitoring Recording and Recordkeeping Requirements

1.

AN 476651, 476656. 476659, 476661 —Compression Turbine Generators Nos. 1 - 4 !
Rule 2012(e)(1)(D) classifies a “peaking unit” as a “RECLAIM process unit.” Rule

2012 Protocol-Attachment F-Definitions defines a “peaking unit” as “a turbine used
intermittently to produce energy on a demand basis and does not operate more than

1300 hours per vear.” The CTGs fall under this definition as each CTG will operate

- 698.75 hours. The CTGs will be RECLAIM major NOx sources, however, based on .

Rule 2012(c)(}XI), which classifies as a “major source” any NOX source or process
unit required to be monitored and to report emissions with a CEMS. Each CTG is
required to be equlpped Wlth a CEMs to verify compliance Wlth the NOx BACT
limit.

Rule 2012{h)(5) provides that the Facility Permit holder of a new facility which
elects to enter RECLAIM or a facility that is required to enter RECLAIM shall install

all required or elected monitoring, reporting, and recording systems no later than 12

months after entry into RECLAIM. During the 12 months prior to the installation of . )
the required or elected monitoring, reporting and recordkeeping systems, the Facility =
Permit holder shall comply with the monitoring, reporting, and recordkeeping

requirements of paragraphs (h)(2) and (h)(3) of this rule. (Condition D§2.2

implements this requirement.) Paragraph (h)(2) provides that interim reports shall be
submitted monthly for major and large sources. Paragraph (h)(3) provides that the’

Facility Permit holder shall install, maintain, and operate a totalizing fuel meter for

each major source. Rule 2012, Appendix A, Chapter 2 states on pg. Rule 2012A-2-1

that major sources shall be allowed to use an interim reporting procedure to measure

and record NOx emissions on a monthly basis according to the requirements

specified in Chapter 3 for large sources. Chapter 3 states on pg. Rule 2012A-3-1 that

the interim reporting s specified in subdivision D, paragraph 1. Paragraph 1, in turn, '

provides that the interim reportmg shall be based on fuel usage and emission

factor(s).

Thus, the facility penﬁit is required to set forth the NOx emission factors for use in
the interim reporting period before the CEMS is certified. Condition A99.4 specifies
the interim emission factor for the commissioning period during which the CTGs are

- assumed to be operating at uncontrolled levels. From Table 15 above, the emission

factor is 98.16 Ib/mmcf. Condition A99.5 specifies the interim emission factor for
the normal operating period after commissioning has been completed and before the
CEMS is certified, during which the CTGs are assumed to be operating at BACT
levels. From Table 23 above, the emission factor is 11.65 lb/mmcf

2. AN 476666—Emergency ICE (Black Start Engine)

The black start engine will be a RECLAIM process unit based on Rule 2012(e)(1 D),
which classifies as a “process unit” any emergency standby equipment.
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The RECLAIM emission factor is based on the BACT limit, which is 4.80 g/bhp-hr for
NOx + ROG. As BACT for NOx is not prowded the entire 4.8 g/bhp-hr is used as the
emission factor.

EF = (4.8 g/bhp-hr) (1 1b/454 g) (1 hr/53.5 gal from Caterpillar specs)
' (1000 gal/mgal) (1141 bhp) = 225.48 Ib/mgal
: (
REGULATION XXX Title V _
CPP is subject to the Title V requirements because it will be a major source and because it
will be subject to the federal acid rain program as it will opérate CTGs that are rated over 25
MW. Accordingly, an initial Title V application, A/N 476650, has been submitted. The Title
V permit is required to contain the information specified under Rule 3004, including all
emission limitations and operational requirements that assure compliance with all applicable
regulations, any periodic monitoring requirements, and any necessary recordkeeping to
substantiate the facility’s compliance status. As a new Title V facility, the proposed permit is
subject to a 30-day public notice and a 45-day EPA review and comment period. The Title V
public notice period will run concurrently with the Rule 212(g) public notice period.

s State Regulations
. California Environmental Quality Act (CEQA)

CEQA applies to projects undertaken by a public agency, funded by a public agency, or
requires an issuance of a permit by a public agency. A “project” means the whole of an
action that has a potential for resulting in physical change to the environment, and is an
activity that may be subject to several discretionary approvals by government agencies. A
project is exempt from CEQA if by statute, if considered ministerial or categorical, where it
can be seen with certainty that there i1s no possibility that the actmty in question may have a -
significant effect on the env1ronment

The CPP project is subject to CEQA as there are no applicable exemptions. The California
Energy Commission (CEC) has the statutory responsibility for certification of power plants
rated at 50 MW and larger. Accordingly, SCPPA filed an AFC (07-AFC-9) for the project on
December 28, 2007. The CEC's 12-month licensing process is a certified regulatory program
under CEQA. Thus, the CEC is the lead agency.

e Federal Repulations
© 40 CFR Part 51—Requirements for Preparation, Adoption, and Submitial of Implementanon
- Plans, Subpart Z— Provisions for Implementation of PM2.3 National Ambient Air Quality

Standards, Appendix S to Part 5] —Emission Offset Interpretative Ruling
On May 16, 2008, the USEPA released their final NSR rule for PM, s and published it in the
Federal Register. The effective date of the Final NSR Rule for PM; s is July 15, 2008. The
Final Rule specifies that for areas which are non-attainment for PM; s NAAQS, the state and
local agencies must adopt and submit non-attainment NSR rules to implement the PM; 5
requirements for EPA’s approval into the State Implementation Plan no later than July 11,

5
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2011. Moreover, in PM; s non-attainment areas such as the South Coast Air Basin, the
permitting agencies must implement the requirements of NSR for PM, s through Appendix S
to Part 51 of Title 40 of the Code of Federal Regulations. Appendix S is the “Emission
Offset Interpretive Ruling,” which is the rule used for NSR implementation in non-attainment
areas. -

As of July 15, 2008, all District permit applications for facilities with PM, s emissions must
be evaluated for compliance with PM; s requirements that are included in Appendix S. The
requirements of Appendix S will not apply to facilities if the facility emissions, including
existing equipment and equipment currently proposed, will result in a potential to emit of less
than 100 tons of PM; s per year.

Table 3 above indicate the facility-wide emissions for PMq will be 7.18 tpy for a normal
operating year. Assuming PM; ;is equal to PM g, the potential for PM, 5 will be less than the
100 tpy threshold. Thus, this provision is not applicable to CPP.

40 CFR Part 60 Subpart GG--NSPS for Stationary Gas Turbines

Subpart GG is applicable to turbines with a heat input greater than 10 MMBtu/hr (10.7
gigajoules per hour). As the CTGs are subject to the requirements of 40 CFR Subpart KKKK
(see below), they are exempt from the requirements of this subpart per §60.4305(b).

40 CFR Part 60 Subpart IIII--NSPS for Stationary Compression Ignition Internal
Combustion Engines ‘ '

§60.4200(a)—The provision of this subpart are applicable to manufacturers, owners, and
operators of stationary compression ignition (CI) engines as specified in paragraphs (a)(1)
through (a)(3) of this section. §60.4200(a)(2)(i) specifies this subpart is applicable to owners

“and operators of stationary CI ICE that commence construction after July 11, 2005 where the

stationary CI ICE are manufactured after April 1, 2006 and are not fire pump engmes
Therefore, this subpart is applicable to the black start engine.

§60.4205(b)—0Owriers and operators of 2007 model year and later emergéncy stationary CI
ICE with a displacement of less than 30 liters per cylinder that are not fire pump engines must
comply with the emission standards for new nonroad CI engines in §60.4202, for all
pollutants, for the same model vear and maximum engine power for'their 2007 model year
and later emergency stationary CI ICE. Since the black start engine has a dlsplacement of 27
liters, §60.4202 is applicable.

§60.4202(a)—Stationary CI internal combustion engine manufacturers must certlfy their
2007 model year and later emergency stationary CI ICE with a maximum engine power less
than or equal to 2,237 KW (3,000 HP) and a displacement of less than 10 liters per cylinder
that are not fire pump engines to the emission standards SpeCIﬁed in-paragraphs (a)(1)
through (2) of this section. §60.4202(a}(2) provides that for engines with a maximum engine
power greater than or equal to 37 KW (50 HP), the certification emission standards for new
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nonroad CI engines for the same model year and maximum engine power in 40 CFR 89.1 12
and 40 CFR 89.113 for all pollutants beginning in model year 2007.

40 CFR 89.112—Exhaust emission from nonroad engines shall not exceed the applicable
‘exhaust standards in Table 1 of this provision. As the black start engine is rated at 750
kW, the emission standards in Table 1 for kW > 560 are applicable. Table 1 provides that
for Tier 2, the emission standards are 6.4 g/kW-hr for NMHC + NOx, 3.5 g/kW-hr for
CO, and 0.20 g/kW-hr for PM. These limits are the same as the District BACT standards.
Since CARB has certified in Exccutive Order U-R-001-0286 that the black start engine
will meet these Tier 2 emission standards, the engine will be in compllance with the
emissions standards of Subpart I1[].

§60.4209(a)—A non—fésettablc hour meter is required. Condition no. D12.5 requires a non-
resettable elapsed time meter.

§60.4209(b)—If the engine is equipped with a diesel particulate filter to comply with the
emission standards in §60.4204, the filter must be installed with a backpressure monitor that
notifies the owner or operator when the high backpressure limit of the engine is approached
Condition no. E193.3 requ1res a backpressure monitor and an audible alarm.

40 CFR Part 60 Subpart KKKK-- NSPS for Stationary Gas T urbines

Subpart KKKK establishes emission standards and compliance schedules for the control of
emissions from stationary combustion turbines with a heat input greater than 10 MMBtu/hr
(10.7 gigajoules per hour), based on higher heating value, which commenced construction,
modification or reconstruction after February 18, 2005. As the heat input for each CTG will
be 479 MMBtu/hr, this subpart is applicable. Compliance is required by condition H23.1.

" §60.4320(a)--For a natural-gas fired turbine, with a heat input > 50 MMBtu/hr and < 850
MMBtu/hr, the NOx emission limit is 25 ppmv @ 15% O, from Table 1 of this subpart. -
Since the CTGs will meet the BACT limit of 2.5 ppmv @ 15% 02, compllance with this
section is expected.

§60.4330(a)(2)--To meet the sulfur dioxide emission limit, the turbine exhaust gas shall
not contain SO2 in excess of 0.90 Ibs/MWh gross output, or the fuel shall not contain
total potential sulfur emissions in excess of 0.060 Ib SO2/MMBtu heat input. The 0.90
Ibs/MWh is a stack limit that requires annual source testing to verity. The 0.06
Ib/MMBtu is a fuel based limit which will require fuel sampling, or fuel supplier data.

‘The appllcant has selected the 0.06 Ib SO2/MMBtu standard and submitted a Southern’

California Gas Company (SCGC) document to verify compliance. The SCGC document
provided test analysis for out of state suppliers for 2007. A footnote states: “SoCalGas
Specifications allow up to 0.25 gr H,8/100 scf and 0.75 gr. 8§/100 scf total sulfur.” )
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To convert 0.75 gr 8/100 scf to units of 1b SO,/MMBtu--

(0.75 gr $/100 %) (1 1b/7000 gr) (£%/913 Btu [LHV])
(1 E+06 Btw/MMBtu) (64 Ib SO,/32 Ib S)

=0.0023 1b SO/MMBtu <0.06 Ib SO2/MMBtu limit
Thus the CTGs are expected to be in compliancé with this section.

§60.4335—To demonstrate compliance for NOx if water injection is used, fuel
consumption and water to fuel ratio are required to be monitored and recorded on a
continuous basis, or alternatively, a certified NOx and O2 CEMS is required to be
installed. For this project, monitoring will be accomplished-with a certified CEMS.

£60.4340—For any turbine that uses SCR to reduce NOx emissions, the appropriate
parameters must be continuously maonitored to verify the proper operation of the emission
controls. '

§60.4345—This subsection sets forth the requirements for the CEMS. An alternative is
_ that a NOx diluent CEMS that is installed and certified according to appendix A of part
75 of this chapter (Acid Rain) is acceptable for used under this subpart.

§60.4360—The total sulfur content of the fuel being fired in the turbine must be
- monitored using total sulfur methods described in §60.4415, except as provided in
§60.4365. '

§60.4365—An election not to monitor the total sulfor content of the fuel combusted in
the turbine may be made, if the fuel is demonstrated not to exceed potential sulfur
emissions of 0.060 Ib SO/MMBtu heat input for units located in continental areas. Two
sources of information may be used to make the required demonstration: (1} The fuel

- quality characteristics in a current, valid purchase contract, tariff sheet or transportation

_ contraet for the fuel, specifying that the maximum total sulfur content for natural gas use
in continental areas is 20 grains of sulfur of less per 100 standard cubic feet, has potential

~ sulfur emissions of less than 26 ng SO2/J (0.060 b SO2/MMBtu) heat input for
continental areas, or (2) Representative fuel sampling data which show the sulfur content
of the fuel does not exceed 26 ng SO./J (0.060 Ib SO2/MMBtu). The applicant wilt use
option-one to demonstrate compliance. "

40 CFR Part 63 Subpart YYYY--NESHAPS for Stationary Gas Turbines

This reguiation applies to gas turbines located at major sources of HAP emissions. A major
source is defined as a facility with emissions of 10 tpy or more of a single HAP or 25 tpy or
more of a combination of HAPs. As indicated in Table 28B above, the largest single HAP
emission is formaldehyde from the four turbines at 0.436 tpy, which is less than 10 tpy. As
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indicated in Table 28A above, the total combined HAPs from all sources are 0.813 tpy, which
is less than 25 tpy. Thérefore, the CPP is not a major source, and the requirements of this
regulation do not apply. .

40 CFR Part 63 Subpart ZZZZ--NESHAPS for Stationary Reéciprocating Internal Combustion
Engines

Subpart ZZZZ estabhshes natlonal emission limitations and operating limitations for
hazardous air pollutants (HAP) emitted from stationary reciprocating internal combustion
engines (RICE) located at major and area sources of HAP emissions. An “affected source” is
any existing, new, or reconstructed stationary RICE located at a major or area source of HAP
emissions, excluding stationary RICE being tested at a stationary RICE test cell/stand. An
“area source” is defined as a source that is not a major source. As discussed above under
Subpart YYY'Y, CPP is not a major source and thus is an area source for HAPs.

§63.6590(a)(2)(11) provides a st‘:itionary RICE located at an area source of HAP ‘emissions is
new if construction of the stationary RICE is commenced on or after June 12, 2006.

§63.6590 (c) provides an affected source that is a new RICE located at an area source must
meet the requirements of this part by meeting the requirements of 40 CFR part 60 subpart 111
for compression ignition engines or 40 CFR part 60 subpart JJJJ for spark ignition engines.
No further requirements apply for such engines under this part. Since'the black start engine is
a new compression-ignition RICE located at an area source, it is required to meet 40 CFR
Part 60 Subpart IIII--Standards of Performance for Stationary Compression Igmtlon Internal
Combustion Engines. (See discussion on Subpart ITII, above.)

(EPA will propose a future NESHAPS that may be applicable to this type of engine located at
an area source, but the proposed rule language is not available at this time.)

40 CFR Part 64 — Compliance Assurance Monitoring

The Compliance Assurance Monitoring (CAM) rule, 40 CFR Part 64, specifies the
monitoring, reporting, and recordkeepmg criteria that 1s requlred to be conducted by Title V-
facilities to demonstrate ongoing compliance with emission limitations and standards.

In general, CAM applies to emissions units that meet all of the following conditions:

‘o the unit is located at a major source for which a Title V permit is required: and

o the unit is subject to an emission limitation or standard; and

o the unit uses a control device to achieve compliance with a federally enforceable
limit or standard; and ‘

o the unit has potential.pre-control emissions (Title V renewal) or post—c’ontro]
emissions (initial Title V or revision) of at least 100% of the major source amount; i
and

o the unit is not otherwise exempt from CAM.
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The CTGs are located at a major source for which a Title V permit is required. The NOx and
CO emissions are subject to BACT limits and other emissions standards. Each CTG is
controlled with SCR and CO catalyst to meet BACT limits. For each CTG, the post-control
NOx and CO emissions, however, are less than the major source thresholds. Specifically, the
NOx emissions (commissioning year) is 4.87 tpy, which is less than the 10 tpy threshold.
The CO emuissions is 4.19 tpy (commissioning year), which is less than the 50 tpy threshold.

. {See Table 21 for maximum commissioning year emissions.) Thus, the CAM regulations are
not applicable.

Regulation XXXT—Acid Rain Permit Prosram

40 CFR Parts 72, 73, 74, 73, 76, 77, and 78 - Acid Rain Provisions

Acid Rain provisions are designed to control SO2 and NOx emissions that could form acid
rain from fossil fuel fired combustion devices in the electricity generating industry.

District Regulation XXXI states that the provisions of the reguiation apply to the owner or
operator of any stationary source for which an acid rain permit is required under this
. Regulation and lists the Part 72 subparts -

The federal Title 40 CFR parts are as follows: Part 72—Permits Regulation, Part 73—Sulfur
Dioxide Allowance System, Part 74—Sulfur Dioxide Opt-Ins, Part 75—Continuous
Emissions Monitoring, Part 76-—Acid Rain Nitrogen Oxides Emission Reduction

Part 77—Excess Emissions, and Part 78—Appeal Procedures for Acid Rain Program.

§72.6--A facility is an affected source subject to the requirements of the federal acid rain

program if it includes any affected unit. §72.6(a)(3)}(1) includes a “new unit” as an affected .

unit. §72.2 sets forth definitions. A “unit” means a fossil fuel-fired combustion device. An
“aftected unit” includes a utility unit that is a new unit. A “utility unit” includes a unit owned

or operated by a utility that serves a generator in any state that produces electricity for sale.

A “new unit” means “a unit that commences commercial operation on or after November 15, .
1990, including any such unit that serves a generator with a nameplate capacity of 25 MW or

fess or that is a simple combustion turbine.”

§72.7--This provides a “new units exemption” if the unit serves one or more generators with
total nameplate capacity of 25 MW or less, does not burn any coal or coal-derived fuel, and-
burns gaseous fuel with an annual average sulfur content of 0.05 percent or less by weight.
CPP will be subject to the requirements of the federal acid rain program, because the’
four CTGs are units that each serve generators rated over 25 MW.

Some of the acid rain program requirements are summarized below:




SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT PAGES PAGE
121 . 120
ENGINEERING AND COMPLIANCE DIVISION APPL. NO. DATE
’ 476650, -651, -654, -636, - 2/18/2009
657, -659, -660, -661, -663,-
665, -666, 481185 )
APPLICATION PROCESSING AND CALCULATIONS | PROCESSED BY -| - CHECKED BY
V. Lee

§72.9—Standard Requirements :
The designated representative shall submit a complete Acid Rain permit application, arid the
owner/Operator shall have an Acid Rain Permit. The owner/operator shall comply with the
monitoring requirements as provided in part 75 of this chapter (Continuous Emissions ,
Monitoring). The emissions measurements recorded and reported in accordance with part 75
shall be used to determine compliances with the Acid rain emissions limitations and emission
reduction requirements for sulfur dioxide and nitrogen oxides under the Acid Rain Program.
The owner/operator shall hold allowances, as of the allowance transfer deadline, in the
sources’s compliance account (after deductions under §73.34(c) of this chapter) for the
previous calendar year from the affected units at the source and comply with the applicable
Acid Rain emissions limitations for sulfur dioxide. The owners/operators shall comply with
the applicable Acid Rain emissions limitation for nitrogen oxides.

* §72.30—Requirement to Apply
For any source with a new unit under §72.6(a)(3)(1), the deSIgnated representations shall
submit a complete Acid Rain permit application at least 24 months before the unit begms to
serve a generator with a nameplate capacity greater than 25 MW,

§72.70—Relationship to Title V Operating Permit Program
Subsection (b) states that each State permitting authority with an affected source shall act in
accordance with this part and parts 70, 74, 76, and 78 of this chapter for the purpose of
incorporating Acid Rain Program requirements into each affected source’s operating permit.
For each CTG, the facility permit has listed under “Emissions and Requirements” that the
SO, emission limit is governed by 40CFR 72—Acid Rain Provisions. Also, Section K
condition 15(C) provides that nothing in this permit or.in any permit shield can alter or affect
- the applicable requirements of the Acid Rain Program, Regulation X XXI.

§73.10—Initial Allocations for Phase 1 and Phase II )

The acid rain program is similar to RECLAIM in that facilities are reqmred to cover SO2
emissions with “SO2 allowances” that are similar in concept to RTCs. New facilities such as-
CPP are required to purchase SO2 credits on the open market to cover their annual SO2
releases since there are no'initial allowance alloeatlons

§75.1—The purpose of part 75 is to establish requirements for the monitoring, recordkeeping,
and repomng of sulfur dioxide (S0O2), nitrogen oxides (NOx), and carbon dioxide (C(2)
emissions, volumetric flow, and opacity data.

§75.3(b)(2)—In accordance with §75.20, the owner or operator of each new affected unit

- shall ensure that all monitoring systems required under this part for monitoring of SO2, NOx,
CO2, opacity, and volumetric flow are installed and all certification tests are completed on or
before the earlier of 90 unit operating days or 180 calendar days after the date the unit
commences commercial operation, notice of which date shall be prov1ded under subpart G of
this part.




SOUTH COAST AIR QUALIT\‘( MANAGEMENT D[STRICT _ PAGES

PAGE
121 121
ENGINEERING AND COMPLIANCE DIVISION _ APPL. NO. ‘ - DATE
476630, -651, -634, -656, - 2/18/2009
657, -659, -660, -661, -663,-
663, -666, 481185
APPLICATION PROCESSING AND CALCULATIONS . PROCESSED BY CHECKED BY
. V. Lee '

§75.10(a)}2)—To determine NOx emissions, the owner or operator shall install, certify,

* operate, and maintain, in accordance with all the requirements of part 75, a NOx-diluent
CEMS with an automated data acquisition and handling system, excepted as provided in
§§75.12, 75.17 and subpart E. §75.12(d) provides specific provisions and alternatives for.
monitoring NOx emission rate for gas-fired peaking units.

§75.11(d)—This provides specific provisions for monitoring SO2 emissions for gas-fired
units. Instead of a CEMS, the application may elect to use the procedures in appendix D to
this part for estimating hourly SO, mass emissions. Appendix D to Part 75—OQptional SO2

* Emissions Data Protocol for Gas-Fired and Oil-Fired Units requires the use of fuel
flowmeters. Further, for each type of gaseous fuel, the appropriate sampling frequency and
the sulfur content and gross caloric values used for calculations of SO2 mass emission rates
are summarized in Table D-5 of the Appendix.

§75 64--NOx and SOx emissions are required to be electromcally reported to the
Administrator quarterly.

§76.1--Applicability for Acid Rain Nitrogen Oxides Emission Reductlon Program
These provisions are apphcable to coal fired units only.

RECOMMENDATION:
Following the conclusion of the required CEC Title V and Rule 212(g) agency review and

public notice periods and subject to any comments received during this period, [ recommend
issuing the Permits to Construet for the project in the form of an initial RECLAIM/Title V famllty

permit, subject to the COI]dithIlS set forth above.




